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Introduction
Thank you for purchasing the SV670-INT series servo drive developed by Inovance.

The product is a high-end servo drive designed based on global-leading standards
and high-end application needs. It is featured with high speed, high precision, high
performance, and tuning-free function. Compliant with CE, UL, KC, EAC, and UKCA
certification requirements and top international quality standards, it is specially
suitable for high-end applications.

Its power ranges from 0.05 kW to 7.5 kW. It supports Modbus, CANopen, CANlink and
EtherCAT communication protocols and carries necessary communication interfaces
to work with the host controller for implementing a networked operation of multiple
servo drives. The servo drive supports adaptive stiffness level setting, inertia auto-
tuning, and vibration suppression for easy use. The servo drive, together with a third
party servo motor or an MS1 series high-response servo motor (with ultra-low, low or
medium inertia) equipped with a 23-bit single-turn/multi-turn absolute encoder,
serve to deliver a quiet and stable operation and accurate process control through
the fully closed-loop function and internal process segment function.

In addition, it offers a 18-month warranty and comes with dynamic braking as
standard and STO as an option. The drive aims to achieve quick and accurate position
control, speed control, and torque control through high-performance solutions for
automation equipment in such industries as electronic manufacturing, lithium
batteries, manipulators, packaging, and machine tools.

This guide describes technical data, installation, terminals, required certificates and
standards and solutions to common EMC problems of the drive.

Abbreviation
The following abbreviations will be used herein to refer to the corresponding servo
drives.
Abbreviation Servo drive
[P] SVETOP* ***-**.INT
[N] SVETON*****-**_INT

More documents

The documents related to the drive are shown in the following figure and table.
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Servo system——

guide

Communication |

Parameter | _ _ _
guide

Selection [-------- Provides information for product selection.
brochure
Quick installation | - - - -pProvides instructions on quick installation
and commissioning and commissioning of the product.
Hardyvare 7777777777 Introduces electrical and mechanical design,
guide installation and wiring of the product.
Func_gion 7777777777 Describes product functions and common faults.
guide

ffffff Introduces the communication function of the product.

777777 Describes all parameters of the product.

Motor user guide
or brochures

————— Introduces motors used in the servo system.

No. Name Data Code Description
Provides instructions on product selection,
. ) . including the list of ti ts,
® SV670-INT series flagship servo drive 19120413 inctuding the fist of supporting components
technical data on the drive, and the selection guide
of cables.
SV670-INT Series Servo Drive Quick Describes the mo‘del number, installation, terminals
@ . - PS00009758 | and quick commissioning and operation of the
Installation and Commissioning
drive.
SVETO-INT Series S Drive Hard Describes technical data, installation, terminals,
- ri rvo Dr rdwart
® K eries servo Drive Hardware PS00009739 | required certificates and standards and solutions to
Guide .
common EMC problems of the drive.
Introduces the functions and faults of the drive,
SV6T0-INT Series Servo Drive Function . . . . . .
@ PS00009763 | including function overview, adjustment, basic
Guide - .
servo functions and fault handling.
Introduces the communication of the drive,
SV670-INT Series Servo Drive including configuration of Modbus, CANopen,
® o ) PS00009765 ) -
Communication Guide CANlink and EtherCAT communication and
application cases.
SV670-INT Series Servo Drive Parameter Introduces the parameters of the drive, including a
® K PS00009762 . -
Guide parameter list and description of parameters.
Introduces the product information, general
MS1-R Series Servo Motor Selection specifications, motor selection, cable selection, and
X PS00004605 X .
Guide required certificates and standards of the servo
motor.
@
Describes installation of the motor, including an
MS1-R Series Servo Motor Installation installation flowchart, unpacking and
PS00005407

Guide

transportation, mechanical installation, and

electrical installation.
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Revision History

Date Version Description

2024-05 A00 First release.

Access to the Guide

This guide is not delivered with the product. You can obtain the PDF version in the
following way:

Warranty

Visit www.inovance.com, go to Support > Download, search by keyword, and then
download the PDF file.

Scan the QR code on the product with your mobile phone.

Scan the QR code below to install the app, where you can search for and
download manuals.

Inovance provides warranty service within the warranty period (as specified in your
order) for any fault or damage that is not caused by improper operation of the user.
You will be charged for any repair work after the warranty period expires.

Within the warranty period,maintenance fee will be charged for the following

damage:

e Damage caused by operations not following the instructions in the user guide

e Damage caused by fire, flood, or abnormal voltage

e Damage caused by unintended use of the product

e Damage caused by use beyond the specified scope of application of the product
e Damage or secondary damage caused by force majeure (natural disaster,

earthquake, and lightning strike)

The maintenance fee is charged according to the latest Price List of Inovance. If
otherwise agreed upon, the terms and conditions in the agreement shall prevail.

For details, see the Product Warranty Card.


www.inovance.com
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Fundamental Safety Instructions

Safety Precautions

e This chapter presents essential safety instructions for a proper use of the
equipment. Before operating the equipment, read through the guide and
comprehend all the safety instructions. Failure to comply with the safety
precautions may result in death, serious injury, or equipment damage.

e "CAUTION", "WARNING", and "DANGER" items in the guide only indicate some of
the precautions that need to be followed; they just supplement the safety
precautions.

e Use this equipment according to the designated environment requirements.
Damage caused by improper use is not covered by warranty.

e Inovance shall take no responsibility for any personal injuries or property damage
caused by improper usage.

Safety Levels and Definitions

Indicates that failure to comply with the notice will result in death
A DANGER or severe personal injuries.

Indicates that failure to comply with the notice may result in death
AWARNING or severe personal injuries.

Indicates that failure to comply with the notice may result in minor
or moderate personal injuries or equipment damage.

Fundamental Safety Instructions

e Drawings in the guide are sometimes shown without covers or protective guards.
Remember to install the covers or protective guards as specified first, and then
perform operations in accordance with the instructions.

e The drawings in the guide are shown for illustration only and may be different
from the product you purchased.

e Users must take mechanical precautions to protect personal safety and wear
protective equipment, such as anti-smashing shoes, safety clothing, safety glasses,
protective gloves, and protective sleeves.
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Unpacking

/A\ WARNING

« Do not install the equipment if you find damage, rust, or signs of use on the equipment
or accessories upon unpacking.

« Do not install the equipment if you find water seepage or missing or damaged
components upon unpacking.

« Do not install the equipment if you find the packing list does not conform to the
equipment you received.

A\ cauTioN

o Check whether the packing is intact and whether there is damage, water seepage,
dampness, and deformation before unpacking.

« Unpack the package by following the unpacking sequence. Do not strike the package
violently.

o Check whether there is damage, rust, or injuries on the surface of the equipment and
equipment accessories before unpacking.

« Check whether the package contents are consistent with the packing list before
unpacking.

Storage and Transportation

AWARNING

o Large-scale or heavy equipment must be transported by qualified professionals using
specialized hoisting equipment. Failure to comply may result in personal injuries or
equipment damage.

« Before hoisting the equipment, ensure the equipment components such as the front
cover and terminal blocks are secured firmly with screws. Loosely-connected
components may fall off and result in personal injuries or equipment damage.

« Never stand or stay below the equipment when the equipment is being hoisted by the
hoisting equipment.

« When hoisting the equipment with a steel rope, ensure the equipment is hoisted at a
constant speed without suffering from vibration or shock. Do not turn the equipment
over or let the equipment stay hanging in the air. Failure to comply may result in
personal injuries or equipment damage.
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/A cauTion

« Handle the equipment with care during transportation and mind your steps to prevent
personal injuries or equipment damage.

« When carrying the equipment with bare hands, hold the equipment casing firmly with
care to prevent parts from falling. Failure to comply may result in personal injuries.

 Store and transport the equipment based on the storage and transportation
requirements. Failure to comply will result in equipment damage.

« Avoid storing or transporting the equipment in environments with water splash, rain,
direct sunlight, strong electric field, strong magnetic field, and strong vibration.

« Avoid storing the equipment for more than three months. Long-term storage requires
stricter protection and necessary inspections.

o Pack the equipment strictly before transportation. Use a sealed box for long-distance
transportation.

« Never transport the equipment with other equipment or materials that may harm or
have negative impacts on this equipment.

Installation

A DANGER

« The equipment must be operated only by professionals with electrical knowledge. Non-
professionals are not allowed.

AWARNING

« Read through the guide and safety instructions before installation.

« Do not install this equipment in places with strong electric or magnetic fields.

« Before installation, check that the mechanical strength of the installation site can bear
the weight of the equipment. Failure to comply will result in mechanical hazards.

« Do not wear loose clothes or accessories during installation. Failure to comply may
result in an electric shock.

« When installing the equipment in a closed environment (such as a cabinet or casing),
use a cooling device (such as a fan or air conditioner) to cool the environment down to
the required temperature. Failure to comply may result in equipment over-temperature
or a fire.

« Do not retrofit the equipment.

« Do not fiddle with the bolts used to fix equipment components or the bolts marked in
red.

o When the equipment is installed in a cabinet or final assembly, a fireproof enclosure
providing both electrical and mechanical protections must be provided. The IP rating
must meet IEC standards and local laws and regulations.

« Before installing equipments with strong electromagnetic interference, such as a
transformer, install a shielding equipment for the equipment to prevent malfunction.

« Install the equipment onto an incombustible object such as a metal. Keep the
equipment away from combustible objects. Failure to comply will result in a fire.
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/A cauTion

« Cover the top of the equipment with a piece of cloth or paper during installation. This is
to prevent unwanted objects such as metal chippings, oil, and water from falling into the
equipment and causing faults. After installation, remove the cloth or paper on the top of
the equipment to prevent over-temperature caused by poor ventilation due to blocked
ventilation holes.

« Resonance may occur when the equipment operating at a constant speed executes
variable speed operations. In this case, install the vibration-proof rubber under the
motor frame or use the vibration suppression function to reduce resonance.

Wiring

A DANGER

« Equipment installation, wiring, maintenance, inspection, or parts replacement must be
performed only by professionals.

« Before wiring, cut off all the power supplies of the equipment. and wait for at least the
time designated on the equipment warning label before further operations because
residual voltage still exists after power-off. After waiting for the designated time,
measure the DC voltage in the main circuit to ensure the DC voltage is within the safe
voltage range. Failure to comply will result in an electric shock.

« Do not perform wiring, remove the equipment cover, or touch the circuit board with
power ON. Failure to comply will result in an electric shock.

o Check that the equipment is grounded properly. Failure to comply can result in electric
shock.

AWARNING

« Do not connect the input power supply to the output end of the equipment. Failure to
comply can result in equipment damage or even a fire.

« When connecting a drive to the motor, check that the phase sequences of the drive and
motor terminals are consistent to prevent reverse motor rotation.

o« Cables used for wiring must meet cross sectional area and shielding requirements. The
shield of the cable must be reliably grounded at one end.

o Fix the terminal screws with the tightening torque specified in the user guide. Improper
tightening torque may overheat or damage the connecting part, resulting in a fire.

o After wiring is done, check that all cables are connected properly and no screws,
washers or exposed cables are left inside the equipment. Failure to comply may result in
an electric shock or equipment damage.

A CAUTION

« Follow the proper electrostatic discharge (ESD) procedure and wear an anti-static wrist
strap to perform wiring. Failure to comply may result in damage to the equipment or to
the internal circuit of the product.

« Use shielded twisted pairs for the control circuit. Connect the shield to the grounding
terminal of the equipment for grounding purpose. Failure to comply will result in
equipment malfunction.

Power-on

-10-
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A DANGER

« Before power-on, check that the equipment is installed properly with reliable wiring and
the motor can be restarted.

o Check that the power supply meets equipment requirements before power-on to
prevent equipment damage or a fire.

« After power-on, do not open the cabinet door or protective cover of the equipment,
touch any terminal, or disassemble any unit or component of the equipment. Failure to
comply will result in an electric shock.

/A\ WARNING

o Perform a trial run after wiring and parameter setting to ensure the equipment operates
safely. Failure to comply may result in personal injuries or equipment damage.

« Before power-on, check that the rated voltage of the equipment is consistent with that
of the power supply. Failure to comply may result in a fire.

« Before power-on, check that no one is near the equipment, motor, or machine. Failure
to comply may result in death or personal injuries.

Operation

A DANGER

o The equipment must be operated only by professionals. Failure to comply will result in
death or personal injuries.

« Do not touch any connecting terminals or disassemble any unit or component of the
equipment during operation. Failure to comply will result in an electric shock.

/A\ WARNING

« Do not touch the equipment casing, fan, or resistor with bare hands to feel the
temperature. Failure to comply may result in personal injuries.

« Prevent metal or other objects from falling into the equipment during operation. Failure
to comply may result in a fire or equipment damage.

Maintenance

A DANGER

« Equipment installation, wiring, maintenance, inspection, or parts replacement must be
performed only by professionals.

« Do not maintain the equipment with power ON. Failure to comply will result in an
electric shock.

« Before maintenance, cut off all the power supplies of the equipment and wait for at least
the time designated on the equipment warning label.

o In case of a permanent magnet motor, do not touch the motor terminals immediately
after power-off because the motor terminals will generate induced voltage during
rotation even after the equipment power supply is off. Failure to comply will result in an
electric shock.

-11-
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AWARNING

« Perform routine and periodic inspection and maintenance on the equipment according
to maintenance requirements and keep a maintenance record.

Repair

A DANGER

« Equipment installation, wiring, maintenance, inspection, or parts replacement must be
performed only by professionals.

o Do not repair the equipment with power ON. Failure to comply will result in an electric
shock.

« Before inspection and repair, cut off all the power supplies of the equipment and wait
for at least the time designated on the equipment warning label.

AWARNING

« Submit the repair request according to the warranty agreement.

o When the fuse is blown or the circuit breaker or earth leakage current breaker (ELCB)
trips, wait for at least the time designated on the equipment warning label before
power-on or further operations. Failure to comply may result in death, personal injuries
or equipment damage.

o When the equipment is faulty or damaged, the troubleshooting and repair work must be
performed by professionals that follow the repair instructions, with repair records kept
properly.

« Replace quick-wear parts of the equipment according to the replacement instructions.

« Do not use damaged equipment. Failure to comply may result in death, personal
injuries, or severe equipment damage.

o After the equipment is replaced, check the wiring and set parameters again.

Disposal

AWARNING

o Dispose of retired equipment in accordance with local regulations and standards.
Failure to comply may result in property damage, personal injuries, or even death.

« Recycle retired equipment by observing industry waste disposal standards to avoid
environmental pollution.

Additional Precautions
Precautions for the dynamic brake
e Dynamic braking can only be used for emergency stop in case of failure and
sudden power failure. Do not trigger failure or power failure frequently.
e Ensure that the dynamic braking function has an operation interval of more than 5
minutes at high speed, otherwise the internal dynamic braking circuit may be
damaged.

-12-
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e Dynamic braking is commonly used in rotating mechanical structures. For
example, when a motor has stopped running, it keeps rotating due to the inertia of
its load. In this case, this motor is in the regenerative state and short-circuit
current passes through the dynamic brake. If this situation continues, the drive,
and even the motor, may be burned.

Safety label

For safe equipment operation and maintenance, comply with the safety labels on the
equipment. Do not damage or remove the safety labels. The following table describes

the meaning of the

safety labels.

Safety label

Description

A

Y/ 5\l
= Temperature

« Never fail to connect the protective earth (PE) terminal. Read
through the guide and follow the safety instructions before use.

« Do not touch terminals within 15 minutes after disconnecting the
power supply to prevent the risk of electric shock.

« Do not touch the heatsink with power ON to prevent the risk of burn.

-13-
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1 SV670-INT Series

1.1 Product Information

1.1.1

Description of the Model

@ Product series

@ Rated output

Model Number and Nameplate

SV670: SV670 general-purpose servo drive  current
@ Product type S:200V 1R6: 1.6 A
N: EtherCAT 2R8:2.8 A
P: Pulse + CANopen + CANlink 5R5:5.5A
TR6: 7.6 A
012:12.0A
018:18.0A
022:22.0A
027:27.0A
® Voltage class T: 400V 3R5:3.5A
S:200V 5R4:5.4 A
T: 400V 8R4:8.4 A
012:12.0A
017:17.0A
021:21.0A
026:26.0 A
Nameplate

INOVANCE www.inovance.com
MODEL: SV67ONSSRSI-INT

INPUT:  3PH AC 200V-240V 3.7A 50Hz/60Hz

1PH AC 200V-240V 7.9A 50Hz/60Hz
OUTPUT: 3PH AC 20V-240V 0.5A 0Hz-500Hz 750W
S/N: 010522184MB00635

No.16, Youxiang Road, Vuexi Town, Wuzhong District, Suzhou 215104, PR.China

2 CE@a[Conp 2
EAL 5 .5 ot

Suzhou Inovance Technology Co., Ltd

Made in China

Figure 1-1 Nameplate

-14-

® Model configuration
I: Standard type

® Non-standard Features
Blank: standard
FS: Functional safety
models only come with STO

@ Model configuration
INT: General (global
version)
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Encryption of the production serial number

01050202 4 P 7 00001

O] @® 6

@ Internal code ® Year ® Lot number
Equipment material code 9:2009 00001: 1st in current
A: 2010 month
00002: 2nd in current
P: 2022 month

00003: 3rd in current
Note: I/L/O/Q is not used. month

(@ Manufacturer code @ Month
4: Suzhou Inovance 1: January Range: 00001 to 99999
2: February

A: October

B: November
C: December

Example: The S/N 010502024P700001 indicates the drive is manufactured in July,
2022.

1.1.2 Components [P]

Figure 1-2 Servo drive components

-15-
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Table 1-1 Description of servo drive components

No. Name Description
Indicates the electric charge is present in the bus
capacitor. When the indicator turns on, charges possibly

CHARGE (bus voltage | still exist in the internal capacitor of the servo unit, even

indicator) if the power supply of the main circuit is OFF. To prevent
electric shock, do not touch the power terminals when
this indicator lights up.

@ | Main circuit t inal For detailed description of main circuit terminals, see

ain circuit termina "5.1.1 Terminal Layout" on page 59.

® Servo drive grounding | Connected to the grounding terminal of the power

terminal supply for grounding purpose.

@ CN6 STO safety Connected to external functional safety signal for

function terminall¥ functional safety purpose.
CN3, CN4
B | (communication Connected to RS485 and CAN host controllers in parallel.
terminals)
. The 5-digit 8-segment LED display is used to show servo
© |LEDdisplay system’s running state and parameter setting.
M: Used to switch parameters in sequence.
A Increases the value of the blinking bit.
A: Decreases the value of the blinking bit.

@ | Keys <4« : Used to shift the blinking bit leftwards (Hold down:
Turning to the next page when the displayed number
exceeds five digits).

S: Saves modifications and enters the next menu.
Supports online upgrade and background
commissioning when the drive is powered on.

In USB mode, the terminal only supports download and

CN5 communication upload of parameters, and driver firmware update;

terminal The terminal uses USB power supply. If there is a fault
that cannot be completely reset, disconnect the USB
power supply and drive control power, and then power
on again.

® | CN1 (control terminal) | Used by reference input signals and other /0 signals.

CNT (encoder feedback Supports communication encoder and pulse encoder.

terminal)
CN2 (encoder feedback

() ( Connected to the motor encoder terminal.

terminal)

-16-
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Note

e The built-in braking resistor or jumper bar is not available in models S1R6 and
S2R8. If an external braking resistor is needed for S1R6 and S2R8 models, connect
it between terminals P® and C.

o [1]: The CN6 STO safety function terminal is only suitable for non-standard models
(-FS).

1.1.3 Components [N]

® =
e
o
@ il @
Bl
1| @l
“%i ou ®
I
il
®

Figure 1-3 Servo drive components

Table 1-2 Description of servo drive components

No. Name Description

Indicates the electric charge is present in the bus
capacitor. When the indicator turns on, charges possibly
CHARGE (bus still exist in the internal capacitor of the servo unit, even

© voltage indicator) if the power supply of the main circuit is OFF. To prevent
electric shock, do not touch the power terminals when
this indicator lights up.
Main circuit For detailed description of main circuit terminals, see
@ . " : "
terminal '5.1.1 Terminal Layout" on page 59.
® Servo drive Connected to the grounding terminal of the power

grounding terminal | supply for grounding purpose.

-17-
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No. Name Description
@ CN6 STO safety Connected to external functional safety signal for
function terminal® | functional safety purpose.
. The 5-digit 8-segment LED display is used to show servo
® LED display system’s running state and parameter setting.
M: Used to switch parameters in sequence.
A: Increases the value of the blinking bit.
A Decreases the value of the blinking bit.
® Keys 4 «: Used to shift the blinking bit leftwards (Hold down:
Turning to the next page when the displayed number
exceeds five digits).
S: Saves modifications and enters the next menu.
® CNS icati Supports online upgrade and background
communication commissioning when the drive is powered on.
terminal
Ec’;\‘;’nfllj\lr:‘ic(gt?oer:CAT CN4 (IN): Connected to the master or the last slave device
. CN3 (OUT): Connected to the next slave device
terminals)
CN1 (control . . .
® terminal) Used by reference input signals and other 1/0 signals.
CN7 (encoder S
feedback terminal) Supports communication encoder and pulse encoder.
CN2 (encoder .
W) feedback terminal) Connected to the motor encoder terminal.
Note

o The built-in braking resistor or jumper bar is not available in models S1R6 and
S2R8. If an external braking resistor is needed for S1R6 and S2R8 models, connect
it between terminals P@ and C.

o [1]: The CN6 STO safety function terminal is only suitable for non-standard models

(-FS).
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1.1.4 Product Dimensions

.|

L H D L1 H1 D1 Tightening Weight
Torque
Size GLA -
Unit: mm (in.) Unit: Unit:
(N-m) (kg)
455 170 150 33 161 75
g (L57) (6.69) (5.91) (1.10) (6.34) (205) | 2XM4 12 0.96
55%1 170 173+1 44 160 75
© pir+004) | (669) | (681+004) | (173) | (630 | (o5 | M 12 13
80+1 170 183 71 160 75
P (3.15£0.04) | (6.69) (7.20) (2.80) (6.30) (05 | XM 12 18
. 90 250 230 78 240.5 75 avia s i
(3.54) (9.84) (9.06) (3.07) (9.47) (2.95)
Note

For detailed drawings on product dimensions, see "2.1.4 Installation Dimensions [P]" on
page 41 and "2.1.5 Installation Dimensions [N]" on page 43.

1.2 Specifications

1.2.1 Electrical Specifications

e Single-phase 200V drive

Item Size A Size C Size D
Servo Drive Model S1R6 S2R8 S5R5 STR6 S012
Drive Power (kW) 0.2 0.4 0.75 1.0 1.5
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Iltem Size A Size C Size D
Max. applicable motor capacit
PP pacilty 0.2 0.4 0.75 1.0 1.5
(kw)
Power supply equipment capacit;
PPy €quip paclty 14 2.8 4.6 6.0 8.0
(kVA)
Continuous output current (Arms) 1.6 2.8 55 7.6 12.0
Max. output current (Arms) 5.8 10.1 16.9 23.0 32.0
Continuous input
2.3 4.0 7.9 9.6 12.8
current (Arms)
in circuit | Main circuit power
Main circuit P Single-phase 200 VAC~240 VAC, -10% to +10%, 50 Hz/60 Hz
supply
Heat (W)l 12 238 382 47.32 69.84
Control circuit power i
Control | Single-phase 200 VAC-240 VAC, -10% to +10%, 50 Hz/60 Hz
supply
circuit 2
Heat (W) 16
Resistance (Q) Optional Optional 50 25 25
Resistor power (W) Optional Optional 50 80 80
Min resistance of
. 40 40 40 20 15
X external resistor (Q)
Braking -
Resistor Max. braking energy
absorbed by 9.3 18.59 3242 32.42 47.68
capacitor (J)

Braking resistor

All models in the series support built-in and external braking resistors. But Size A
does not come with a built-in braking resistor as standard

Cooling mode Self-cooling Air cooling
Overvoltage class 1
e Three-phase 200V drive
Item Size A SizeC Size D SizeE
Servo Drive Model S1R6 S2R8 S5R5 STR6 S012 S018 S022 S027
Drive Power (kW) 0.2 0.4 0.75 1.0 15 2.0 3.0 5.0
Max. applicable motor capacity
0.2 0.4 0.75 1.0 15 2.0 3.0 5.0
(kw)
Power supply equipment capacit;
PPy €qulp pacty 121 242 3.84 5.05 6.68 833 10.42 20.08
(kVA)
Continuous output current (Arms) 1.6 2.8 5.5 7.6 12.0 18.0 22.0 27.0
Max. output current (Arms) 5.8 10.1 16.9 23.0 32.0 45 55 67.5
Continuous input
1.1 23 4.4 5.1 8.0 8.7 11.0 23.8
current (Arms)
in circuit | Main circuit power
Main circuit P 3-phase 200 VAC-240 VAC, -10% to +10%, 50 Hz/60 Hz
supply
Heat (w)[1 2 | 238 | 382 | 4732 [ e9s84 | 120 | 15 | 200

Control circuit power

Control supply

Single-phase 200 VAC-240 VAC, -10% to +10%, 50 Hz/60 Hz

circuit

Heat (W)[2]

16
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Item Size A Size C Size D Size E
Opti
Resistance (Q) Optional P |lon 50 25 25 20 20 20
a
. . Option
Resistor power (W) Optional | 50 80 80 100 100 100
a
Min resistance of
. 40 40 40 20 15 20 20 20
Braking external resistor (Q)
Resistor Max. braking energy
absorbed by 9.3 18.59 32.42 32.42 47.68 78.19 114.43 114.43
capacitor (J)
All models in the series support built-in and external . . X
. i . . . i Built-in and external resistor is
Braking resistor braking resistors. But Size A does not come with a supported
u
built-in braking resistor as standard PP
Cooling mode Self-cooling Air cooling
Overvoltage class I
e Three-phase 400V drive
Item Size C Size D SizeE
Servo Drive Model T3R5 T5R4 T8R4 T012 T017 T021 T026
Drive Power (kW) 1.0 15 2.0 3.0 5.0 6.0 7.5
Max. applicable motor capacit
PP pacity 1.0 1.5 2.0 3.0 5.0 6.0 7.5
(kw)
Power supply equipment capacit;
pply equip pactty 6.05 9.08 10.23 15.15 22.25 25.0 31.25
(kVA)
Continuous output current (Arms) 35 5.4 8.4 12.0 17.0 21.0 26.0
Max. output current (Arms) 11.0 14.0 20.0 30.0 425 52.5 65.0
Continuous input
24 3.6 5.6 8.0 12.0 16.0 21.0
current (Arms)
Main T
Main circuit power
circuit supply 3-phase 380 VAC-480 VAC, -10% to +10%, 50 Hz/60 Hz
Heat (W)l 395 ‘ 63.25 ‘ 94.82 ‘ 135.47 ‘ 187.62 ‘ 22828 ‘ 258.63
Control circuit power X
Control 0 Single-phase 380 VAC—480 VAC, -10% to +10%, 50 Hz/60 Hz
supply
circuit ]
Heat (W) 16
Resistance (Q) 100 100 50 50 35 35 35
Resistor power (W) 80 80 80 80 100 100 100
Min resistance of
. . 80 60 45 40 35 25 25
Braking external resistor (Q)
Resistor Max. braking energy
absorbed by 36.01 43.73 64.31 64.31 105.47 154.35 154.35
capacitor (J)
Braking resistor Built-in braking resistor

Cooling mode

Air cooling

Overvoltage class
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Note

o [1]: Main circuit heat refers to the heat generated by the drive under rated output
current.

o [2]: Control circuit heat refers to the heat generated by the drive under rated input
current.

o Select the external braking resistor according to actual operating conditions. For
selection of the braking resistor, see "8.2 Braking Resistor" on page 147.
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1.2.2 Technical Specifications [P]

Iltem

Description

Control mode

IGBT SVPWM control, sine wave current drive mode

200V, 400 V: Single-phase/Three-phase full bridge rectification

Encoder feedback

23-bit multi-turn absolute encoder, which can be used as an incremental
encoder in absence of the battery

Operating/Storage temperature [1]

0°C to 55°C (average load ratio not exceeding 80% in ambient
temperatures between 45°C to 55°C) (non freezing)/ -40°C to 70°C

Operating/Storage humidity

Below 90% RH (no condensation)

Vibration resistance

Operation:
© 5 Hz-8.4 Hz: 3.5 mm displacement
8.4 Hz-200 Hz: 1g

Product package:

General By
- e 5Hz-100 Hz: 0.01g“/Hz
Specifi I N
) on 200 Hz: 0.001g%/Hz
cations |
! eGrms=1.14g
tions R 2
for Impact resistance 19.6 m/s
1P20
Use 1|p rating - -
Note: excluding terminals (IP00)
Pollution degree PD2
Protection class Class |
The maximum altitude is 2000 m.
o For altitudes not higher than 1000 m, derating is not required
Altitude o Derating is required for altitudes above 1000 m (derate 1% for every
additional 100 m)
o For altitudes above 2000 m, contact Inovance
Load change ratio |Below 0.5% at 0-100% load (under rated speed)
Speed change Votl'tage change 0.5% at rated voltage £ 10% (under rated speed)
ratio [2] ratio
Per Temperature
for R Below 0.5% at 25 = 25°C (under rated speed)
change ratio
manc e :
1-10000 (The lower limit of the speed control range is that the load can
Speed/ |e Speed control range
be rotated under rated motor torque)
Torque
control Torque control accuracy *1%
mode Soft startup time setting 0s to 65s (Acceleration and deceleration can be set separately.)
Analog input signal; digital input signal; DI signal combination is used to
Speed Reference Input X .
achieve selection of speed 0 to 15
Input
sig  |CANopen communication mode  |PV mode
nal |Torque Reference Analog input signal; digital input signal

CANopen communication mode

PT mode
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Position
control
mode

Item Description
Per |Feedforward compensation 0% to 100.0% (resolution: 0.1%)
for
manc|Timing window 1-65535 encoder unit
e
Three forms: direction+pulse, phase A + phase B quadrature pulse, CW/
Input pulse form
CCW pulse
Input form Differential input; open collector
Pulse
reference Differential input: single: 4 Mpps, quadrature: 16 Mpps, pulse width =
Input pulse 0.125us
Input frequency Open collector: max. single pulse frequency: 200 Kpps, pulse width must
sig not be less than 2.5 us
Power supply for built-in open
nal |ower supply for bullt-in op +24V (built-in 2.4 kQ resistor)
collector [3]
. . i Position 0 to position 15 selectable through DI signal combination (Other
Multi-position reference selection K X R R N
terminals can be assigned with this function.)
CANopen communication mode  |PP mode/HM mode/IP mode
CANlink communication mode PP mode/HM mode/IP mode
Posi Phase A, phase B: differential output
. Output mode
tion Phase Z: differential output or open collector output
out
put Frequency division ratio Any frequency division
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Item

Description

Input
and
output
signal

DI
sig
nal

DI signal function assignment

8 DIs

DI1-DI6: normal DI (rising edge (24 V input low to high) input delay: 50
us, falling edge (24 V input high to low) input delay: 200 us, voltage
range: 20 V-30V)

DI7-DI8: fast DI (rising edge (24 V input low to high) input delay: 10 us,
falling edge (24 V input high to low) input delay: 50 us, voltage range: 20
V-30V)

The DI functions are as follows: Servo enable, alarm reset, gain
switching, reference switching, mode switching, zero clamp enable,
position reference inhibit, pulse reference inhibit, forward overtravel,
reverse overtravel, speed limit, torque limit, forward and reverse jog,
step enable, hand wheel switching, electronic gear selection, reference
direction setting, home switch, homing enable, current position as
home, emergency stop, multi-position, interrupt positioning, position
deviation clearing, positioning and command completion signal clearing

DO
sig
nal

Output signal function selection

5 DOs. With-load capacity: 50 mA; Voltage range: 5V to 30 V

The DO function is as follows: Servo ready, motor rotation signal, zero
speed signal, speed consistent, speed attained, torque attained,
positioning completed, positioning proximity, torque limit, speed limit,
braking, warning output, fault output, warning or fault output, interrupt
positioning completed, homing completed, electrical homing
completed, enable completed, comparison output, communication
forced output, and EDM output

Analog input signal

All voltage input: 12-bit, -10 V to +10 V; max. allowable voltage: =12V

Al2 voltage input: 12-bit, -10 V to +10 V; max. allowable voltage: 12V

Analog output signal

AO1 voltage output range: -10 V to +10 V
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Item Description

Stop at limit switch The servo drive stops immediately when P-OT or N-OT is active

Electronic gear ratio 0.001 < B/A < 3355443.2
Including protections against overcurrent, overvoltage, undervoltage,

Protective functions overload, main circuit detection error, heatsink overheat, power phase
loss, overspeed, encoder error, CPU error, and parameter error

ST |Type Input blocking signal of the STO functional safety module

o Applicable standard IEC 61800-5-2:2016

LED display Main circuit CHARGE indicator, 5-digit LED display

Vibration suppression 5 notches (including two adaptive notches) available, 50 Hz to 8000 Hz

One-key parameter tuning, adaptive parameter tuning, intelligent

Built-in |Usability functions
Y parameter tuning, speed observer, and model tracking

features

Software commissioning Type_C

Multi-station communication ModBus (RS485 interface), CANopen, CANlink

Com

Numb f lti-stati .
muni um e“? n*!u rstation Up to 32 For RS485, and up to 127 for CANopen and CANlink
communication axes

cati
on Axis address setting No physical knob, set through the software
func Including status display, user parameter setting, monitored value
tion . . display, fault tracing display, JOG and auto-tuning, speed/torque
t . . I .
unction reference signal observation, and communication and motion control
command setting
Others Gain tuning, alarm log, JOG
Note

o [1] Install the servo drive within the allowable ambient temperature range. When it
is installed inside a control cabinet, the temperature inside the cabinet must also
be within this range.

o [2] The speed change ratio is defined by the following formula: Speed change ratio
= (No-load speed - Full-load speed) + Rated speed x 100%.

« Thevoltage change and temperature change may result in amplifier deviation,
which causes the calculated resistance value to change. Such change will be
reflected by the speed change. Speed changes caused by the voltage change and
the temperature change will be indicated respectively by a percentage to the rated
speed.

o [3] Theinternal open collector power supply is not electrically insulated from the
control circuit in the servo drive.

e [4]: STO is only available for non-standard models (-FS).
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1.2.3 Technical Specifications [N]

Item

Description

Control mode

IGBT SVPWM control, sine wave current drive mode

200V, 400 V: Single-phase/Three-phase full bridge rectification

Encoder feedback

23-bit multi-turn absolute encoder, which can be used as an incremental
encoder in absence of the battery

Operating/Storage 0°C to 55°C (average load ratio not exceeding 80% in ambient
temperature [1] temperatures between 45°C to 55°C) (non freezing)/ -40°C to 70°C
Operating/Storage humidity |Below 90% RH (no condensation)
Operation:
© 5Hz-8.4 Hz: 3.5 mm displacement
8.4 Hz-200 Hz: 1g
Gener
al Vibration resistance Product package:
- o5 Hz-100 Hz: 0.01g%/Hz
Specifi N
cati @200 Hz: 0.001g“/Hz
Condi eGrms=1.14g
ons !
tions for Impact resistance 19.6 m/s?
use
. 1P20
IP rating . .
Note: excluding terminals (IP00)
Pollution degree PD2
Protection class Class |
The maximum altitude is 2000 m.
o For altitudes not higher than 1000 m, derating is not required
Altitude o Derating is required for altitudes above 1000 m (derate 1% for every
additional 100 m)
o For altitudes above 2000 m, contact Inovance
Lo;ad change Below 0.5% at 0-100% load (under rated speed)
ratio
Speed Volt han
change ratio Of age change 0.5% at rated voltage £ 10% (under rated speed)
ratio
[2]
Perform Temperature .
ance R Below 0.5% at 25 & 25°C (under rated speed)
change ratio
1-10000 (The lower limit of the speed control range is that the load can be
Speed control range
rotated under rated motor torque)
Speed/ Torque control accuracy +2%
Torque
control EtherCAT )
mode Speed communication |[CSV/PV mode
Reference |mode
Input Analog setting;
Input digital setting
signal EtherCAT
communication |[CST/PT mode
Torque
mode
Reference N
Analog setting;
digital setting
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Item Description
perform |Feedforward compensation  [0% to 100.0% (resolution: 0.1%)
ance Timing window 1-65535 encoder unit
Posi -
EtherCAT t
tion er communication CSP mode/PP mode/HM mode
con Input |mode
signal Phase A, phase B: differential output
trol Output mode
Mode Phase Z: differential output or open collector output
Position . . L
Frequency division ratio Any frequency division
output
5DlIs
DI1-DI3: normal DI (rising edge (24 V input low to high) input delay: 50 us,
falling edge (24 V input high to low) input delay: 200 us, voltage range: 20
V-30V)
. . . . DI4-DI5: fast DI (rising edge (24 V input low to high) input delay: 10 us,
Di signal |DI signal function assignment falling edge (24 V input high to low) input delay: 50 us, voltage range: 20
V-30V)
The DI functions are as follows: servo enable, alarm reset, forward
Input/ overtravel, reverse overtravel, electronic gear selection, home switch,
Output emergency stop, probe
signal 2DOs
Digital With-load capacity: 50 mA Voltage range: 5V to 30 V
Output signal function - -
output selection The DO functions are as follows: servo ready, motor rotation output,
signal comparison output, brake output, forced communication output, EDM

Analog input signal

output, fault, and warning

All voltage input: 12-bit, -10 V to +10 V; max. allowable voltage: =12V

Al2 voltage input: 12-bit, -10 V to +10 V; max. allowable voltage: =12V

Analog output signal

AO1 voltage output range: -10 V to +10 V
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Item

Description

Stop at limit switch

The servo drive stops immediately when P-OT or N-OT is active

Electronic gear ratio

0.001 < B/A < 26843545.6

Protective functions

Including protections against overcurrent, overvoltage, undervoltage,
overload, main circuit detection error, heatsink overheat, power phase
loss, overspeed, encoder error, CPU error, and parameter error

@ Type Input blocking signal of the STO functional safety module
STO

Applicable standard IEC 61800-5-2:2016
LED display Main circuit CHARGE indicator, 5-digit LED display

Built- |Vibration suppression 5 notches (including two adaptive notches) available, 50 Hz to 8000 Hz
in One-key parameter tuning, adaptive parameter tuning, intelligent
f Usability functions yP X & ptvep . & g
unc parameter tuning, speed observer, and model tracking
tions Software commissioning Type_C
Multi-station communication |EtherCAT
Number of multi-station i
Commu L Maximum number of slaves: 65535
communication axes
nication [ X .
function Axis address setting No physical knob, set to 0 to 65535 through the software
Including status display, user parameter setting, monitored value display,
Function fault tracing display, JOG and auto-tuning, speed/torque reference signal
observation, and communication and motion control command setting
Others Gain tuning, alarm record, JOG
Note

o [1] Install the servo drive within the allowable ambient temperature range. When it
is installed inside a control cabinet, the temperature inside the cabinet must also

be within this range.

o [2] The speed change ratio is defined by the following formula: Speed change ratio
= (No-load speed - Full-load speed) + Rated speed x 100%.

« Thevoltage change and temperature change may result in amplifier deviation,
which causes the calculated resistance value to change. Such changes is reflected
by the speed change. Speed changes caused by the voltage change and the
temperature change will be indicated respectively by a percentage to the rated

speed.

e [3]: STO is only available for non-standard models (-FS).
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1.2.4 Communication Technical Data

Modbus [P]

Modbus
Basic
perform
ance of
slave

Item Specification
Link layer protocol RS485
Application layer protocol Modbus-RTU, GBT 19582.2-2008, custom command areas
Baud rate 115200bps
Duplex mode Half-duplex

Data format

8-N-1 ((1) 8-bit data, (2) check, (3) stop bit)

CANopen [P]

Item Specification
Item Name Description
Node address switching The node address can only be set manually. The maximum value is 127.
Parameter | Baud rate switching The baud rate can only be set manually.
setting | switchover between M | selection of the CAN o g
CANopen and CANlink anual selection of the communication mode.
State description/display of Initializing. Pre-0 tional. tional. St q
ipti nitializing, Pre-Operational, Operational, Stoppe
Description communication layer & P P PP
of state — -
. Description/display of § .
machine Time-Out, State-Switch-Err, PTO-Lend-Err
emergency error codes
Count of NMT frames with incorrect length
Error frame | Reception error frames can o
. Count of NMT frames with incorrect command
recording | be recorded.
Count of heartbeat/node protection frames with incorrect length
1/4-period deviation
Ssync ol " 1/2-period deviation
deviation Y 'H?uan e S‘f”c 3/4-period deviation
. deviation detection
detection 1-period deviation
2-period deviation
Baud rate | 20K-1M baud rate 20kbps, 50kbps, 100kbps, 125kbps, 250kbps, 500kbps, 1IMbps
SYNC Producer Synchronous frame production
SYNC
SYNC Consumer Synchronous signal consumption with deviation detection
Start domain upload/ Transmit data < 4 bytes
SDO download
SDO abort error Report an SDO error code contextually
The sync number is 1-240. The default number of TPDOs/RPDOs is 4, which
Synchronous TPDO i
can be configured.
PDO
Time-triggered by time. The default number of TPDOs/RPDOs is 4, which can
Asynchronous TPDO X
be configured.
Heartbeat timeout, PDO length error, node state switching error, application
EMCY Emergency message
layer error
NMT Bootup Service Support for node online message transmit
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Item Specification

Item Name Description

Life Guard Optional node protection (cannot be used with heartbeat production)

NMTErCtl | Heartbeat Consumer Node heartbeat consumption

Heartbeat Producer Node heartbeat production

PDO communication
Expert pararTTeters and their PDO communication parameters and their mapping are set manually.
mode mapping are set through

parameters.

Specifications of CANlink Communication [P]

Specifications:

1. Support for drive disconnection protection.
Heartbeat protection (ED03.0).

2. Support for slave station conflict detection (E994.0).
3. Support for hot swap of slaves.

Item

Specification

Basic
perform
ance of
slave

Communication

protocol CANlink
Link layer protocol | CAN bus
CAN-ID type 29bit-CAN2.0B
500 kbit/s (default)
Baud rate 1 Mbit/s, 250 kbit/s, 125 kbit/s, 100 kbit/s, 50 kbit/s, 20

kbit/s

Maximum number
of stations

62

CAN frame length

Standard frame: 44 to 108 bits + 23 bits = 67 to 131 bits
Extended frame: 64 to 128 bits + 28 bits = 92 to 156 bits

CANlink frame type

Remote frame, management frame, command frame,

configuration frame, heartbeat frame, and data frame

« Remote frames are used to scan the CANlink device and
obtain its information.

« Command frames and configuration frames are used to
manage and configure the network.

« Monitoring frames are used to monitor the CANlink
network state.

« Data frames are used for high-speed data exchange
among different devices.

Termination
resistor

120 Q
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EtherCAT [N]

Item

Specification

Communication protocol

EtherCAT protocol

Service supported

CoE (PDO, SDO)

Synchronization mode

DC - Distributed clock

Physical layer

100BASE-TX

Baud rate

100 Mbit/s (100Base-TX)

Duplex mode

Full duplex

Topology Ring and linear
Basic Transmission medium Shielded cables of Cat 5e or higher
perform Transmission distance Less than 100 m between two nodes (with proper environment and cables)
ance of
slave Number of slaves Up to 65535 by protocol, not exceeding 100 in actual use
EtherCAT frame length 44 bytes to 1498 bytes
Process Data A maximum of 1486 bytes per Ethernet frame
Synchronous jitter of two
<1lus
slaves
1000 digital input/output: 30 us
Update time About 100 ps for 100 servo axes
Define different update time for different interfaces.
Bit error rate 10719 Ethernet standard
Number of FMMU units 8
Number of storage
synchronization 8
Configura | anagement units
tion unit
Process data RAM 8 KB
Distributed clock 64-bit
e2prom capacity 32-kbit

1.2.5 Dynamic Brake Characteristics

According to the motor model, initial speed and load inertia, the dynamic braking
distance can be estimated. The approximate value of the dynamic braking distance
can be calculated by the following formula. For the accurate value, please use the
dynamic braking calculation function provided by our software.

Maximum braking distance s (turn) is:

=68 (Ll ey o)
60 ‘e V17 02Y0 Ju
The coefficient is as follows:
_ 2RJ _ 10000rRJ
1T3p 2T 9K
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1.2.6

_ L2 100L 1P 2
27 4050R¥7 T 243RK?

_ BK,
¥~ ToomP,

Vo : Maximum feedback speed

te: Dynamic brake program and relay delay

J . Load moment of inertia

Jm: Motor moment of inertia

P n: Number of motor pole pairs

Rs: Stator resistance (Q)

Lq,Ld:g-axis inductance (mH), d-axis inductance (mH).

Load Moment of Inertia

The load moment of inertia represents the inertia of the load. The larger the load
moment of inertia is, the weaker the responsiveness is. An excessively high inertia
may result in unstable motion. The allowable load moment of inertia () of the motor is
restricted. This value is provided strictly as a guideline and results depend on the
motor driving conditions.

An overvoltage warning may occur during deceleration if the load moment of inertia
exceeds the allowable value. For servo drives with a built-in regenerative resistor, an
overload alarm my be present. In case of such warnings, take one of the following
measures:

Reduce the torque limit values.

Reduce the deceleration rate.

Reduce the maximum speed.

Install an external braking resistor if the warning cannot be cleared using the
above measures.

o Drives below 400 W does not provide a built-in braking resistor.

« Evenyou use a built-in resistor, the energy generated in some conditions will
exceed the allowable capacity loss (W) of the resistor. Therefore, an external
braking resistor is required.
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2 Installation

e Observe the installation direction described in this manual. Failure to comply may
result in equipment fault or damage.

e Do notinstall or operate damaged or defective equipment. Failure to comply will
result in personal injury.

e Do notinstall the equipment in environments exposed to water splashes or
corrosive gases. Failure to comply will result in equipment fault.

e Do notinstall the equipment near inflammable gases or combustible objects.
Failure to comply will result in a fire or electric shock.

e Install the equipment inside a fire-proof cabinet that provides electrical
protection. Failure to comply may result in a fire.

e Ensure the specified clearance is reserved among the drive, the interior surface of
the control cabinet, and other machines. Failure to comply will result in a fire or
equipment fault.

e Do not put heavy objects on the equipment. Failure to comply may result in
personal injury or equipment damage.

e Do notimpose large impact on the equipment. Failure to comply may result in
equipment damage.

e Do not block the air inlet/outlet of the equipment or allow unwanted objects to
fall into the equipment. Failure to comply may result in a fire or equipment fault.

Table 2-1 Installation Precautions

Item Description

o Install the servo drive vertically and upward to facilitate heat
dissipation. For installation of multiple servo drives inside the
cabinet, install them side by side. For dual-row installation,
install an air guide plate.

« Make sure the servo drive is installed vertically to the wall. Cool
the servo drive down with natural convection or a cooling fan.

Installation Method Secure the servo drive to the mounting surface through two to
four mounting holes (the number of mounting holes depends on
the capacity of the servo drive).

o Install the servo drive vertically to the wall, with its front (actual
mounting face) facing the operator.

o The mounting bracket (if needed) must be made of
incombustible materials.

As shown in "2.1.3 Installation Clearance" on page 38, reserve
sufficient space around the servo drive to ensure a good heat
dissipation through the cooling fan or natural convection. Take
Cooling the heat dissipated by other devices inside the cabinet into
consideration. Install a cooling fan to the upper part of the servo
drive to avoid excessive temperature rise in a certain area,
keeping an even temperature inside the control cabinet.
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Iltem

Description

Grounding

Ground the grounding terminal properly. Failure to comply may
result in electric shock or malfunction due to interference.

Wiring requirements

As shown in the figure below, route the servo drive cables
downwards to prevent liquid from flowing into the servo drive
along the cables.

Route the cable
in the direction of the arrow

Dust-proof cover
(included in the
standard
configuration)

Insert the dust-proof cover into the communication port (CN3/
CN4) not in use. This is to prevent unwanted objects, such as
solids or liquids, from falling into the servo drive and resulting in
faults.

Each servo drive is delivered with two dust-proof covers inserted
into the communication ports by default. You can place an order
for more dust-proof covers as needed (model: NEX-02-N2B;
manufacturer: PINGOOD).

Note:

« Dust-proof cover: Prevents unwanted objects, such as solids or
liquids, from falling into the servo drive and resulting in faults.

« Dust-proof covers are delivered along with the servo drive. Keep

the dust-proof covers in a proper place.
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| Prepare |

{

| Unpack |
}

| Inspect |

Mechnical
‘ installation
| Install the drive

Y

| Connecttvhepower |

Electrical

| Connect the motor | installation

| Grolund |
v

| Inspect |

End

Figure 2-1 Installation flow chart

Note

The illustration presents the recommended installation procedure. You can adjust the pro-
cedure as appropriate.

2.1 Installation of the Servo Drive
2.1.1 Pre-Inspection

Table 2-2 Inspection Checklist

No. Item Yes
1 The delivered product is consistent with your order. O
No deformation or cracks are present on the casing. O
3 All screws are in position and tightened. O
The signal terminal is free from fracture, foreign objects
4 . O
and bent pins.
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2.1.2 Installation Environment Requirements

Table 2-3 Environment requirements

Iltem

Requirement

Installation
location

Indoors

Grid
overvoltage

Altitude

Overvoltage Class Ill (OVC IlI).

The maximum altitude is 2000 m.

« For altitudes not higher than 1000 m, derating is not required.

« Derating is required for altitudes above 1000 m (derate 1% for
every additional 100 m).

« For altitudes above 2000 m, contact Inovance.

Temperature

« Mounting/Operating temperature: 0°C to +55°C For temperatures
between 0°C to 45°C, derating is not required. For temperatures
above 45°C, derate 2% for every additional 1°C.

« Storage/Transportation temperature: -40°C to +70°C.

« To improve the reliability of the machine, use the servo drive in
environments without dramatic temperature change.

« When installing the servo drive into an enclosed environment such
as a control cabinet, use a cooling fan or air conditioner to keep the
temperature of the inlet air below 45°C. Failure to comply will
result in overheat or fire.

« Install the drive on the surface of an incombustible object and
leave sufficient surrounding space for heat dissipation.

« Take measures to prevent the servo drive from being frozen.

Environment

Below 90% RH (no condensation)

humidity
Storggg Below 90% RH (no condensation)
humidity
Operation:
o 5 Hz—-8.4 Hz: 3.5 mm displacement
ibrati « 8.4 Hz-200 Hz: 1g
Vi 'ratlon Product package:
resistance «5Hz-100 Hz: 0.01g%/Hz
« 200 Hz: 0.001g?/Hz
eGrms=1.14¢g
Impact Below 19.6m/s?
resistance
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Iltem

Requirement

IP rating

IP20
Note: excluding terminals (IP00)

Environment

Pollution Degree 2 and below

Install the servo drive in a place that meets the following requirements:

« Free from direct sunlight, dust, corrosive gas, explosive and
inflammable gas, oil mist, vapor, water drop, and salty element

« Insusceptible to vibration (away from equipment that may
generate strong vibration, such as a punch press)

« Free from unwanted objects such as metal powder, oil, and water
inside the servo drive

« Free from radioactive substances, combustible materials, harmful
gases and liquids, and salt corrosion

« Away from combustible materials such as wood

« Do not use the equipment in vacuum.

e, P
SIS ( )
. e —\ ~
Dust, oil dirt Direct sunlight
.| 6
S 1Py
I High
— temperature
"/ " and humidity
Operating temperature must be Flammable, explosive and Do not put the drive on the
| -5°Cto+55°C corrosive gases surface of any combustible

Figure 2-2 Environment requirements

2.1.3 Installation Clearance

Servo drives in different specifications require different installation clearances. It is
recommended to reserve a clearance of at least 20 mm (0.39 in.) at both sides and a
clearance of at least 80 mm (1.97 in.) above and below the drive for heat dissipation.
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Air outlet Airoutlet Air outlet
2 P22
[ Fan ] [ Fan ] [ Fan ]
>10mm .
(0.39in.) ‘280mm(1A97mA)

=20mm
(0.79in.)

‘280mm(1.97'n) Upright
#))\|7) 7)) |7\

Figure 2-3 Clearance for side-by-side installation

Servo drives in size A support compact installation, in which a clearance of at least 1
mm (0.04 in.) must be reserved between every two drives. When adopting compact
installation, derate the load rate to 75%.
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Airoutlet Airoutlet Air outlet

A DY

[ Fan | [ Fan ] [ Fan |

>1mm (0.04in.) | >80mm (1.97in.)

220mm

Upright
>80mm (1.97in.)

)\ 1)) =) |7

Airinlet Airinlet Airinlet Airinlet

R h i Hu:HIHIHITEIHTESIESSOOGSSN

\

Figure 2-4 Clearance for compact installation

Servo drives in sizes C and D support zero-clearance installation without derating.

Air outlet Air outlet Air outlet
NP
an an Fan

=80mm(1.97in.)

280mm(1.97in.)  Upright

\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\‘

§\\

A

7)\\l77))\|77]) ||77)) |72

Airinlet Airinlet Airinlet Airinlet

Figure 2-5 Zero-clearance installation
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2.1.4 Installation Dimensions [P]

Servo Drives in Size A (Rated Power: 0.2 kW to 0.4 kW)

Front view Left view } ) Rear view Top view
(75mm;
33mm
[2:95in.] [1.30in.]
6.5MmM ey
45.5mm [0.26in.]
33mm _[L79in] - |
{[o.mm.} * - 5mm
{[020in.)

f I 7
ey ZSmm/ z
= [00.20in] | =t
2-M4 screw hole
ET =
53 i £ES
S8 ES
e - g3
|
i
i = :
1] © d e
4mm " T, smm
[0.15in.] ™ *7[0.20in.]

Figure 2-6 Dimension drawing of servo drives in size A

Fixing screw: 2 X M4; recommended tightening torque: 1.2 N-m
Weigh: 0.96 kg
Servo Drives in Size C (Rated Power: 0.75 kW to 1.5 kW)

Front view Leftview Rear view Top view
173+ 1mm (75mm)
55+ 1mm [6.81in.] [2.95in.] 24mm
[2.17in.] 6mm [1.73in.]
EE 024in] [
£& N .
{30'31'3nir'vn] 8a @5mm 5mm
jlo.3in. Jiilpnipe| 1©020in]™\| | [10.20in.
U o ( 2-M4 screw hole
= I
EC —
3 £
ES =
£8 — I £g
s 3
—
= A
4mmE = N Smm
[0.15in] [0.20in.]

Figure 2-7 Dimension drawing of servo drives in size C

Fixing screw: 2 X M4; recommended tightening torque: 1.2 N-m

Weigh: 1.3 kg
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Servo Drives in Size D (Rated Power: 1.5 kW to 3.0 kW)

Front view Left view Rear view Top view
80x1mm 183mm (75mm)
[3.15in.] [7.20in.] [2.95in.] 7lmm
— 5mm [2.80in.]
T2 (0:20in]__ 7
33mm E&
=t 5.5mm
{[0.13in] ) @5mm § [0:22in]
f — (00.20in.
— M4 screw hole| 7
T =
£g i ES
Es gs
4mm N =t Smm
[0.16in.] [0.20in.]

Figure 2-8 Dimension drawing of servo drives in size D

Fixing screw: 3 X M4; recommended tightening torque: 1.2 N-m
Weigh: 1.8 kg
Servo Drives in Size E (Rated Power: 2.0 kW to 7.5 kW)

Front view Left view Rear view Top view
90mm 230mm (75mm) 78mm
[3.54in.] [9.06in.] [2.95in. 6mm 13.07in]
[0.24in.]
3.3mm
5mm
1 [0.13in 25mm 0.20in.]
T [©0.20in.] } 5
| || 4-Mé screw hol
.
i
E¢ >
£5 g0 @ <
g2 . 0 S
e 1= pe)
9
q
q
9
b [ [
ol
4mm F | Te. Smm
[0.15in.] 0.20in.]

Figure 2-9 Dimension drawing of servo drives in size E

Fixing screw: 4 X M4; recommended tightening torque: 1.2 N-m

Weigh: 3.6 kg
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2.1.5 Installation Dimensions [N]

Servo Drives in Size A (Rated Power: 0.2 kW to 0.4 kW)

Front view Left view Rear view Top view
33mm
45.5 150mm (75mm) M
[1‘79"“”'3 [otin] (2.95in.] [%ggn.] 6.5mm
*1 *10.26in.
%
-/ © S5 —— T
[@0.20in.]
— ‘ 2-M4 screw hole ﬁ
fafube
g’ L
] ) —| &
5s -9 Ss %E
— % 2N i1
E— ===
ey R
71 B -
L i -
= = BEE 5mm
?ﬂgf‘] =l F‘Tovzoml
Figure 2-10 Dimension drawing of servo drives in size A
Fixing screw: 2 X M4; recommended tightening torque: 1.2 N-m
Weigh: 0.96 kg
Servo Drives in Size C (Rated Power: 0.75 kW to 1.5 kW)
Front view Left view Rear view Top view
44mm
. 173+1mm (75mm) [1.73in.)
[2.51313"3%.] [6.8120.04in.] [2.95in.] [56“2’&”] <—>6mm
v " 10.24in.]
L
T
@5mm
[©0.20in.]
2-M4 screw hole
Eg 13
53 &g
4mm S5mm
[0.15in.] ~ ™0.20in]

Figure 2-11 Dimension drawing of servo drives in size C

Fixing screw: 2 X M4; recommended tightening torque: 1.2 N-m

Weigh: 1.3 kg
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Servo Drives in Size D (Rated Power: 1.5 kW to 3.0 kW)

Front view Left view
80+t1mm
183mm (75mm)
[3.15%1in.] [7.20in.] [2_9?‘\?.]
A ==
e 1]
il
ET ‘E &
s g
59 i
il g
ids| &8 |—= )
¥ o
amm g
[0.16in.]

3-M4 screw hole

Rear view
7lmm
5.5mm [2.80in.]
[0.22in.) S5mm
| |*{0.20in.]

T
25m m/w

[©0.18in.]

160mm
[6.30in.]

S5mm

~0.20in.]

Figure 2-12 Dimension drawing of servo drives in size D

Fixing screw: 3 X M4; recommended tightening torque: 1.2 N-m

Rear view
78mm
Smm [3.07in.]
[0.20in.] _,| | 6mm
i 10.24in.]
[ —
@5mm /
100.20in. ] I
4-M4 screw hole|
E—
5
a5
SR
= 5mm
[0.20in.]

Weigh: 1.8 kg
Servo Drives in Size E (Rated Power: 2.0 kW to 7.5 kW)
Front view Left view
omn fsoom) )
=LA =/// ©
i g
U}l e
Faas
9 U —}‘E i
= I —=
£5 i )=
o= = R iz
3 < >
g .
| 1B I
N SIS I==\\\\
4mmy
[0.15in.]

Figure 2-13 Dimension drawing of servo drives in size E

Fixing screw: 4 X M4; recommended tightening torque: 1.2 N-m

Weigh: 3.6 kg

2.1.6 Installing the Drive

The servo drive supports backplate mounting only.
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Figure 2-14 Backplate mounting

Note

o Servo drives in sizes A and C are secured by two screws, with one screw on the top
and the other one at the bottom.

o Servo drives in size D are secured by three screws, with two screws on the top and
another one at the bottom.

« Servodrives in size E are secured by four screws, with two screws on the top and
the other two at the bottom.

2.2 Installation of Optional Parts

2.2.1 Instructions for Installing the Fuse and Circuit Breaker

ACaution

To prevent electric shocks, when the fuse is blown or the circuit breaker trips, wait for at
least the time designated on the warning label before powering on the drive or operating
peripheral devices. Failure to comply will result in death, severe personal injury, or equip-
ment damage.
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To comply with CE/UL certification, install a fuse/circuit breaker on the input side of
the drive to prevent accidents caused by short circuit in the internal circuit.

2.2.2 Instructions for Installing the AC Input Reactor

The AC input reactor is an option used to suppress the harmonics in the input current.
In applications where harmonics need to be suppressed, install an external AC input
reactor.

The following figure shows the connection of the AC input reactor.

Ul w2 L1 L

Vi ) 2 L2
P
Sl?;‘;ﬁ; WL Input reactorW2 3 EMCfilter 13’

—un=o

Motor

Drive

o
m
B =s<c

PE PE
PE
/ 4 / |

/ / // Connect the grounding
/ / copper busbar to the
Put the metal enclosure Put the metal enclosure Put the metal enclosure backplate.
of the reactor onto the of thefilterontothe == of the drive onto the
grounding backplate. grounding backplate. grounding backplate.

Figure 2-15 Connection of the AC input reactor

2.2.3 Instructions for Installing the EMC Filter

Note

o The connecting cable between the filter and the controller must be as short as
possible (should be less than 30 cm).

« Ensure that the filter and controller are connected to the same grounding
reference plane, and ensure that the filter is reliably grounded, otherwise the
filtering effect of the filter cannot be achieved.

Use CE-compliant filters that comply with the emission requirements in Category C2
of EN 61800-3 and EN 12015. Properly ground the filter. Keep the cable connecting the
filter to the controller shorter than 30 cm.

The following figure shows the connection of the EMC filter.
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Figure 2-16 Connection of the EMC filter

2.2.4 Instructions for Installing the Magnetic Ring and Ferrite Clamp

The drive generates very strong interference during operation. The drive may interfere
with or be interfered with by other devices due to improper routing or grounding.
Wind the drive output U/V/W cable onto a magnetic ring for two to four turns. Wind
the signal cable onto a ferrite clamp or magnetic ring for one to two turns.

e An amorphous magnetic ring has a high magnetic conductivity when the
frequency is within 1 MHz and can efficiently suppress interference of the servo
drive, but is expensive.

o Aferrite clamp has a high magnetic conductivity when the frequency is above 1
MHz and can efficiently suppress interference of various signal cables and low-
power servo drives at a low cost.

The following figure shows the connection of the magnetic ring and ferrite clamp.
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Cable length A !

<300mm L 1

Clamp
(3 turns)

Figure 2-17 Installing the magnetic ring
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Drive

10 signal cable,
Communication cable
Cable length

<300mm

Clamp
(3 turns)

Clamp
(3 turns)

Figure 2-18 Installation of the ferrite clamp

2.2.5 Instructions for Installing the Shield Bracket

To reduce electromagnetic interference, an EMC bracket and clamp are used with the

Clamp
Cable shield

Figure 2-19 Installation of the shield bracket
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e (: Fix the shielding bracket to the drive with two M4 screws. The recommended
tightening torque is 1.2 N-m.

e 2. Putthe clamp on the cable shield and the shielding bracket and tighten the
screw to fix the cable shield on the shielding bracket. Wire motor power cables
and brake cables according to the wiring drawings.
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system Connection

3.1

system Connection

System Composition

The servo drive is directly connected to an industrial power supply, with no
isolation such as a transformer. A fuse or circuit breaker therefore must be
connected to the input power supply to prevent electric shock in the servo system.
For the sake of safety, install a residual current device (RCD) to provide protections
against overload and short circuit or a specialized RCD to protect the grounding
cable.

Do not start or stop the motor by using the electromagnetic contactor. As a high-
inductance device, the motor may generate transient high voltage that may break
down the contactor.

When connecting an external power supply to the control circuit or a 24 VDC
power supply, pay attention to the power capacity as insufficient power capacity
will lead to insufficient supply current, resulting in failure of the servo drive or the
brake. This is especially true when the power supply is used to power up multiple
servo drives or brakes. The brake must be powered up by a 24 VDC power supply
that matches the motor model and meets the brake power requirements.

ACaution

Observe the following precautions when connecting the external braking resistor:

The built-in braking resistor or jumper bar is not available in models S1R6 and
S2R8. If an external braking resistor is needed for these models, connect it
between terminals P® and C.

Remove the jumper between terminals P® and D before using the external
braking resistor. Failure to comply will result in overcurrent and damage the
braking transistor.

Do not connect the external braking resistor to the positive or negative pole of the
bus directly. Failure to comply will damage the servo drive and result in a fire.
Select a resistor with resistance higher than or equal to the minimum permissible
value. Failure to comply will result in Er.201 (Overcurrent) or damage the servo
drive.

Make sure parameters H02.25 (Regenerative resistor setting), H02.26 (Power of
external braking resistor) and H02.27 (Resistance of external braking resistor) are
set properly before operating the servo drive.

Install the external braking resistor on incombustible matters (such as metal).

-51-



system Connection

3.2 System Wiring Diagram [P]

Power supply

Three-phase 220 VAC
or three-phase 380 VAC

Circuit breaker

Cuts off the circuit upon
overcurrent to protect
power supply cables.

Line filter

Reduces external
interference generated by
the power supply cable.

Electromagnetic contactor
Used to turn on/off the
power supply of the servo
drive.

N6
| Functional safety
! terminal used to

0
|

| connect external
| functional safety signal
L

Multi-drive
communication cable

Icommunication e

Iterminal used to
| connect the
1 software tool

Braking resistor
Used in case of insufficient

bus capacitance. Connect
the external braking resistor
between terminals P and C.

/Y]

(4

RIIGAK
®

[ 4
© € € ©

wzo)| (W1

@GE

Main circuit cable
Motor PE terminal

(to be prepared
by the user)

I

|EMC shield
|bracket to
\reduce
Ielectromagnetic]
|interference

i
i
i
i

motor encoder cable|

cable (3m)

Figure 3-1 Example of system wiring
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system Connection

3.3

Note

« CN3and CN4 are identical communication ports with the same pin definition, and
either can be used.
o CN6 (STO terminal) is only applicable to customized model -FS.
« When you need to use an external braking resistor, connect it between P and C. If
you do not need the resistor, ensure P is shorted to D. Note that only SIZE A does
not come standard with a built-in resistor and PD jumper.

System Wiring Diagram [N]

Circuit breaker

Cuts offthe circuit upon
overcurrent to protect
power supply cables.

Line filter

Reduces external
interference generated by
the power supply cable.

Electromagnetic contactor

Used to turn on/off the
power supply of the servo
drive.

Braking resistor

Used in case of insufficient
bus capacitance. Connect
the external braking resistor
between terminals P and C.

Power supply
Three-phase 220 VAC
or three-phase 380 VAC

| cNe
[—————® Functional safety
I terminal used to
| connect external
| functional safety signal

i
™ communication
I terminal used to =
| connect the

| software tool

Main circuit cable
Motor PE terminal

|
IEMC shield
\bracket to
reduce

ll:l J cable (3m)

1
E ¢ |
DDL motor encoder |

|

|

|

|

Figure 3-2 System wiring example
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Note

o CNG6 (STO terminal) is only applicable to customized model -FS.

« When you need to use an external braking resistor, connect it between P and C. If
you do not need the resistor, ensure P is shorted to D. Note that only SIZE A does
not come standard with a built-in resistor and PD jumper.
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4  Electrical Wiring Diagram

4.1 Electrical Wiring Diagram [P]

Drive

| ! Ext. 5V DC~24VDC
<3m PL
[1] +24V power]| CN1 | Length <3m
7, . DoLr
com+ —'—EE];
t s DOl M1
. DIL | |
| 5, | Do+ [B] [ |
[ ] : 4] joor
|
LI ‘ 34 D03+ [PM 5]
| ( 2 ‘DO} V_<7 State output
, D4 | |
1) | D04+
| <1_E5] -
_DIS < 26, } DO4- ™1
I
| D6 : 28] ' bos: vl
T «_27] lpos ™~
, DI7 | 11 [47ka :
|
, DI 30 47kQ ﬁj |
| -~
121 com- | |14 21, PAO+( Phase A
T 2] |pao- v/ 1> output
| 2.4k0 |
24V internal power input S 25l (b
for open collector output ~ PULLHL_| 135 Zé‘.‘ﬁ ‘I/\({ = ‘P:gf /“ > Phase w
ouLsE PULSE+/(HPULSEY) | |41/(38) 2400 t v OUPYE | Encoder freq. division
@ [CW phase A] PULSE-/(HPULSE-) | |43/(36) S@ - | Pulse diff. output
. PzO+!
Pulse position 24K0 Phase Z
reference e | 28] Tezo- ([ [ > outpu
Max. 4 MHz —«:—l 400 | ;
4 29, .GND | !
sion SIGN+/(HSIGN+) __|37/(42) = - LI 1 o
[CCW phase B]  SIGN-/(HSIGN) ' |39/(40) = LY

44 lpzour

- Encod h: z
Analog voltage A2 Low pass filter | {A/D conv. 4L 29 Tond EncoderphaseZ out
singal input s ¢
G\p | !
Analog voltage ——Hf——2—->-20Low pass filter I
singal input GND 19 |

1

X |

Phase A 2 At |
input T " alo

| |

[4]sSchdary phase&{/\{ Al oBel3 |

| |

| |

|

|

|

|

|

pulse diff. input
Phasez<{/\< 7+ )6
input i 217 ]

< <

PE shield connects with
connector casing

Figure 4-1 Electrical Wiring Diagram
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Note

o indicates shielded twisted pairs.

o [1] The range of the internal +24 V power supply is 20 V to 30 V, with maximum
operating current being 150 mA.

o [2] DIT and DI8 are high-speed DlIs that must be used according to their functions
assigned. DI allows external power supplies. See " DI circuit" on page 82 for details.

e [3] Use the shielded twisted pairs for pulse terminals, with both ends of the shield
connected to PE. Connect GND and signal GND of the host controller properly.
Pins 41, 43, 37 and 39 or 38, 36, 42, and 40 can be used for both low-speed and
high-speed pulses.

o [4] Use shielded twisted pairs as frequency-division output cables and full closed-
loop input cables, with both ends of the cable shield connected to PE. Connect
GND to the signal ground of the host controller properly.

« [5] The DO power supply (voltage range: 5V to 24 V) needs to be prepared by
users. The DO terminals support 30 VDC voltage and 50 mA current to the
maximum. You can enable optocoupler input on the affiliated device through an
additional current limiting resistor. For details, see " DO circuit” on page 84.
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4.2 Electrical Wiring Diagram [N]

3]

Secondary
encoder
pulse diff. input

Drive
[ | |
I 2V N1
[1]+24V power | |9 ¢
come Iz
5

Analog voltage
singalinput

| Ext. 5 DC~24V DC
Length <3m

[s
State output

Analog voltage
singalinput

Phase A
1%

Phase B
ot 1%

Phase Z
input

&

. D02- M1
| L
|
| .
<I/\§ 19, | PAO: Phase A
10 "pao- [T T[> output
| |
|
<|>{ 11, pgor Phase B
| 20] |pBo- ] J output o4
| Encoder freq. division
. | Pulse diff. output
Al2 171 ow pass filter [[A/D conv. 1
[ [ Phase 7
| 21 > output
AlL | 425 [l ow pass filter [—A/D conv. 13
[ Jono . |8 <  GND
v =
|
18,  Pz-OUT
| f—— ———— Encoder phase Z
| b 13 ‘GND open collector output
ND
| |
[ P 1
| CN7 |
N Al |
[N
T |
R ‘
[T ela | > |
b |
| 7446 |
[ zls > |
|GND | 9 |
L
e T ‘
+5V | 8 |
|

connector casing

@_‘ PE shield connects with

Figure 4-2 Electrical Wiring Diagram
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Note

« Ulindicates shielded twisted pairs.

o [1] The range of the internal +24 V power supply is 20 V to 30 V, with maximum
operating current being 150 mA.

o [2] Dl4 and DI5 are high-speed DlIs that must be used according to their functions
assigned. DI allows external power supplies. See " DI circuit" on page 82 for details.

o [3] Use shielded twisted pairs as frequency-division output cables and full closed-
loop input cables, with both ends of the cable shield connected to PE. Connect
GND to the signal ground of the host controller properly.

o [4] The DO power supply (voltage range: 5V to 24 V) needs to be prepared by
users. The DO terminals support 30 VDC voltage and 50 mA current to the
maximum. You can enable optocoupler input on the affiliated device through an
additional current limiting resistor. For details, see " DO circuit" on page 84.
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5  Wiring Terminals

5.1 Main Circuit Terminals

5.1.1 Terminal Layout

Servo drives in sizes C and D (rated power: 0.2kW to 3.0 kW)

/e | QT
Figure 5-1 Main circuit terminal pin layout of servo drives in size A/C/D

Table 5-1 Description of main circuit terminal pins of servo drives in size A/C/D

Name Description
L1C, L2C (control
circuit power input See the nameplate for the rated voltage class.
terminals)
L1, L2, L3 (main circuit

Power input terminals of the servo drive. See the nameplate for

power mpﬁ]t the rated voltage class.

terminals)

P®,D,and C

(terminals for Remove the jumper bar between terminals P@ and C before
connecting an connecting an external braking resistor between terminals P®
external braking and D.

resistor)?

PO, I}l@ (servo bus Used by the common DC bus for multiple servo drives.
terminals)

U, V, W (terminals for
connecting the servo | Connected to U, V, and W phases of the servo motor.

motor)
PE (grounding) Connected to the grounding terminal of the motor for grounding
terminal purpose.
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Note

o [1]: The power input terminals of the 200V servo drive’s main circuit are L1, L2, and
L3, you can use any two of which for single-phase input; and the power input
terminals of the 400V servo drive’s main circuit are R, S, and T.

e [2] The built-in braking resistor or jumper bar is not available in models S1R6 and
S2R8. If an external braking resistor is needed for these models, connect it
between terminals P® and C.

Figure 5-2 Main circuit terminal pin layout of servo drives in size E

Table 5-2 Description of main circuit terminal pins of servo drives in size E

Name Description
L1C, L2C (control
circuit power input See the nameplate for the rated voltage class.
terminals)

R, S, and T (main

P . Power input terminals of the servo drive. See the nameplate for
circuit power input

the rated voltage class.

terminals)™

P®, D, C (terminals for | Remove the jumper bar between terminals P® and C before
connecting external connecting an external braking resistor between terminals P®
braking resistor) and D.

Terminals N1 and N2 are jumpered by default. To suppress
harmonics in the power supply, remove the jumper between
terminals N1 and N2 first and connect an external DC reactor
between terminals N1 and N2.

N2, N1 (terminals for
connecting external
reactor)

U, V, W (terminals for
connecting the servo | Connected to U, V, and W phases of the servo motor.
motor)
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Note

[1]: The power input terminals of the 200V servo drive’s main circuit are L1, L2, and L3, you
can use any two of which for single-phase input; and the power input terminals of the 400V
servo drive’s main circuitare R, S, and T.

5.1.2 Wiring Precautions and Requirements

A Danger

« Do not connect the output terminals U, V, and W of the drive to a three-phase
power supply. Failure to comply may result in physical injury or a fire.

« Do not connect the motor terminals U, V, and W to a mains power supply. Failure
to comply may result in physical injury or a fire.

« The main circuit cable must be away from the motor so that its insulation will not
be damaged by high temperature of the motor surface.

o Connect the servo drive to the motor directly. Do not use an electromagnetic
contactor during wiring. Failure to comply may result in equipment fault.
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ACaution

« Do not use the power from IT system for the drive. Use the power from TN/TT
system for the drive. Failure to comply may result in an electric shock.

« Connect a electromagnetic contactor between the input power supply and the
main circuit power supply of the servo drive (R, S and T) to form a structure which
allows independent power cutoff on the servo drive power side. This is to prevent
fire accident caused by continuous high current generated upon fault.

o Check that the input power supply of the drive is within the specified voltage
range. Failure to comply may result in faults.

« The main circuit cable must be away from the motor so that its insulation will not
be damaged by high temperature of the motor surface.

o Usethe ALM (fault) signal to cut off the main circuit power supply. A faulty braking
transistor may overheat the regenerative resistor and lead to a fire.

« Connect the PE terminal of the drive to the PE terminal of the control cabinet.
Failure to comply may result in an electric shock.

« Ground the entire system properly. Failure to comply may result in equipment
malfunction.

o After the power supply is cut off, residual voltage is still present in the internal
capacitor of the drive, wait for at least 15 min before further operations. Failure to
comply may result in an electric shock.

o The specifications and installation method of external cables must comply with
the applicable local regulations.

« Observe the following requirements when the servo drive is used on a vertical axis.

- Set the safety device properly to prevent the workpiece from falling upon
warning or overtravel.

- Ensure the positive/negative polarity of the 24 V power supply is correct.
Otherwise, the axis may fall and cause personal injury or equipment damage.

o Itisrecommended to use Teflon cables featuring a higher temperature limit when
the temperature inside the cabinet exceeds the temperature limit of regular
cables. As the surface of regular cables may be easily hardened and cracked under
low temperature, take thermal insulation measures for cables laid in
environments with low temperature.

e The servo drive must be grounded properly. Failure to comply may result in device
malfunction or damage.
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ACaution

Observe the following requirements during wiring of the power supply and main

circuit:

When the main circuit terminal is a connector, remove the connector from the
servo drive before wiring.

Insert one cable into one cable terminal of the connector. Do not insert
multiple cables into one cable terminal.

When inserting cables, take enough care to prevent the cable conductor burrs
from being short circuited to the neighboring cable.

Insulate the connecting part of the power supply terminals to prevent electric
shock.

Do not connect a 220 V servo drive to a 380 V power supply directly.

Install safety devices such as a circuit breaker to prevent short circuit in
external circuits. Failure to comply may result in a fire.

Cut off the main circuit power supply and switch off the S-ON signal after an
alarm signal is detected.

After all cables are connected, it is recommended to tie them at the point
10cm-20cm away from the connector end.

Do not put heavy objects onto cables or pull cables with excessive force. Failure to

comply may result in cable damage, leading to an electric shock.

Use a power supply filter to reduce the electromagnetic interference on electronic

devices surrounding the servo drive.
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5.1.3 Wiring Examples

5.1.3.1 Wiring of the Power Supply

Single-phase 200V Models
Single-phase 220 VAC

( (

Power supply filter Servo drive
L1C
L2C

= <c

Stop

O O

button input contactor|

REN
SR o
Eup%ressi}n u Ié

Ne
Po
butt
uton g Main circuit
Run [ power supply CN2
%

devic

,,,,,, 13 ALM- ——,
COM
Servo alarm 1D, 24v
output relay 1R
‘ I Servo alarm
‘ I"signal output
Servoalarm ! !
indicator ! '

Figure 5-3 Main circuit wiring

Note

o 1KM: Electromagnetic contactor; 1Ry: Relay; 1D: Flywheel diode

« DO is set as alarm output (ALM+/-). When the servo drive alarms, the power supply
will be cut off automatically. SIR6 and S2R8 are not configured with the built-in
braking resistor. If the braking resistor is needed, connect an external braking
resistor between terminals P® and C.
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Three-phase 200V Models
Three-phase 220 VAC

( C (
Power supply filte Servo drive
L1C
L2C
‘ U
V
Ne w
|
—{Po &) |
|
Main circuit b |
1 powersupply | C CN2 :
[ 111 Jinput contactor
2O -
e
I L2
****** 13 ALM- |y
coM
Servo alarm 1D 24y

output relay 1Ry

————— & ALM+
I I Servo alarm
‘ I signal output
[
Servoalarm | :
indicator

Figure 5-4 Main circuit wiring

Note

o 1KM: Electromagnetic contactor; 1Ry: Relay; 1D: Flywheel diode

« The DO is set as alarm output (ALM+/-). When the servo drive alarms, the power
supply is cut off automatically and the alarm indicator lights up.
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Three-phase 400V Models
Three-phase 380 VAC

(I

( C (
Power supply filter Servo drive
L1C
L2C
< u
vV
No w
4
Stop i I: Pg @ :
button |
g Main circuit D I
Run 9 powersupply | ¢ CN2 ‘
buttoPn\ T inputcontactor :
™ e
I
I
Surge % ! R
suppressjon | s
devic !
______ T ALM- ———
COM

| Servo alarm 1D 24V
output relay 1R
\*%**p*—z ’ & ALM+4@J
‘ [
| g | Servo alarm
[ | signal output
Servoalarm | |
indicator @ - - - —-——— ——— — — — — — —

Figure 5-5 Main circuit wiring

Note

o 1KM: Electromagnetic contactor; 1Ry: Relay; 1D: Flywheel diode

o« The DO is set as alarm output (ALM+/-). When the servo drive alarms, the power
supply is cut off automatically and the alarm indicator lights up.

5.1.3.2 Wiring of the Grounding Cable

Observe the following requirements to ensure a proper grounding of the servo drive.
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AWarning

To prevent electric shocks, ground the grounding terminal properly. Observe
related national or regional regulations during grounding.

To prevent electric shocks, ensure the protective grounding conductor complies
with technical specifications and local safety standards. Keep the length of the
grounding cable as short as possible. As the leakage current of the equipment may
exceed 3.5 mA, it is recommended to use a copper protective grounding conductor
with a cross-sectional area of at least 10 mm?, or use two protective grounding
conductors with the same specification.

The dimensions of the grounding cable must comply with the electrical device
technical standards. Keep the length of the grounding cable as short as possible.
Failure to comply will lead to unstable potential in the grounding terminals away
from the grounding point due to leakage current, resulting in an electric shock.

ACaution

For use of multiple servo drives, observe all the grounding instructions for the
drive. Improper grounding of the device will lead to malfunction of the drive and
the device.

Do not share the same grounding cable with other devices (such as welding
machines or high-current electrical devices). Improper grounding of the device will
lead to drive or device faults caused by electrical interference.

For use of multiple servo drives, observe all the grounding instructions for the
drive. Improper grounding of the device will lead to malfunction of the drive and
the device.

For drives equipped with optional VDR and insulation resistor grounding screws,
remove the grounding screw before voltage resistance test. Failure to comply may
cause the drive to fail the test.

Grounding requirements

Observe the following requirements to ensure a proper grounding of the drive.

The protective grounding conductor must be a yellow/green cable comprised of
copper conductors. Do not connect the protective grounding conductor to a
switching device (such as a circuit breaker) in serial.

Ground the grounding terminal properly. Improper grounding will lead to device
malfunction or damage.

Do not connect the grounding terminal to the N terminal of the neutral wire of the
power supply.
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e Itisrecommended to install the drive on a conductive metal surface. Ensure the
whole conductive bottom of the drive is connected properly to the mounting face.

e Tighten the grounding screw with specified tightening torque to prevent the
protective grounding conductor from being secured improperly.

Multi-drive grounding

Side-by-side installation of multiple drives:

Control cabinet
Drive Drive Drive \
© %9 © %3 © &
Cabinet |._@ |._® I._®
GND copperj®——1) —() —()
busbar
— o) o) o) » |
TN
—2

Table 5-3 Description for grounding of multiple drives installed in parallel

No. Description
Connect the main circuit input PE terminal of the drive to the grounding

® copper busbar of the control cabinet through a protective grounding
conductor.

® Connect the PE cable on the input power supply side to the grounding
copper busbar of the control cabinet.
Connect the grounding copper busbar of the control cabinet to the

® metal enclosure of the control cabinet through the protective
grounding conductor.

@ Connect the motor output cable shield to the output PE terminal of the
servo drive.

Grounding the control cabinet system

The most cost-effective method of suppressing interference in a control cabinet is to
isolate the interference source from devices that may be interfered with. Divide the
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control cabinet into multiple EMC compartments or use multiple control cabinets
based on the intensity of interference sources, and install each device in accordance
with the following wiring principles.

Table 5-4 Wiring requirements

i

Equipotential cable, PE

No. Wiring requirements
1 Place the control unit and the drive unit in two separate control
cabinets.
If multiple control cabinets are used, connect the control cabinets by
2 using a PE cable with a cross-sectional area of at least 16 mm? for
equipotentiality between the control cabinets.
3 If only one control cabinet is used, place different devices in different
compartments of the control cabinet based on signal intensity.
4 Apply equipotential bonding to devices in different compartments
inside the control cabinet.
5 Shield all communication (such as RS485) and signal cables drawn from
the control cabinet.
6 Place the power input filter in a position near the input interface of the
control cabinet.
7 Apply spray coating to each grounding point in the control cabinet.
Drive cabinet Control cabinet
Two devices are
equipotentially connected
Control part /
Controller Hub
[ L
All metal mounting backplates
- - = = in the cabinet must be
- | grounded. The joint of the
| plate and the metal part
| on the device must be
| | coated for protection
I |
[=] o The metal casing of the
filter and reactor and
Drive Drive cable clamps must be in Controller
good contact with the
grounded mounting backplate
P a1 &
== = = = connection
= ;
PE= | | Shieldis 360° connected & ¥
| |
I p— | | R — — —  10signal, COMM cable
| |
| |

Motor cable
Motor cable

Power cable

Motor cable

&
Oy

Figure 5-6 Recommended wiring for the control cabinet system

-69-



Wiring Terminals

5.1.4 Cable Requirements

Cable Requirements

The bending radius of a cable must be above 10 times its outer diameter to
prevent the internal conductor from breaking due to long-time bending.

Use cables with a rated voltage above 600 VAC and rated temperature above 75°C.
Under an ambient temperature of 30°C and normal cooling conditions, the
permissible current density of the cable cannot exceed 8 A/mm2 when the total
current is below 50 A, or 5 A/mm2 when the total current is above 50 A. The
permissible current density (A/mm?) can be adjusted based on the following
formula in case of high ambient temperature or bundled cables.

Allowable current density = 8 x Reduction coefficient of current-carrying density of
the conductor x Current correction coefficient

Current correction coefficient =,/(Cable max. allowable temp. - Ambient temp.) 30

Pipe

Q)
Cable

Table 5-5 Reduction coefficient of conductor current-carrying density

Number of Cables in a Duct Current Reduction Coefficient

<3 0.7

4 0.63

5-6 0.56

7-15 0.49

Do not bundle power cables and signal cables together or route them through the
same duct. Power cables and signal cables must be separated by at least 30 cm to
prevent interference.

Use a grounding cable with the same cross-sectional area as the main circuit
cable. If the cross-sectional area of the main circuit cable is less than 1.6 mm2, use
a grounding cable with a cross-sectional area of 2.0 mm2.

To comply with the EMC standards, use shielded cables. Shielded cables are divided
into three-conductor shielded cables and four-conductor shielded cables, as shown in
"Figure 5-7 "on page 71 .

If the conductivity of the three-conductor cable shield is insufficient, add an extra PE
cable. Or use a four-core shielded cable, with one core being the PE wire. The shield
of the shielded cable is comprised of coaxial cooper braids to suppress radio
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frequency interference. To enhance the shielding performance and conductivity, the
braided density of the shield must be greater than 90%.
PE conductor & shield Shield

PE

Figure 5-7 Recommended power cable

Cable shield requirements

Take proper shielding measures in the following locations to prevent equipment
damage:

e Locations with interference caused by static electricity
e Locations with strong electric field or magnetic field
e Locations with radioactive rays

It is recommended to use the shielded cable as the motor output cable. Perform a
360° connection on the shield structure by using the shield grounding bracket, and
crimp the drain wire of the shield to the PE terminal. Connect the shielded cable with
shielded iron plate at the grounding end of the equipment for 360°, and avoid
connecting the shielding layer to the casing in the form of "pig tail", otherwise, it will
become high impedance for high frequency noise. If the shielding must be
disconnected to install the motor contactor, the shielding must be kept continuous
and its high frequency impedance as low as possible.

See "Figure 5-8 Connection of the shielding layer" on page 71 for the correct
connection of the shielding layer. Connect the shielding wire to the drive for 360° and
avoid pig tail connection as possible. In the figure, the red line is the power line
shielding layer, and the yellow line and blue line are the 10 signal line shielding layer.

Figure 5-8 Connection of the shielding layer
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Grounding bracket of the power cable shield.

Keep the lead wire of the motor cable shield as short as possible, with its width (b in
the following figure) not shorter than 1/5 of its length (a in the following figure).

5.1.5 Cable Length

Figure 5-9 Lead-out of the motor cable shield

Table 5-6 Input/Output current specifications of the servo drive

Servo Drive Model

Rated Input Current (A)

Rated output current (A)

Maximum Output Current

(A)
Single-phase 200 V
. S1R6 2.3 1.6 5.8
Size A
S2R8 4.0 2.8 10.1
S5R5 79 5.5 16.9
SizeC
STR6 9.6 7.6 23.0
Size D S012 12.8 12.0 32.0
Three-phase 200 V
S1R6 11 1.6 5.8
Size A
S2R8 2.3 2.8 10.1
S5R5 4.4 5.5 16.9
Size C
STR6 5.1 7.6 23.0
Size D S012 8.0 12.0 32.0
S018 8.7 18.0 45.0
Size E S022 11.0 22.0 55.0
S027 23.8 27.0 67.5
Three-phase 400 V
T3R5 2.4 35 11.0
Size C
T5R4 3.6 5.4 14.0
T8R4 5.6 8.4 20.0
Size D
T012 8.0 12.0 30.0
T017 12.0 17.0 42,5
Size E T021 16.0 21.0 52.5
T026 21.0 26.0 65.0
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Table 5-7 Recommended main circuit cables

P®,D,C,NO, ) )
Servo Drive Model L1C, L2C L1, L2,L3/R,S, T . u,V, W, PE Grounding terminal
Rated
Input
Size | Model Cu::ent (mm?) | AWG | (mm?) | AWG | (mm?) | AWG | (mm?) | AwG | (mm?d) | AwG
(A)
Single-phase 200 V
Size A S1R6 2.3 2X0.52 20 3X0.52 20 2X0.52 | 20 4X0.52 20 0.52 20
1ze
S2R8 4 2X0.52 20 3X0.52 20 2X0.52 | 20 4X0.52 20 0.52 20
Size S5R5 7.9 2X0.52 20 3X0.52 20 2X0.52 | 20 4X0.52 20 0.52 20
C STR6 9.6 2X0.82 18 | 3X0.82 18 2X0.82 18 4X0.81 18 0.52 20
Si
Dlze S012 12.8 2X1.31 16 3X1.31 16 2X1.31 16 4x1.31 16 0.81 18
Three-phase 200 V
Size A S1R6 1.1 2X0.52 20 3X0.52 20 2X0.52 | 20 4X0.52 20 0.52 20
ize
S2R8 2.3 2X0.52 20 3X0.52 20 2X0.52 | 20 4X0.52 20 0.52 20
Size S5R5 4.4 2X0.52 20 3X0.52 20 2X0.52 | 20 4X0.52 20 0.52 20
C STR6 5.1 2X0.52 20 3X0.52 20 2X0.52 | 20 4X0.81 18 0.52 20
Si
D'Ze 012 8 |2x131| 16 |3x131| 16 |2x131| 16 | 4x131 | 16 | 081 18
S018 8.7 2X2.08 14 3X2.08 14 2X2.08 14 4X2.08 14 131 16
SizeE | S022 11 2X2.08 14 | 3X2.08 14 2X2.08 14 4X2.08 14 131 16
S027 23.8 2X3.33 12 3X3.33 12 2X3.33 12 4X3.33 12 2.08 14
Three-phase 400 V
Size T3R5 2.4 2X0.52 20 3X0.52 20 2X0.52 | 20 4X0.52 20 0.52 20
C T5R4 3.6 2X0.52 20 3X0.52 20 2X0.52 | 20 4X0.52 20 0.52 20
Size T8R4 5.6 2X0.52 20 3X0.52 20 2X0.52 | 20 4X0.81 18 0.52 20
D T012 8 2X1.31 16 3X1.31 16 2X1.31 16 4X1.31 16 0.81 18
TO17 12 2X2.08 14 | 3X2.08 14 2X2.08 14 4X2.08 14 131 16
SizeE | T021 16 2X2.08 14 3X2.08 14 2X2.08 14 4X2.08 14 131 16
T026 21 2X3.33 12 3X3.33 12 2X3.33 12 4X3.33 12 2.08 14
Note

Cable selection should be carried out in line with the standard EN60204-1 according to the
circuit breaker current.
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Table 5-8 Recommended Cable Specifications and Models

oD
Cable Type Cable Size
(mm)
4X12AWG 12.2+0.4
4 X 14AWG 10.5+0.3
Power cable 4 X 16AWG 9.5+0.4
4 X 18AWG 7.8%£0.2
4X20AWG 6.51+0.2
4X12AWG 12.9+0.4
4 X 14AWG 11.2+0.4
Power cable shield 4 X 16AWG 10.1+0.4
4 X 18AWG 8.3+0.2
4X20AWG 6.5£0.2
Power cable + brake cable 4 X 20AWG +2 X 24AWG 6.5£0.2
Brake cable 2X18AWG 5.8%0.2
2X20AWG 5.0%+0.2

Table 5-9 Main circuit cable lug model and tightening torque

Servo Drive Model

Recommended PVC Cable Model (at 40°C)

Recommended . .
Rated Input Recommended Model of Tightening
Size Model Current U,V, W, PE Model of Brake i Torque
Grounding Cable
(A) Cable Lug (N-m)
Lug
Single-phase 200 V
S1R6 23 -
Size A
S2R8 4 GTVE10008 GTVE05008 -
S5R5 7.9 TVR2-4 -
SizeC
STR6 9.6 -
GTVE15008 GTVE10008
Size D S012 12.8 -
Three-phase 200 V
S1R6 11 -
Size A
S2R8 23 B
) S5R5 4.4 -
Size C GTVE10008 GTVE05008
STR6 5.1 -
TVR2-4
SizeD S012 8.0 -
S018 8.7 -
SizeE S022 11.0 GTVE15008 GTVE10008 -
S027 238 GTVE25010 GTVE15008 -
Three-phase 400 V
) T3R5 2.4 -
Size C
T5R4 3.6 -
GTVE10008 GTVE05008 TVR2-4
T8R4 5.6 -
SizeD
T012 8.0 -
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Servo Drive Model Recommended PVC Cable Model (at 40°C)
Recommended . X
Rated Input Recommended Model of Tightening
Size Model Current U,V, W, PE Model of Brake i Torque
Grounding Cable
(A) Cable Lug (N-m)
Lug

TO17 12.0 TVS1.25-4 GTVE10008 TVR1.25-4 1.36

SizeE T021 16.0 TVS2-4 GTVE10008 TNR2-4 1.36

T026 21.0 TVS3.5-4 GTVE10008 TNR3.5-4 1.36

The following table lists the data for recommended cable lugs (manufacturer: Suzhou
Yuanli Metal Enterprise Co., Ltd) for your reference.
Table 5-10 TVR2-4 cable lug
Lug Model D (mm) d2 (mm) B (mm) Dimension Drawing
TVR 2-4 4.5 4.3 8.5
Table 5-11 Specifications of motor output cables
MS1H1/H4 05B-10C (for 0.05 kW-1 kW)
Tl Regular cable Flexible cable Oil-resistant shielded flexible
cable
Cable model S6-L-M/B***-X.X S6-L-M/B***-X X-T S6-L-M/B***-X.X-TS

Cable specifications

UL2517 (rated temperature:
105°C) 4Ex20AWG+2Cx24AWG

UL2517 (rated temperature:
105°C) 4Ex20AWG+2Cx24AWG

UL2517 (rated temperature:
105°C) 4Ex20AWG+2Cx24AWG

Power cable: 20AWG (0.52
mmz) 0D of insulation: 1.7 mm

Power cable: 20AWG (0.52
mmz) 0D of insulation: 1.7 mm

Power cable: 20AWG (0.52
mmz) 0D of insulation: 1.7 mm

Brake cable: 24AWG (0.205
mmz) 0D of insulation: 1.1 mm

Sheath diameter

Internal structure and
conductor colors

Brake cable: 24AWG (0.205
mmz) 0D of insulation: 1.1 mm

26.5£0.2 mm

mm

Brake cable: 24AWG (0.205
2) 0D of insulation: 1.1 mm

Fillin "X.X" in the mod

el number with cable length.
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Table 5-12 Specifications of motor output cables

MS1H2 10C-50C(for 1 kW-5 kW)/MS1H3 85B-18C(for 0.85 kW-1.8 kW)

Cable type

Regular cable

Flexible cable

Oil-resistant shielded flexible
cable

Cable model

S6-L-M/B***-X.X

S6-L-M/B***-X.X-T

S6-L-M/B***-X.X-TS

Cable specifications

UL2586 (rated temperature:
105°C) 4Ex16AWG, 2Cx18AWG

UL2586 (rated temperature:
105°C) 4Ex16AWG, 2Cx18AWG

UL2586 (rated temperature:
105°C) 4Ex16AWG, 2Cx18AWG

Power cable: 16AWG (1.31
mmz) 0D of insulation: 3.1 mm

Power cable: 16AWG (1.31
mmz) 0D of insulation: 3.25
mm

Power cable: 16AWG (1.31
mmz) 0D of insulation: 3.25
mm

Brake cable: 18AWG (0.823
mmz) 0D of insulation: 2.0 mm

Brake cable: 18AWG (0.823
mmz) OD of insulation: 2.15
mm

Brake cable: 18AWG (0.823
mmz) OD of insulation: 2.15
mm

Sheath diameter

9.5+0.3 mm (main circuit)

10.0£0.3 mm (main circuit)

10.5£0.3 mm (main circuit)

Internal structure and
conductor colors

Fillin "X.X" in the model number with cable length.

Table 5-13 Specifications of motor output cables

MS1H3 29C-75C (Applicable to 2.9 kW-7.5 kW)

Cable type

Regular cable

Flexible cable

Oil-resistant shielded flexible
cable

Cable model

S6-L-M/B***-X.X

S6-L-M/B***-X.X-T

S6-L-M/B***-X.X-TS

Cable specifications

UL2586 (rated temperature:
105°C) 4Ex12AWG, 2Cx18AWG

UL2586 (rated temperature:
105°C) 4Ex12AWG, 2Cx18AWG

UL2586 (rated temperature:
105°C) 4Ex12AWG, 2Cx18AWG

Power cable: 12AWG (3.31
mmz) 0D of insulation: 4.1 mm

Power cable: 12AWG (3.31
mmz) 0D of insulation: 4.2 mm

Power cable: 12AWG (3.31
mmz) 0D of insulation: 4.2 mm

Brake cable: 18AWG (0.823
mmz) 0D of insulation: 2.0 mm

Brake cable: 18AWG (0.823
mm?) 0D of insulation: 2.15
mm

Brake cable: 18AWG (0.823
mm?) 0D of insulation: 2.15
mm

Sheath diameter

12.2+0.4 mm (main circuit)

12.5%+0.4 mm (main circuit)

13.2+0.4 mm (main circuit)
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MS1H3 29C-75C (Applicable to 2.9 kW-7.5 kW)

Internal structure and
conductor colors

Fillin "X.X" in the model number with cable length.

5.2 Description of Control Terminal (CN1)

5.2.1 Terminals [P]

1 [GND o5y
DO4+ 5
+24V.
[ DO3- | [ D6 |
A
[ DO3+| [ Di5_|
GND
D02- D3
AlL
DO2+ PULLHI
PAO+
DOL HPULSE-
PAO-
DOL+ SIGN+
PBO-
- DI4 HPULSE|
PZ0-
DIL SIGN-
PBO+
DI2 HSIGN-
DO4-
COM+ PULSE+
DO5-
DIT HSIGN|
DO5+
PZO+ PULSE-
GND
COM- PZ-OUT
D3 | 44
aor| 30

Figure 5-10 Control terminal pin layout of the servo drive

Note

o CNI: Plastic housing of plug on cable side: DB25P (manufacturer: SZTDK), black
housing. Core: HDB44P male solder (manufacturer: SZTDK).

« Use shielded cables as signal cables, with both ends of the shielded cable
grounded.
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Table 5-14 Position Reference Input Signals

Signal Name Pin No. Function
PULSE+ 41 Low-speed pulse reference input mode:
PULSE- 43 « Differential drive input
SIGN+ 37 « Open-collector
SIGN— 39 Pul_se input form:
N « Direction+Pulse
Position PULLHI 35 « Quadrature pulse of phases A and B
reference « CW/CCW pulse
HPULSE+ 38 High-speed pulse input reference
HPULSE- 36
HSIGN+ 42 High-speed position reference symbols
HSIGN- 40
Table 5-15 Description of DI/DO signals
. Default . .
Signal Name . Pin No. Function
Function
DI1 P-OT 9 Positive limit switch
DI2 N-OT 10 Negative limit switch
DI3 INHIBIT 34 Position reference inhibited
DI4 ALM-RST 8 Alarm reset (edge-triggered)
DI5 S-ON 33 Servo ON
DI6 - 32 -
DI7 XintStart 12 Interrupt positioning selection
DI8 HomeSwitch 30 Home switch
+24V 17 Internal 24 V power supply;
voltage range: 20 Vto 30V,
COM- 14 maximum output current: 150
General mA -
CoM+ 1 Common terminal of DI
terminals
poL SRDY* ! Ready to switch on
DO1- S-RDY- 6
Do2+ COIN+ > Positioning completed
DO2- COIN- 4
DO3+ - 3
DO3- - 2
DO4+ ALM L Fault output
DO4- ALM- 26
DO5+ HomeAttain+ 28 R
. Homing is completed.
DO5- HomeAttain— 27
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Table 5-16 Encoder frequency-division output signals

Signal Name Pin No. Function
PAO+ 21 Phase A frequency-
division output Quadrature
PAO- 22 signal frequency-division
pulse output
PBO+ 25 P.hz.;ms.e B frequency- signals of phases A
division output and B
PBO- 23 signal
PZO+ 13 -
Phé.]s.e Z frequency Home pulse output
General PZO ” division output signal
- signal
Phase Z frequency- | Home pulse open-
PZ-OUT 44 division output collector output
signal signal
Home pulse open-collector output
GND 2 signal ground
PE Housing -

Table 5-17 Specifications of Al/AO signals

Signal Name Pin No. Function

AO1 15 Analog Output

GND 19 Common terminal of Al/AO
Voltage-type analog input 1, 12-bit

All 20 resolution
Voltage range: =10 V to +10 V

General - -

Voltage-type analog input 2, 12-bit

Al2 18 resolution
Voltage range: =10 V to +10 V

GND 16 Power ground

PE Housing -
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5.2.2 Terminals [N]

CN1

OO OO0OO0OO0o o o
OO OO0OO0OO0OO0oO0o

OO OO0OO0OO0OO0oO0o

o

©
N
=

]

(=
©

PBO+H ]

PI
PZO+—

GND —

GND ——
DIl —— pi5
—— DI3 ——

A

[~ b2
D4 ——
oM+
A2 |
GND
lpz-0UT]
24V | H

gio

Figure 5-11 Control terminal pin layout (CN1)

Note

Use shielded cables as signal cables, with both ends of the shielded cable grounded.

Table 5-18 Description of DI/DO signals

. Default . )
Signal Name . Pin No. Function
Function
DI1 P-OT 5 Positive limit switch
DI2 N-OT 24 Negative limit switch
DI3 HomeSwitch 15 Home switch
DI4 Emergence 16 Emergency sto
Stop gency stop
DI5 TouchProbel 23 Touch probe 1
+24V 9 Internal 24 V power supply;
General voltage range: +20V to 30V;
COM- 6 maximum output current: 150
mA.
COM+ 7 Common terminal of DI
terminals
poL SRDY* 4 Ready to switch on
DO1- S-RDY- 3
DO2+ ALM+ 2 Fault
DO2- | ALM+ 1 !
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Table 5-19 Encoder frequency-division output signals

Signal Name Pin No. Function
PAO+ 19 Phase A frequency-
division output Quadrature
PAO- 10 signal frequency-division
pulse output
PBO+ 11 P.hz.;ms.e B frequency- signals of phases A
division output and B
PBO- 20 signal
PZO+ 12 Phase Z frequency-
General division output I-!om(T pulse output
PZO- 21 signal signa
PZ-OUT 18 l—!ome pulse open-collector output
signal
H -
GND 13 lome pulse open-collector output
signal ground
PE Housing -
Table 5-20 Specifications of Al/AO signals
Signal Name Pin No. Function
AO1 26 Analog Output
GND 8 Common terminal of Al/AO
Voltage-type analog input 1, 12-bit
All 25 resolution
General Voltage range: -10 Vto +10 V
Voltage-type analog input 2, 12-bit
A2 17 resolution
Voltage range: —10 Vto +10 V
PE Housing -

5.2.3 Wiring Precautions and Requirements

I/0 signals include DI/DO signals and relay output signals.

Observe the following requirement during control circuit wiring:
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ACaution

When connecting DO terminals to relays, ensure the polarity of the flywheel diode
is correct. Wrong polarity will result in equipment damage or signal output failure.
Keep a distance of at least 30 cm between main circuit cables (RST and UVW) and
I/0 signal cables/encoder cables. Otherwise equipment may malfunction due to
disturbed 1/0 signals.

Use twisted pairs or multi-conductor shielded twisted pairs as the 1/0 signal cable
or encoder cable. Failure to comply may result in equipment malfunction.

The maximum wiring lengths of the I/O signal cable and the encoder cable are 3m
and 10 m respectively.

5.24

Wiring Examples

5.2.4.1 DI/DO Signals

DI circuit

This section takes DI1 of SV670N-INT as an example.

For pin assignment of the DI terminal of SV6TOP-INT, see "Table 5-15 Description of
DI/DO signals" on page 78. For pin assignment of the DI terminal of SV670N-INT, see
"Table 5-18 Description of DI/DO signals" on page 80.

The host controller provides relay output:

= When you use the internal 24 V power supply:

Drive
24V
+24V|9
COM+|7
DIL(CMD1)[5 4.7kQ ﬁ:%
% COM-|6
Relay P

= When you use an external power supply:
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Drive
Drive

Ext. +24V DC

+24V power| 9

24 Not single
Ext. +24V DC 9 powir\sipply

COM- | 6

comegr com+ |7
DIL(CMDL)|5  4TkQ ;‘}: 47k |KYE
5 47k DiL(cMpY 5 ﬁ %
Relay
by o

Relay >>%

<

Ext. OV Ext. OV ®

The host controller provides open-collector output.

= When you use the internal 24 V power supply:

Drive Drive

+24v]9 | +24V 9

PNP
comL 7 COM+|7
DIL(CMD1) 5  4.7kQ ﬁ:% JD|1(CMD1) 5 4&@
NPN
COM-| 6 COM-| 6
rL ry
= When you use an external power supply:
Drive Drive
24V 24V
Ext.+24VDC |9 Ext. +24V DC 9
PNP
coM+ |7 COM+ | 7

DI1(CMD1

DI1(CMD1) 5 4.7k0ﬁ:<
( ] |

NPN

>>j7 Ext. OV >>%7

Ext. OV
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Note

PNP and NPN input cannot be applied in the same circuit.

DO circuit
This section takes the DO of SV670N-INT as an example.

For pin assignment of the DO terminal of SV670P-INT, see "Table 5-15 Description of

DI/DO signals" on page 78. For pin assignment of the DO terminal of SV670N-INT, see
"Table 5-18 Description of DI/DO signals" on page 80.

e The host controller provides relay input.

Drive

Ext. 5V DC~24V DC

Relay

7

IS

DO1+

3 |, DOl-

Ext. OV

Note

When the host controller provides relay input, a flywheeling diode must be installed. Other-
wise, the DO may be damaged.
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Drive Drive

Ext. 5V DC~24V DC Ext: i\iDC~24V DC

/ \ r
< | :%ﬂé

Flywheel diode
44, Do+ polarity incorrect

4 ) DOl1+
3| DOI-
3, DO1-

Ext. OV

e The host controller provides optocoupler input:

Drive Drive

Ext. 5V DC~24VDC Ext. 5V DC~24V DC
T Current limit resistor]
— |~ not connected
/ N
Photocoupler %1 — Photocoupler
4 ) DOL+ 4 g o1
{ bor- 4@ poL
4
-
Ext. OV
Ext. OV X

Note

The maximum permissible voltage and current capacity of the optocoupler output circuit
inside the servo drive are as follows:

« Max. voltage: 30 VDC

o Max. current: DC 50 mA

5.2.4.2 Encoder Frequency-Division Output Signals

Encoder frequency-division output circuit outputs differential signals via the
differential drive. Typically, this circuit provides feedback signals to the host
controller in a position control system. Use a differential or optocoupler receiving
circuit on the host controller side to receive feedback signals. The maximum output

current is 20 mA.
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This section takes the encoder frequency-division output signal of SV67TON-INT as an
example.

For pin assignment of the encoder frequency-division output signal terminal of
SV6TOP-INT, see "Table 5-16 Encoder frequency-division output signals" on page 79.
For pin assignment of the encoder frequency-division output signal terminal of
SV670N-INT, see "Table 5-19 Encoder frequency-division output signals” on page 81.

Drive Host device
Max. output current 20 mA
100 19| PAO+ i
— 10| PAo- / RJ>
100 v
100 11| pBO+ A
20| PBO- / %J>
100 v
10Q 12| PZO+ 0
_ 21| pzO- / H<J>
100 v
13| GND GND
Drive Host device
Max. output current 20 mA
10Q 19 | PAO+ N
10 | PAO- %:g
100 v
10Q 11 | PBO+ A
20 PBO- / p=
100 v
% 100 12 | pzo+ A
— 21| P7O- / %:g
100 v
13 | GND GND
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Encoder phase Z output circuit outputs OC signals. Typically, this circuit provides
feedback signals to the host controller in a position control system. An optocoupler
circuit, relay circuit, or bus receiver circuit shall be used in the host controller to
receive feedback signals.

Drive

Ext. 5V DC~24V DC

% Photocoupler

1=

18| PZ-OUT A

7‘# 13 GND /

é Ext. OV

ACaution

To reduce noise interference, use shielded twisted pairs to connect the 5V GND of the host
controller to the GND of the servo drive.

5.2.4.3 Al/AO Signals

This section takes the analog signal of SV670N-INT as an example.

For pin assignment of the analog signal terminal of SV670P-INT, see "Table 5-17
Specifications of Al/AO signals” on page 79. For pin assignment of the analog signal
terminal of SV670N-INT, see "Table 5-20 Specifications of Al/AO signals" on page 81.

Analog input signal
The input terminal for analog speed and torque signals is All and Al2.

Allis a voltage-type analog input terminal with a resolution of 12 bits. The voltage

value is set in group HO3.

Al2 is a voltage-type analog input terminal with a resolution of 12 bits. The voltage

value is set in group H03.

e Voltage-type input specification: =10 V to +10 V; maximum permissible voltage:
+12V

e Inputimpedance: approx. 74 kQ.
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Drive
’ 25 ,
Analog voltage / all iLow—pass ﬂlter}*‘A/D CONV%
signal input
Analog voltage A2 17 ) -
signal input >—{Low pass f|lterHA/D CONV%
8
T GND\|
~

Analog output signal

The output terminal for analog speed and torque signals is AO1, supporting a voltage
range of =10 V to +10 V. The voltage value is set in group HO4.

Drive

26| AO1 |

8| aND / Analog output
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5.2.4.4 Position Reference Input Signal [P]

For assignment of the position reference input signal terminal pins of SV670P-INT, see
"Table 5-14 Position Reference Input Signals" on page 78.

The reference pulses and signs on the host controller side can be outputted through
the differential drive or open-collector. The following table lists the maximum input
frequency and minimum pulse width.

Table 5-21 Correspondence between pulse input frequency and pulse width

Max. Frequency

Minimum Pulse

Voltage (V.
Pulse Mode (ops) Width (us) ge (V)
Differential 200k 1 >3.0
Low speed
Open-collector 200k 25 24
High-speed differential 4M 0.125 >3.0

Note

« You can either use high-speed pulses or low-speed pulses, but not both of them

together.

o Ifthe output pulse width of the host controller is smaller than the minimum pulse
width, a pulse receiving error will occur on the drive.

e The symbol / represents shielded twisted pairs.

Low-speed pulse reference input

o Differential mode
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e Open-collector mode

Host controller

3

%

GND 47

Servo drive

P PULSE+| 41 2400
. — T
i / | PULSE-|43 ***‘{
A
! |
| |
! |
.

I
I
Lol SIGN+ |37 2400
—f — T
L SIGN- | 39 ***(
A
! |
} I

I
! |
! |
! |
b
L GND |29

i
N v

@ For use of the internal 24 V power supply of the servo drive:

Host controller

Servo drive
24V
+24V power |17
PULLHI| 35 2.4kQ
- PULSEx| 41 2400 .
| | -
3 Ai PULSE-| 43 %%*1{
L 2.4kQ
I
A SIGN+ |37 2400 5
| | -
Lol SIGN- | 39 —**L{
T I
! |
L COM- |14
v <
N
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Host controller Servo drive
24V
O v ]
! |
! |
! |
! |
P
I
! I
3 ! PULLHL| 35  2.4kQ
I
b PULSE*| 41 2400 .
T |
b 43 ﬂ!*(
Do ’
I
P
3 ! 2.4kQ
I
! |
E P SIGN+ |37 2400
o = |
Lo 39 ﬂ“(
é coM- |14

Figure 5-12 Correct: The internal 24 V power supply of the servo drive is used.

Host controller Servo drive

+24V 24V
power supply | 17 T

PULLHI| 35  2.4kQ

PULSE+| 41 200 .
PULSE- | 43 %% {

i

‘

‘

‘

i

|

|

I

i .

| SiGN+ | 37 2400
! 3
|

I

‘

i

I

|

Il

I

|

"

SIGN- | 39 :‘?% :{,

~e- ~
é i ®
No. 14 pin COM- not
connected

Figure 5-13 Incorrect: Pin 14 (COM-) is not connected, leading to failure in forming a

closed-loop circuit.

When the external power supply is used:

= Scheme 1: Using the built-in resistor (recommended)
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Host controller

Host controller

External 0V

Servo drive
External +24 VDC 24V
W7
PULLHL|35  24kQ
M PULSE+| 41 :T 2400 .
i Al PULSE-|43 :'?%:{
‘
i
oo 24kQ
% i SIGN+ 37 2400 .
i ,\i SIGN- |39 :'?—*:{
! i 14
Vo d
\ /

Scheme 2: Using the external resistor

-02-

Servo drive
24V
External +24 VDC a—
O
ExternalOV | | PULLHI[35  24k0
< i I
| | PULSE+|41 2400
| | -
3 ! PULSE-| 43 %*g
I
! I
b
Do 24k0
I | —1
|
| | SIGN+ |37 2400 5
I | -
P SIGN- |39 %%*(
“\ /}
é 14
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Host controller

Host controller

Select resistor R1 based on the following formula.

Servo drive
24V
17
External +24 VDC 2
}/ ‘ PULLHI| 35
RL | ,! 2400
| Rl | i PULSERI4L A )
i -
! / | PULSE-|43 ***‘{
! I
! |
! |
! I
! |
b
! |
Rl i | SIGN+ 37 2400
i -
[ senJ #7=(
o
. ) 14
v
External 0V
Servo drive
24V
17
External +24 VDC
}« “ PULLHL| 35
RL | Al PULSEx[41 2400
T ] {F -
i -
! / | PULSE-)43 ***‘{
! I
! |
! |
! I
! |
b
|
RL | Al SIGN+ |37 2400
e — T
! / | SIGN- |39 ***(
Vo :
I
Lo 14
Exgrnalov é

V..-15

—L— =10 mA

R1 +240

Table 5-22 Recommended resistance of R1

V cc Voltage (V)

R1 Resistance (kQ)

R1 Power (W)

24

24

0.5

12

15

0.5
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» The following figures show examples of improper wiring.
» 1: The current limiting resistor is not connected, resulting in terminal burnout.

"

'@ \// SIGN- | 39 - *H
NN R

4
External OV ®

Figure 5-14 Incorrect wiring example 1: The current limiting resistor is not connected,

Host controller Servo drive
24V
17
External +24 VDC K

resistor not. uS}ld

7V PULLH35,
! I

——. pl PULSEx|4] 2400
S — =

! | PULSEx 43
;’ VA
' I
! I
! |
C
! I

—— 1 %ad SIGN+ (37 200

T
! i
! |
L L
! i
! i
o

resulting in terminal burnout.

= 2: Multiple terminals share the same current limiting resistor, resulting in pulse
receiving error.

Host controller Servo drive

External +24 VDC

Current-imiting
resistor not separated

/ N
~
i i PULLHL| 35 4
i
|_nl PULSExp4l 2400
T =
' | 1 PULSE-[43 =
% VA
! i
! i
' |
! "
¢
! i
| siGN+ 37 2400
N | — -
. ] 1 SIGN- |39 =
v
| Lo 114

v
External 0V

Figure 5-15 Incorrect wiring example 2: Multiple terminals share the same current

limiting resistor, resulting in pulse receiving error.

= Incorrect wiring 3: The SIGN port is not connected, preventing these two ports
from receiving pulses.
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Host controller

Servo drive
24V
7
External +24 VDC
N PULLHI|35
RL |} PULSEx|42 paoQ
e —
i / | PULSE| 43 H*‘
[AVAR
I |
! |
! i
SIGN signal not !
]|
!
=il pl siens {37 2400
s — _
: / SIGN- | 39 *H";
W
. 14
External 0V

®

Figure 5-16 Incorrect wiring example 3: The SIGN port is not connected, preventing

these two ports from receiving pulses.

= Wrong wiring 4: Terminals are connected incorrectly, resulting in terminal

burnout.

Host controller

Collector signal not connected]
to the specified port

1T
\_é/

4 u
% -

Servo drive
24V
External +24 VDC e u
;,« \ PULLHL(35
i
RL | 7! PULSE+|41 2400
e —
| -
_ ! / | PULSE|43 ﬂ}’g
— VA
i v
1 |
|
| |
e
i
— = RL G sIGN+ |37 2400
1 ‘ T — -
|- N sien [ *H‘*g
SR o
o 14
. &
External 0V

Figure 5-17 Incorrect wiring example 4: Terminals are connected incorrectly, result-

ing in terminal burnout.

= Wrong wiring 5: Multiple terminals share the same current limiting resistor,
resulting in pulse receiving error.
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Host controller Servo drive A Host controler Servo drive
24y 2y
17 v T
Extemal 124V0C External+24V0C
powusfas T oz
7 RI™Y puisedlar 2% 0 RI PULSEL| 41 240 0
e =
= " ST o
. e =
/RN sione 3 2100 o e 2o
Feo & oS
sion- {30 i%g Sion 39 f=
evcernal oy Extemalov
Servo drive B Servo drive B
24y 2y
v T i
 ewus PuLhzs
/_RL Y PULSEt 41 200 [PULSE+| 41 200
Py o
buise |2 =t buise [ =
RN sions (31 200 SIGN+ |37 o0
e
sion- {30 ﬂ:g sion [3 f=
-{L‘i - —ﬁ_i B
excernalov Extermalov ®

Figure 5-18 Incorrect wiring example 5: Multiple terminals share one current limiting

resistor, resulting in a pulse receiving error.

High-speed pulse reference input

High-speed reference pulses and signs on the host controller side can be outputted to
the servo drive through the differential drive only.

Host controller Servo drive

A HSIGN+| 42
/ HSIGN- | 40

(2l HPULSE+| 38
/ HPULSE- | 36 J>

GND |29

GND% » 47
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ACaution

The differential input must be 5 V. Otherwise, unstable pulse input will occur on the servo
drive, resulting in the following situations:

o Pulse loss during pulse input
« Reference inverted during reference direction input

« Connect 5V GND of the host controller to the GND of the servo drive to reduce
noise interference.

5.2.5 Cable Requirements

Observe the requirements in standard EN 60204-1 during connecting control circuit
cables.
1/0 signal cable selection

It is recommended to use shielded signal cables to prevent I/O signal circuit from
being disturbed by external noise. Use separate shielded cables for different analog
signals. It is recommended to use shielded twisted pairs for digital signals.

Shielded twisted pair

-
-

Figure 5-19 Diagram of shielded twisted pairs

Control Cable Specifications

Table 5-23 Recommended Control Cable Specifications

Control terminal Drive Model Connector Kit/Material No. AWG
N SV6T0P-INT series servo drive DB44 24-30
SV6TON-INT series servo drive DB26 26-16
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5.3 Encoder Terminal (CN2)

Terminal layout

Encoder signal terminal CN2

Figure 5-20 Terminal pin layout of the encoder

Table 5-24 Pin assignment

Pin No. Assignment Description
1 +5V
5V power suppl
2 GND p pply
3 Reserved -
4 Reserved -
> PS* Encoder signal
6 PS-
Enclosure PE Shield
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Terminal description

T

CTIGIDORIR

[=n) [F1=1=<0clg18 =

B I=

Figure 5-21 Wiring example of the absolute encoder signals ™

Note

o [1] The preceding figure shows the wiring of a 23-bit multi-turn absolute encoder.

« The encoder cable color is subject to the color of the actual product. Cable colors
mentioned in this guide all refer to Inovance cables.

The following figure describes the drain wire color of the battery box.

PinNo.  Color Assignment
1 Red  Powersupply (+)

PinNo.  Color Assignment

2 Black Power supply (-)

Figure 5-22 Drain wire color of the battery box
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Note

o Keep the battery in environments within the required ambient temperature range
and ensure the battery is in reliable contact and carries sufficient power capacity.
Otherwise, encoder data loss may occur.

« Model of the battery box (battery included): S6-C4A

5.4 Communication Terminals CN3 and CN4 [P]

5.4.1 Terminal Layout

CN3 CN4
GND |8 GND |16
RS485- RS485-
RS485+ RS485+
CGND CGND
lD CANL CANL
CANH |1 CANH | g

Figure 5-23 Communication Terminal pin layout of the servo drive

Table 5-25 Description of communication terminal pins

Pin No. Description Description
land9 CANH CAN communication port
2 and 10 CANL
3and 11 CGND CAN communication GND
4and 12 RS485+ RS485 communication port
5and 13 RS485-
6 and 14 - -
7 and 15 - -
8 and 16 GND Ground
Enclosure PE Shield

5.4.2 Wiring Precautions and Requirements

Rules

When using CAN communication, connect the CGND terminal of the host controller
device to the CGND terminal of the servo driver, as shown in the following figure.
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Termination resistor

: 1200
i \
[ | [ | |

| VA VAV Q@ Tanil
/ VY A
/
CANH@CANLCGND )/ 123456178 1234561738
/ CANH CANLCGND GND CANH CANLCGND GND
7£7Gr0und the shield
at one end . .
H Setthi—'tgrtrjnination (recommended). Servo drive Servo drive
resistor DIP switch to ON. Avoid sharing common
ground between the
Master grounding cable and Slave Slave

high-power devices.

Figure 5-24 Correct CAN connection way

ACaution

e The PLC carries built-in communication termination resistor and the
corresponding DIP switch must be set to "ON".

o Itis recommended to ground the shield at single end.

« Do not connect the CGND terminal of the host controller to the GND terminal of
the servo drive. Otherwise, the servo drive may be damaged.

Shield Shield Termination resistor

120Q!

\ I

/ Iy i :
/ - o X :
/) L ® i O

CANH @ CANL CGND / 123456738 12345671738
,Ground the shield | canH cANLCGND GND CANH CANLCGND GND
atone end
H 7% (recommended). . .
Set the termination Servo drive Servo drive
resistor DIP switch to ON. Avoid sharing common
ground between the

Master grounding cable and Slave Slave

high-power devices.

Figure 5-25 Incorrect CAN connection way
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CAN communication bus and multi-node connection

CANopen master

Figure 5-26 CAN communication network topology

Connect the CAN communication network in the bus topology, as shown in "Figure 5-
26 "on page 102.

Connect each CAN transceiving device to the bus by using a branch cable shorter than
0.3 m. Otherwise, reflection may occur and cause communication problems.

CANopen master

Figure 5-27 CANopen wiring diagram
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It is recommended to use shielded twisted pairs. Connect two 120 Q termination
resistors at each end of the bus to prevent signal reflection. Typically, ground the
shield in the single-point grounding mode. Using a multimeter to measure the
resistance between CANH and CANL helps to confirm whether the junction resistance
on the field is correct. The normal resistance value is about 60 Q (with two resistors in
parallel connection). Up to 64 devices can be connected.

When CAN devices communicate over a long distance, CGND of different CAN circuits
must be mutually connected to ensure the reference potential of different
communication devices is the same.

Recommended Connection Modes of Different Cables

Route the twisted pair
cable and CGND cable
closely to each other.

CANL

CGND

PE

Figure 5-28 Recommended connection mode 1

CANH{

CANL—~

CGND-
PE
Connect the shield
to the PE terminal.

Figure 5-29 Recommended connection mode 2
CANL

PE Twist reserved cables together and
connect them to the CGND terminal.

Figure 5-30 Recommended connection mode 3
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CANH —
CANL
CGND

Twist reserved cables together and
connect them to the CGND terminal.

.

PE

/.
~

Connect the shield to the PE terminal for
short-distance low-speed communication.

Figure 5-31 Recommended connection mode 4

CANH —
CANL
CGND

PE

Twist reserved cables together and
connect them to the CGND terminal.

Leave the shield unconnected for
long-distance high-speed communication.

Figure 5-32 Recommended connection mode 5

Wiring for other devices without external CGND ports

e The device is a non-isolated CAN device and shares the GND or COM port with
other signals.

Connect the GND or COM port of the device with the CGND port of Inovance
device, as shown in the following figure.

Servo drive

CANH+

Another device

CANH

CANL
CGNDy

T

CANL

| GND
/COM

Common ground for CAN
cables and other circuits

Figure 5-33 Connection mode for sharing the ground with other circuits

o The CAN terminal of the device has no common ground with other ports.
Do not connect the CGND port to any cable. Use a cable of at least AWG12 to

connect the PE of each device. Separate the cable from the CAN communication
cable by a distance greater than 5 cm, as shown in the following figure.
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Servo drive Another device
CANH / CANH
CANL [ CANL
CGND; abl S:Eoann’:Ete d.

>5cm
PE % PE
The PE cable size must
be greater than AWG12.

Figure 5-34 The CAN terminals of other devices have no external ground ports.

Recommended CAN communication cable layout
CAN communication is susceptible to interference. Route the CAN communication
cables away from interference sources to prevent interference.

Cabinet backplate Cabinet backplate

Servo drive
Other devices

CAN
UNV/W R/S/T routing|

p1f D2

Figure 5-35 Recommended routing modes

Route the CAN cable and any interfering cable perpendicularly to each other. For
parallel routing, keep a distance D1 greater than 20 cm between the CAN cable and an
R/S/T cable, or keep a distance D2 greater than 50 cm between the CAN cable and a
U/V/W cable. If interference cables are routed closely along the backplate of the
cabinet, the distance between the CAN communication cable and the cabinet
backplate must be longer than 1 cm.

The R/S/T power cable, U/V/W power cable, and CAN communication cables, after
passing through the cabinet, are routed in three cable troughs respectively. The
distance L3 among the cable troughs must be longer than 20 cm. The preceding
principle also applies when interference cables and CAN communication cables are
routed in the same cable trough.

-105-



Wiring Terminals

5.4.3 Wiring Examples

5.4.3.1 CAN Communication Connection Example

CAN communication with PLC
The following figure shows the cable used for the communication between the servo
drive and PLC in CAN communication networking.

==

A

Figure 5-36 Outline drawing of cable used for CAN communication between the servo drive

and PLC

NNANAN
i

B

Use a three-conductor shielded cable to connect the CAN bus, with the three
conductors connected to CANH, CANL, and CGND (CGND represents isolated RS485
circuit) respectively. Connect CANH and CANL with twisted pairs. Connect CGND to
the CAN reference ground. Connect the shield to the device ground. Connect a 120Q
termination resistor on each end of the bus to prevent CAN signal reflection.

Table 5-26 Pin connection relation of the cable used for CAN communication between the
servo drive and PLC

RJ45 on the Drive Side (A) PLC Side (B)
Communi Communi
cation Pin No. Description cation Pin No. Description
Type Type
1 CANH 1 CANH
CAN 2 CANL CAN 2 CANL
3 CGND 3 CGND
- Enclosure | PE (shield layer) - Enclosure PE (shield layer)

CAN communication connection for multi-CAN applications
The following figure shows the cable used for parallel connection of multiple servo
drives during CAN communication.

== ifE=

A B

Figure 5-37 Outline drawing of multi-drive communication cable
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Table 5-27 Pin connection relation of multi-drive communication cable (pins in CAN group

used only)
RJ45 on the Drive (A) RJ45 on the Drive Side (B)
Communi Communi
cation Pin No. Description cation Pin No. Description

Type Type

1 CANH 1 CANH

CAN 2 CANL CAN 2 CANL

3 CGND 3 CGND

- Enclosure | PE (shield layer) - Enclosure PE (shield layer)

Use the daisy chain mode for CAN bus, as shown in the following figure.

e Shielded twisted pair cables are recommended for connecting the CAN bus.
Twisted pairs are recommended for connecting CANH and CANL.

e Connect a 120Q) termination resistor on each end of the bus to prevent signal
reflection.

e Connect the reference grounds of CAN signals of all the nodes together.

e Up to 64 nodes can be connected.

bousreeh CANlink bus
CANH [ -
= \ CANL \ \ \_/ iy
erminagon 1\ W ripsion
- 7 — ) ) T
= — PE
PE = | 24VCANH@CANL CGND | | CANH CANLCGND CANH CANLCGND |~
)
Elsmme 2 s o o,
PLC Drive Drive
Master Slave 1 Slave n

Figure 5-38 CAN bus topology

ACaution

Do not connect the CGND terminal of the host controller to the GND terminal of the servo
drive. Otherwise, the servo drive may be damaged.
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5.4.3.2 RS485 Communication Connection Example

RS485 communication connection with PLC
The following figure shows the cable used for 485 communication between the servo

drive and PLC.

==

A

NNANAN
i

Figure 5-39 Outline drawing of cable used for CAN communication between the servo drive

and PLC

Use a three-conductor shielded cable to connect the RS485 bus, with three
conductors connected to 485+, 485-, and GND (GND represents non-isolated RS485
circuit) respectively. Connect RS485+ and RS485- with two conductors twisted
together and connect the remaining conductor to the RS485 reference ground (GND).
Connect the shield to the device ground (PE). Connect a 120Q termination resistor on
each end of the bus to prevent RS485 signal reflection.

Table 5-28 Pin connection relation of the cable used for CAN communication between the
servo drive and PLC

RJ45 on the Drive (A) PLC Side (B)
Communica L Communica .
K Pin No. Description K Pin No. Description
tion Type tion Type
4 485+ 4 485+
RS485 5 485- RS485 485-
8 GND 8 GND
i Encl PE (shield i Encl PE (shield
nclosure layer) nclosure layer)

RS485 communication connection for multi-drive applications

The following figure shows the cable used for parallel connection of multiple servo
drives during RS485 communication.

==

A

ifE=

B

Figure 5-40 Outline drawing of multi-drive communication cable
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Table 5-29 Pin connection relation of the cable used for multi-drive RS485 communication
(pins in 485 group used only)

RJ45 on the Drive (A)

RJ45 on the Drive Side (B)

Communica . Communica L
. Pin No. Description . Pin No. Description
tion Type tion Type
4 485+ 4 485+
RS485 5 485- RS485 5 485-
8 GND 8 GND
i Encl PE (shield i Encl PE (shield
nclosure layer) nclosure layer)

In case of a large number of nodes, use the daisy chain mode for RS485

communication. Connect the reference grounds of RS485 signals of all the nodes (up
to 128 nodes) together.

1200
termination

1200
termination

resistor

Connect
the shield=
to PE.

Set the termination

resistor.
Master

Drive
Slave 1

Figure 5-41 RS485 bus topology

RS485 bus
485+ [
; 485-
/ \ \
[ 7 \ [ ] )i
! /)
485+ 485- GND 485+ 485- GND
e o o

resistor

— Connect

485+ 485- GND " theshield

Set the termination
resistor.

Drive

Slave n

to PE.

ACaution

Do not connect @ (GND) terminal to the CGND terminal of the drive. Failure to comply
may damage the machine.

RS485 bus

Master

Slave 1

Slave 2

Slave 3

Figure 5-42 Daisy chain mode
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The following table lists the maximum number of nodes and transmission distance
supported by the standard RS485 circuit at different transmission rate.

Table 5-30 Transmission distance and number of nodes

Transmission Transmission Number of .
No. Rate (kbps) Distance (m) Nodes (Sl
1 115.2 100 128 AWG26
2 19.2 1000 128 AWG26

5.4.4 Cable Requirements

Communication cable types
Twisted pairs are recommended for CAN communication. Twisted pairs can resist
high-frequency magnetic field noise and reduce radiation escaped from the cables to
the outside, as shown in the following figure.

D

CANH
CANL

Figure 5-43 Twisted pairs

e Thetorque D of a twisted pair must be smaller than 2 cm. Smaller torque indicates
better anti-interference effect.

e During short-distance, low-speed communication, a shielded twisted pair can be
used to enhance the anti-interference capacity. Connect both ends of the shield to
PE.

o During long-distance high-speed communication, shielded cables are not
recommended. This is because large distributed capacitance exists between the
shield and the signal cable, which may cause signal transmission delay.

Communication cable specifications
The transmission distance of the CAN bus is directly related to the baud rate and
communication cables. The following table describes the relationship between the
maximum bus length and the baud rate.

Transmission Cross-sectional Area
No. Speed (bps) . Number of Nodes 2
Distance (m) (mm?)
1 M 25 64 0.205
2 500 k 95 64 0.34
3 100k 560 64 0.5
4 50k 1100 64 0.75
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5.5 Communication Terminals CN3 and CN4 [N]

5.5.1 Terminal Layout

CN3 CN4
16 8
@ RD- RD-
RD+ RD+
@ D- TD-
D+ |9 TD+ | 1

Table 5-31 EtherCAT communication terminal pins

Pin No. Name Description
1 TD+ Data transmit positive
2 TD- Data transmit negative
3 RD+ Data reception+
4and5 - _
6 RD- Data reception—
T7Tand 8 - -
9 TD+ Data transmit positive
10 TD- Data transmit negative
11 RD+ Data reception+
12.and 13 - -
14 RD- Data reception—
15and 16 - -

5.5.2 EtherCAT Communication Connection Example

CN3 and CN4 are EtherCAT connectors. Connect CN4 (IN) to the communication port
of the master and CN3 (OUT) to the next slave. For assignment of CN3/CN4 terminal
pins, see "Table 5-31 EtherCAT communication terminal pins" on page 111.
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EtherCAT

—{ 8

q
RUN /STOP)
MEK

ErSaIND

[TETE)

[ 1¥24303 NI L3NJa3 END

|= [ S \=/
Drive-PLC communication cable

EtherCAT

—{ 8

Drive EtherCAT cable

Figure 5-44 Wiring of communication cables

Topology

The communication topology of EtherCAT is flexible without any limit, as shown in
"Figure 5-45 Communication network topology" on page 113. The drive carries IN and
OUT ports.
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(

SV680N SV680N SV680N SV680N

Figure 5-45 Communication network topology

Linear topology

Master

@:; CN3 @ ouT CN3 @ outT CN3
IN IN
CN4 CN4 CN4

ouT

b
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Redundant ring topology

Master

Ik
Ik

ouT N3 ouT

CN3

CN3 ouT

I I
AL el

I
1k

CN4

Note

When using the redundant ring, set HOE.36 (EtherCAT AL enhanced link) to 1 (Enable), then

power on the drive again.

5.5.3 Cable Requirements

Rules

EtherCAT cables are connected to the network ports (OUT and IN) equipped with
metal shield. The electric characters are compliant with IEEE 802.3 and 1SO 8877

standards.

Communication cable types

Table 5-32 Instructions for communication cable selection

communication cable" on page 115.

Cable o -
upplier
Length fce PP
0.2 m-10m See "Table 5-33 Information for ordering the

The cable price is added by RMB 5 for every
More than additional 1 m based on the price of S6-L-
10m T04-10.0. The cable price is also related to
the magnitude of the order.

Inovance, Haituo and others
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Table 5-33 Information for ordering the communication cable

Material Code Cable Model Length (m)
15040261 S6-L-T04-0.3 0.3
15040262 S6-L-T04-3.0 3.0
15041960 S6-L-T04-0.2 0.2
15041961 S6-L-T04-0.5 0.5
15041962 S6-L-T04-1.0 1.0
15041963 S6-L-T04-2.0 2.0
15041964 S6-L-T04-5.0 5.0
15041965 S6-L-T04-10.0 10.0

Communication cable specifications

Table 5-34 Specifications

(coverage: 100%)

Iltem
uL Compliant with UL certification
CAT.5E cable CAT.5E cable
- - Taro - —
Double shield Braided shield (coverage: 85%), aluminum foil shield

Environmental worthiness

Ambient temperature: -30°C to +60°C, resistant to industrial

oil, corrosive acid and alkali

Cable shield

The EtherCAT communication cable must be Ethernet Category 5 (100BASE-TX)
network cable or high-strength shielded network cable. The cable for the servo drive
must be the shielded network cable with the length no longer than 100 m. The
shielded network cable enhances the anti-interference capacity of the system.

5.6 Description of Communication Terminal (CN5)

Terminal Layout
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Table 5-35 Pin assignment of communication terminal (CN5)

Pin No. Description Description

Al

B1 GND Ground

A4

B4 VBUS USB power supply

A5
B5

A6

B6 DP Differential data transmission

AT

B7 DN Differential data transmission

A8
B8

A9

B9 VBUS USB power supply

Al2

B12 GND Ground

Description

This terminal is a commissioning port connected with the PC. The communication
cable must be of fast-charging Type-C with a magnetic ring. It must be equipped with
a grounding wire, aluminum foil and metal shielding layer. Its length can be up to 3

m.
liAluminum foil
) l Metal shield
'~ ——Ground cable
Figure 5-46 Recommended cables
Note
« Supports online upgrade and background commissioning when the drive is
powered on.

o In USB mode, the terminal only supports download and upload of parameters,
and driver firmware update;

o The terminal uses USB power supply. If there is a fault that cannot be completely
reset, disconnect the USB power supply and drive control power, and then power
on again.

« If you need more USB ports on the computer, use a properly-branded USB
expansion module. In USB mode, to prevent power failure, it is recommended to
use a USB expansion module with independent power supply.
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5.7 CNG6 STO Safety Terminal

Note

The CN6 STO safety function terminal is only suitable for non-standard models (-FS).

Terminal Layout

4STO2 3STO1
dIO'dIC

\

Table 5-36 Pin assignment

Pin No. Description Description
1 COM- STO reference ground
2 24V Internal 24V power supply
3 STO1 Control input for STO1
4 STO2 Control input for STO2

Two isolated inputs are configured to dual-channel inputs of the STO function: STO1/
STO2.

To facilitate commissioning, additional pin with supply voltage (+24V) is integrated.
The bridging of the 24 V terminal to STO1/STO2 is needed in case the safety circuit is
installed but no STO function is needed.

Description

o Electrical specifications and connection of the input circuit
This section describes the characteristics of the input signals assigned to the CN6
connectors.

= Specifications
The servo drive operates normally only when the input states of STO1 and
STO2 are both "High" ("1" or "H").
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The servo drive does not operate when the input states of STO1 or STO2 are
different or are both "Low" ("0" or "L").

» Electrical characteristics of Safety Request Input Signal are as follows:

Item

Characteristics

Description

Voltage range

24VDC (+15%)

This is the value per

Input current 3.6 mA (Typ.
P (Typ.) channel.
Standards of logic levels "0"<5V,"1">15V -
Digital input impedance 6.6 kQ -
s External 24V
28V Servo drive
o
; STO2 >L - ]
com 1 [5%@ | ¥
~

s Internal24V

Servo drive

COM-

e EMCrequirements

= To avoid short circuit between two adjacent conductors, either use cable with
shield connected to the protective bonding circuit on each separate conductor,
or use flat cables with one earthed conductor between each signal conductor.

» Double-shielded or single-shielded twisted multi-pair cable is strongly
recommended.

= Fixand ground the cable shield using a piece of conductive metal.
Example of cable clamp:
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Cable

Cable clamp

Shield (cable sheath stripped)

Fix and ground the cable shield
using a piece of conductive metal.

\ Remove the paint on the

mounting surface.

= The maximum allowable cable length between the drive and the activation

switch is 30 m.

e Other requirements

All wiring must be well protected, routed and clamped where practicable.
It must be assured that there is no pulling or pinching on the cable when

installing.

For cabling the DI inputs of the STO, to avoid common cause failure in the
cables, the two channels must be routed through two well-apart routes, or the
cable must be protected with double-shielded methods.

Cables

Description

Category

Low voltage, double-shielded or single-shielded
twisted multi-pair cable

Maximum size

0.8 mm?(18 AWG)

Minimum size

0.3 mm?(28 AWG)

Maximum length

Applicable servo drives

The max. distance between STO input and the
operating contact is 30 m

STO applies to the following -FS servo drives:

Size Power Range Structure WXHXD (mm?3)
A 0.2 kW-0.4 kW Split-type structure 45.5x 170 x 150
C 0.75 kW—-1.5kW Split-type structure 55x170x 173
D 1.5 kW=3kwW Split-type structure 80x 170 x 183
E 2 kW=7.5kW Split-type structure 90 x 250 x 230
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5.8 Description of the 2nd Encoder Terminal (CN7)

Terminal Layout

Pin Descrip Description Pin Descrip Description
No. tion No. tion
Encoder pulse phase Power supply reference
1 A* Ainput+ ? GND ground
Encoder pulse phase
2 A=A input— 10 ) )
Encoder pulse phase HALL_ .
3 B+ Binput+ 11 Ut Hall signal U
Encoder pulse phase HALL_V+ | Hall signal V
4 B- ) 12
B input—
HALL_ .
5 - - 13 We Hall signal W
Encoder pulse phase
6 z Zinput+ 14 ) )
E h
7 7. ncoder pulse phase 15 i i

Zinput—

Encoder 5V power Encl
8 +5V | supply (load current nclo PE Shield
lower than 200 mA) sure

Note

The total load current cannot exceed 200 mA when No. 8 and No. 14 pins are used together.

Description
Use shielded twisted pairs to match the high input frequency.
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Encoder Servo drive CN7
3 an LAt
L) 2A() J>
Vo
L/ 48() J>
o
z ‘ A ‘ 62+
L 72() >
v
L 9GND
oNeG L L
+5VL_< ! J 8 +5VL

.
N

‘é’/ Shield

e To reduce noise interference, connect the reference ground of the external
encoder to the GND of the drive. Use shielded cables and connect the shield to the
CNT terminal enclosure.

e The input mode of the external encoder is differential input.

e The maximum pulse frequency supported by a phase A/B linear encoder is 4 Mbps.

e The pulse input terminal of a phase A/B encoder supports open circuit detection.

Suppose the current consumed by the motor encoder is 200 mA, you can select the
cable based on the following recommendations.

Table 5-37 Recommended cable between the servo drive and linear motor encoder

Cable Size Q/km Allowable Length (m)
26AWG (0.13 mm?) 143 8.0
25 AWG (0.15 mm?) 89.4 14.0
24 AWG (0.21 mm?) 79.6 15.0
23 AWG (0.26 mm?) 68.5 18.0
22 AWG (0.32 mm?) 54.3 23.0
21 AWG (0.41 mm?) 42.7 29.0

Suppose the current consumed by the motor encoder is higher than 200 mA,

you can select the cable based on the following formula.

L2=

Where, AU is 0.5V, | encoder represents the current consumed by the encoder (see the
encoder user guide for details), and R unit represents the unit resistance (Q/km) of the

cable.
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5.9 Wiring of the External Braking Resistor

Connecting the braking resistor

When the motor torque direction is opposite to the direction of rotation, the energy is
fed back to the servo drive from the motor side, leading to bus voltage rise. Once the
bus voltage rises to the braking threshold, the excessive energy must be consumed by
a braking resistor. Otherwise, the servo drive will be damaged. The braking resistor
can be a built-in or an external one. The internal and built-in braking resistors must
not be used together.

Connect the braking
resistor between
terminals P® and C.

Figure 5-47 Wiring of external braking resistor

For cables used for terminals P®@ and C, see "Table 5-7 Recommended main circuit
cables" on page 73.
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ACaution

Observe the following precautions when connecting the external regenerative resistor:

o The built-in regenerative resistor or jumper bar is not available in models S1R6
and S2R8. If an external regenerative resistor is needed for these models, connect
it between terminals P® and C.

o Remove the jumper between terminals P@® and D before using the external
regenerative resistor. Failure to comply will result in overcurrent and damage the
braking transistor.

« Do not connect the external regenerative resistor to the positive or negative pole
of the bus directly. Failure to comply will damage the servo drive and result in a
fire.

o Select a resistor with resistance higher than or equal to the minimum permissible
value. Failure to comply will result in Er.201 (Overcurrent) or damage the servo
drive.

o Make sure parameters H02.25 (Regenerative resistor setting), H02.26 (Power of
external regenerative resistor) and H02.27 (Resistance of external regenerative
resistor) are set properly before operating the servo drive.

« Install the external regenerative resistor on an incombustible object such as a
metal.
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6 Certification and Standard Requirements

CE Certification

Directive Standard
Servo drive EN 61800-3
EMC Directive EN 61800-6-2
2014/30/EU Servo motor EN 61800-6-4
EN 55011
Low Voltage Servo drive EN 61800-5-1
Directive EN 60034-1
2014/35/EU Servo motor EN 60034-5
RoHS Directive | Servo drive
2011/65/EU | Servo motor EN 50581
UL/cUL certification
Certification Standard
Servo drive UL61800-5-1
UL/cUL C22.2 N0.274-17
certification UL 1004-1
Servo motor UL 1004-6
CSA C22.2 No. 100-14

Note

The product complies with the latest directives and standards of CE, UL/cUL certifications.

KC certification

Certification Standard

KN 61800-3 (Ver 2014.06)

KC certification | Servo drive (IEC 61800-3 Ver 2012.03)

Others
The SV670-INT series servo drives comply with EAC and UKCA certifications.
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6.1 CE Certification

6.1.1

Figure 6-1 CE Marking

The CE mark indicates compliance with the Low Voltage Directive LVD),
Electromagnetic Compatibility (EMC), and Restriction of Hazardous Substances
(RoHS) directives.

The CE mark is required for engaging in commercial business (production,
importation, and distribution) in Europe.

The drive complies with LVD, EMC, and RoHS directives and carries the CE mark.
Machines and devices integrated with this drive must also comply with CE
requirements for distribution in Europe.

The integrator who integrates this drive into other products and attaches CE mark
to the final assembly has the responsibility of ensuring compliance with CE
certification.

Requirements for Compliance with EMC

The drive is applicable to the first environment and second environment and
complies with EMC directive 2014/30/EU and standard EN 61800-3.

As required by EMC Directive 2014/30/EU and standard EN IEC 61800-3, install an EMC
filter on the input side of the drive and use shielded cables on the output side. Ensure
the filter is grounded properly and the shield of the output cable is grounded 360
degrees.

ACaution

When applied in the first environment, the drive may generate radio interference.
In addition to the CE compliance requirements described in this chapter, take
additional measures, if necessary, to prevent the radio interference generated by
the drive.

Introduction to EMC standards

Electromagnetic compatibility (EMC) describes the ability of electrical and electronic
devices or systems to work properly in the electromagnetic environment without
introducing electromagnetic interferences that disturb the operation of other local
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6.1.2

devices or systems. In other words, EMC includes two aspects: 1) The electromagnetic
interference generated by a device during normal operation cannot exceed a certain
limit. 2) The device must have sufficient immunity to the electromagnetic interference
in the environment.

EN 61800-3 defines the following two types of environments.

e First environment: Environment that includes domestic premises, and
establishments directly connected without intermediate transformers to a low-
voltage power supply network which supplies buildings used for domestic
purposes

e Second environment: Environment that includes all establishments other than
those directly connected to a low-voltage power supply network which supplies
buildings used for domestic purposes

Drives are divided into the following four categories based on the intended
application environment.

e Category C1 equipment: Power drive system (PDS) with rated voltage less than
1000 V, intended for use in the first environment.

e Category C2 equipment: PDS with rated voltage less than 1000 V, which is neither
a plug-in device nor a movable device and, when used in the first environment, is
intended to be installed and commissioned only by professionals.

e Category C3 equipment: PDS with rated voltage less than 1000 V, intended for use
in the second environment and not intended for use in the first environment.

e Category C4 equipment: PDS with rated voltage equal to or above 1000 V, or rated
current equal to or above 400 A, or intended for use in complex systems in the
second environment.

Requirements for Compliance with LVD

The drive has been tested in accordance with EN61800-5-1 to determine compliance
with LVD. Observe the following requirements to enable machines and devices
integrated with this drive to comply with LVD.

Installation location

Install the drive in a place with overvoltage category Ill and pollution degree 1 or 2 as
specified by EN61800-5-1.

Installation Environment

For requirements of the installation environment, see "2.1.2 Installation Environment
Requirements" on page 37.
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Protection

The drive must be installed in a fireproof cabinet with doors that provide effective
electrical and mechanical protection. The installation must conform to local and
regional laws and regulations and relevant IEC standards.

IP20-rated drives intended to be installed inside the cabinet must be installed in a
structure that prevents intrusion of unwanted objects from the top and the front.
Main Circuit Cable Requirements
For wiring requirements of main circuit terminals, see "5.1.2 Wiring Precautions and
Requirements"” on page 61.
Requirements of protective devices

To comply with EN 61800-5-1, install a fuse/circuit breaker on the input side of the
drive to prevent accidents caused by short circuit in the internal circuit.

See "8.1.1 Fuse" on page 137 and "8.1.3 Breaker" on page 139 for recommended fuse/
circuit breaker models.

6.2 UL/cUL Certification

(UL )us

LISTED

Figure 6-2 UL/cUL marking

The UL/cUL mark commonly applies to products sold in the United States and
Canada. Products with UL/cUL mark have been inspected and assessed by the UL
organization. To pass UL/cUL certification, main built-in components of electrical
products must also be UL certified.

The drive has been tested in accordance with UL 61800-5-1 and CSA C22.2 No. 274-17
to determine compliance with UL/cUL standards. Observe the following requirements
to enable machines and devices integrated with this drive to comply with UL/cUL
standards.

Installation location
Install the drive in a place with overvoltage category Ill and pollution degree 1 or 2 as
specified by UL61800-5-1.

Ambient temperature

According to the protection level, the ambient temperature must be maintained
within the following range:
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Ambient temperature for open-type drives: 0°C to 50°C.

Installation requirements
Installation requirements for open-type drives:

SV6T0-INT series servo drives are open-type drives that must be installed in a
fireproof cabinet with the housing that provides effective electrical and mechanical
protection. The installation must conform to local laws and regulations and related
NEC requirements.

Main Circuit Cable Requirements

AWarning

On-site installation of output terminals (such as P®, C, and N@) is not allowed.

e Terminals P®, C, and NO are used to connect optional parts. Do not connect these
terminals to an AC power supply.

e To protect the main circuit, separate and cover the surface that may come into
contact with the main circuit.

e The control circuit is the internal safety extra-low voltage (SELV) circuit that must
be strictly insulated and isolated from other circuits. Make sure that the control
circuit is connected to the external SELV circuit.

e Prevent foreign matters from entering the wiring part of the terminal block.

Do not solder the twisted conductors.

The tightening torque may vary with terminals. Tighten terminal screws with the
specified tightening torque. You can use the torque screwdriver, ratchet, or
wrench.

e When using an electric screwdriver to tighten terminal screws, set a low speed to
prevent damage to the terminal screws.

e Tighten the terminal screws with an angle not higher than 5°. Failure to comply
may damage the terminal screws.

Wiring requirements of the control circuit
Observe the requirements in UL508 during wiring.

Cable requirements

Cable dimensions must be compliant with requirements in NEC (National Electric
Code) and CEC (Canadian Electrical Code) Part | and local regulations.

e Use cables with copper conductors.
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e The recommended cable for the main circuit is a class 2 600V indoor heat-resistant
PVC cable with continuous maximum allowable temperature of 75 ° C. The
following conditions are used as premises:

s Ambient temperature: < 40°C.
= Normal operating ratings

If the recommended cables for peripheral equipment or options are not suitable for
the product, contact Inovance.

Cable selection

To comply with UL61800-5-1 and CSA C22.2 No. 274-17, power cables used for the
drive must meet the following requirements:

Compliant with NEC, Table 310-16 of NFPAT0.
Comprised of copper conductors with a rated temperature not lower than 75°C
(167°F)
Cable size must be 14AWG or higher.
With a rated voltage not lower than the rated voltage of the servo drive

e Itisrecommended to use cables compliant with UL758 Style 2517 and Style 2586
as motor main circuit cables.

Requirements of protective devices

To comply with UL61800-5-1, install a fuse/circuit breaker on the input side of the
drive to prevent accidents caused by short circuit in the internal circuit.

Install sufficient protective devices against short circuit in branch circuits according to
applicable regulations and this guide. The drive is applicable to circuits with a rated
breaking capacity lower than 5KA and 65 KA and a maximum voltage of 480 VAC (class
400 V).

Note

All breaker protective devices must be UL-certified.

For the SV670 drive applied in North America, the recommended protective devices are as
follows:

Table 6-1 Recommended protective devices

L Recommended
Circuit X i
Drive Model Class J fuse (A) inverse time lag

breaker (A) breakertt (A)

Single-phase 200 V

S1R6 15 6 40
S2R8 15 10 40

Size A
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L Recommended
. Circuit . .
Drive Model breaker (A) Class J fuse (A) inverse time lag
breaker™ (A)

Size C S5R5 15 20 40
STR6 15 20 100

Size D S012 20 20 100

Three-phase 200 V

. S1R6 15 6 40
Size A S2R8 15 6 40
. S5R5 15 15 40
Size € STR6 15 15 100
Size D S012 20 20 100
S018 40 20 100

Size E S022 40 35 100
S027 40 40 100

Three-phase 400 V

R T3R5 15 6 100
Size C T5R4 15 10 100
Size D T8R4 20 15 100
T012 20 20 100

TO17 40 35 100

Size E T021 40 35 100
T026 40 40 100

Note

[1]: It is recommended to use the inverse time circuit breaker for multiple servo drives con-
nected in parallel.

6.3 KC Certification

Figure 6-3 KC certification mark
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The KC mark indicates compliance with KC and EMC (KCC) standards.

e The KC mark is required for engaging in commercial business (production,
importation, and distribution) in the ROK.

e Machines and devices integrated with this drive must also comply with KC
requirements for distribution in the ROK.

e Theintegrator who integrates this drive into other products and attaches the KC
mark to the final assembly has the responsibility of ensuring compliance with KC
certification.

e Observe the following requirements to enable machines and devices integrated
with this drive to comply with KC standards.

Appllicant Suzhou Inovance Technology Co., Ltd.
AC Servo Drive

Model SV670 series

Made In China

Manufacturer

Suzhou Inovance Technology Co.,Ltd.

H717) (76 W EA 7144
Ao %‘H“%(A—S“) A2 517]7] 524 o)
AL A o] 2% 2344 7] vhebed 7 9] )

A0 AL G o 2 & BA 0.2 ik,

6.4 UKCA Certification

Products exported to Great Britain must carry a UKCA mark. However, the products
with the CE mark can still be exported to the United Kingdom.



Solutions to Common EMC Problems

7

7.1

Solutions to Common EMC Problems

Residual Current Device Malfunction

If a residual current device (RCD) is needed, select the RCD according to the following

requirements:

e Use a B-type RCD because the drive may generate DC leakage current in the
protective conductor.

e Foreach drive, use an RCD whose tripping current is not lower than 100 mA to
prevent RCD malfunction due to high-frequency leakage current generated by the

drive.

e When multiple drives are connected in parallel and share one RCD, select an RCD
whose tripping current is not lower than 300 mA.
e Itisrecommended to use Chint or Schneider RCDs.

When malfunction occurs on the RCD, take the following measures.

Table 7-1 Measures against leakage current

Symptom

Possible Cause

Solution

The RCD trips at
the moment of
power-on.

The anti-interference
performance of the RCD
is weak.

The tripping current of
the RCD is too low.

An unbalanced load is
connected to the rear
end of the RCD.

The capacitance of the
front end of the servo
drive is too high.

« It is recommended to use Siemens or
Schneider RCDs.

« Use a RCD with a higher tripping
current.

« Move the unbalanced load to the front
end of the RCD.

The RCD trips
during operation.

The anti-interference
performance of the RCD
is weak.

The tripping current of
the RCD is too low.

An unbalanced load is
connected to the rear
end of the RCD.

For motor cables and the
motor, the distributed
capacitance to ground is
too high.

o Itis recommended to use Siemens or
Schneider RCDs.

« Use a RCD with a higher tripping
current.

« Install a simple filter on the input side
of the drive and wind the magnetic ring
on the LN and RST cables near the
RCD, as shown in "Figure 7-1 Magnetic
ring on the input side" on page 133.

« Reduce the carrier frequency without
compromising the performance.

« Reduce the length of motor cables.
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7.2

7.3

7.3.1

Drive
PE||R|[S|| T
Length
J <300mm
L/

Magnetic ring
(3 windings)

Figure 7-1 Magnetic ring on the input side

Harmonic Suppression

To suppress harmonics and improve the power factor to allow the drive to fulfill the
standards, install an AC input reactor on the input side of the drive. For details about
reactor models, see "8.1.4 AC Input Reactor" on page 140. For details about the
installation method, see "2.2.2 Instructions for Installing the AC Input Reactor" on

page 46.

Control Circuit Interference

High-speed Pulse Interference [P]

Take the measures listed in the following table to suppress interference.

No. Step
1 Used shielded twisted pair cables with both ends of the cable grounded
(see "5.2.5 Cable Requirements" on page 97).
2 Connect the motor enclosure to the PE terminal of the drive.

-133-




Solutions to Common EMC Problems

No. Step
3 Connect the PE terminal of the drive to the PE terminal of the mains power
supply.
4 Add an equipotential bonding grounding cable between the host controller
and drive (see " Grounding the control cabinet system" on page 68).
5 Separate signal cables from power cables with a distance of at least 30 cm.

Wind the signal cable onto a ferrite clamp or magnetic ring for one to two
6 turns (see "2.2.4 Instructions for Installing the Magnetic Ring and Ferrite
Clamp" on page 47).

At the drive output side, wind the output U/V/W cable onto a magnetic ring
7 for two to four turns. For details, see "2.2.4 Instructions for Installing the
Magnetic Ring and Ferrite Clamp" on page 47.

8 Use shielded power cables and ground the shield properly.

7.3.2 Interference with Control Circuit Wiring
For analog/frequency-division input/fully closed-loop wiring, see "7.3.1 High-speed
Pulse Interference [P]" on page 133 for details.

7.3.3 Common I/0 Signal Interference

The drive generates strong interference during operation. Although EMC measures are
taken, interference may still exist due to improper wiring or grounding during use.
When the drive disturbs or is disturbed by other devices, adopt the following

measures.
Step Solution
1 Use shielded cables as the /0 signal cables and connect the shield to the

PE terminal. For details, see "5.2.5 Cable Requirements" on page 97.

Reliably connect the PE terminal of the motor to the PE terminal of the

2 servo drive, and connect the PE terminal of the servo drive to the PE
terminal of the grid.

Add an equipotential bonding grounding wire between the host controller
and the servo drive.

At the drive output side, wind the output U/V/W cable onto a magnetic ring
4 for two to four turns. For details, see "2.2.4 Instructions for Installing the
Magnetic Ring and Ferrite Clamp" on page 47.

Increase the filter capacitance for low-speed Dls. A capacitance up to 0.1 pF
5 is recommended, as shown in "Figure 7-2 1/0 signal cables with
capacitance increased" on page 135.

Increase the filter capacitance between Al and GND. A capacitance up to
0.22 uF is recommended.
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Step Solution
Wind the signal cable onto a ferrite clamp or magnetic ring for one to two
7 turns (see "2.2.4 Instructions for Installing the Magnetic Ring and Ferrite
Clamp" on page 47).
8 Use shielded power cables and ground the shield properly.
Drive

aﬂ -
0.1uF 0.22uF

1a
WOD

IV
aNo

Figure 7-2 1/0 signal cables with capacitance increased

7.4 Communication Interference

7.4.1 RS485&CAN Communication Interference [P]

Take the measures listed in the following table to suppress interference.

Step Solution

1 Install a 120 Q termination resistor on each end of the bus.

) Replace with multi-conductor shielded twisted pair cables and ground both
ends of the shield.

3 Separate communication cables from power cables with a distance of at
least 30 cm.

4 Adopt daisy chain mode for multi-node communication layout.
Add an equipotential bonding grounding cable between nodes during

5 multi-node communication (See " Grounding the control cabinet system"”

on page 68).
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Step Solution
Install ferrite clamps on both sides of the communication cable or wind the
6 magnetic ring by one or two turns (see "2.2.4 Instructions for Installing the
Magnetic Ring and Ferrite Clamp" on page 47).
At the drive output side, wind the output U/V/W cable onto a magnetic ring
7 for two to four turns. For details, see "2.2.4 Instructions for Installing the
Magnetic Ring and Ferrite Clamp" on page 47.
8 Use shielded power cables and ground the shield properly.

7.4.2 EtherCAT Communication Interference [N]

Take the measures listed in the following table to suppress interference.

No. Step

1 The communication cable must be shielded Cat 5e.

) The communication port is tight and secure without the risk of poor
contact.

3 Separate communication cables from power cables with a distance of at
least 30 cm.
Add an equipotential bonding grounding cable among the nodes during

4 multi-node communication (see " Grounding the control cabinet system"” on
page 68)

5 Ensure the length of the cable between two nodes does not exceed 100 m.
Install ferrite clamps on both sides of the communication cable and wind

6 the magnetic ring by one or two turns (see "2.2.4 Instructions for Installing
the Magnetic Ring and Ferrite Clamp" on page 47).
Install the magnetic ring on the output side (UVW) of the drive by two to

7 four turns (see "2.2.4 Instructions for Installing the Magnetic Ring and
Ferrite Clamp" on page 47).

8 Use shielded power cables and ground the shield properly.
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8 Options

8.1 Peripheral Electrical Components

8.1.1 Fuse
To prevent accidents caused by short circuit, install a fuse on the input side of the
drive.
Table 8-1 List of recommended fuses
Servo drive
. Recommended Fuse
SV6T0-INT series
. Rated Input Current | Manufactur Rated
Size Model ) or Current (A) Model
Single-phase 200 V
. S1R6 2.3 5 FWP-5B
Size A S2R8 4.0 10 FWP-10B
. S5R5 7.9 Bussmann 20 FWP-20B
Size € STR6 9.6 20 FWP-20B
Size D S012 12.8 20 FWP-20B
Three-phase 200 V
. S1R6 1.1 5 FWP-5B
Size A S2R8 23 5 FWP-5B
. S5R5 4.4 15 FWP-15B
Size C
STR6 51 15 FWP-15B
- Bussmann
Size D S012 8.0 20 FWP-20B
S018 8.7 20 FWP-20B
Size E S022 11.0 35 FWP-35B
S027 23.8 40 FWP-40B
Three-phase 400 V
i T3R5 2.4 5 FWP-5B
Size € T5R4 36 10 FWP-10B
. T8R4 5.6 15 FWP-15B
Size D
T012 8.0 Bussmann 20 FWP-20B
TO17 12.0 35 FWP-35B
Size E T021 16.0 35 FWP-35B
T026 21.0 40 FWP-40B
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8.1.2 Electromagnetic Contactor

Table 8-2 Recommended electromagnetic contactor models

Servo drive
. Recommended Contactor
SV670-INT series
. Rated Input Current
Size Model A) Manufacturer| Current (A) Model
Single-phase 200 V
Size A S1R6 2.3 9 LC1 D09
S2R8 4.0 9 LC1 D09
. S5R5 7.9 Schneider 9 LC1 D09
Size C
STR6 9.6 12 LC1D12
Size D S012 12.8 18 LC1D18
Three-phase 200 V
. S1R6 1.1
Size A S2R8 23
. S5R5 4.4 9 LC1 D09
Size C STR6 51 ,
Size D 5012 8.0 Schneider 9 LC1 D09
S018 8.7
Size E S022 11.0 12 LC1D12
S027 23.8 25 LC1 D25
Three-phase 400 V
: T3R5 2.4 9 LC1 D09
Size € T5R4 36 9 LC1 D09
) T8R4 5.6 9 LC1 D09
Size D T012 8.0 Schneider 9 LC1 D09
TO17 12.0 18 LC1D18
Size E T021 16.0 18 LC1D18
T026 21.0 25 LC1 D25
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8.1.3 Breaker

Table 8-3 Recommended circuit breaker models

Servo drive L
. Recommended Circuit Breaker
SV6T0-INT series
) Rated Input Current | Manufac | Current
Size Model Model
(A) turer (A)
Single-phase 200 V
Size A S1R6 2.3 4 OSMC32N2D4
S2R8 4.0 . 6 OSMC32N2D6
. S5R5 7.9 Schneid 16 OSMC32N2D16
Size C er
STR6 9.6 16 OSMC32N2D16
Size D S012 12.8 20 OSMC32N2D20
Three-phase 200 V
. S1R6 1.1 4 OSMC32N3D4
Size A S2R8 23 6 OSMC32N3D6
. S5R5 4.4 16 OSMC32N3D16
Size C STR6 5.1 Schneid 16 OSMC32N3D16
Size D S012 8.0 er 16 OSMC32N3D16
S018 8.7 20 OSMC32N3D20
Size E S022 11.0 25 OSMC32N3D25
S027 23.8 32 OSMC32N3D32
Three-phase 400 V
SizeC T3R5 2.4 4 OSMC32N3D4
T5R4 3.6 6 OSMC32N3D6
Size D T8R4 5.6 Schneid 10 OSMC32N3D10
T012 8.0 or 16 OSMC32N3D16
TO17 12.0 20 OSMC32N3D20
Size E T021 16.0 25 OSMC32N3D25
T026 21.0 32 OSMC32N3D32
Note

o For UL-compliant products, see "Table 6-1 Recommended protective devices" on
page 129 for recommended fuse/circuit breaker models.

o The rated current of the circuit breaker can be reduced as low as the rated current
of the drive, if the load and operation conditions permit.

« This table only lists the recommended models. You can also use fuses/circuit
breakers of the same specifications from other manufacturers that comply with UL
North America certification.
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If a residual current device (RCD) is needed, select the RCD according to the following
requirements:

e Use a B-type RCD because the drive may generate DC leakage current in the
protective conductor.

e Foreach drive, use an RCD whose tripping current is not lower than 100 mA to
prevent RCD malfunction due to high-frequency leakage current generated by the
drive.

e When multiple drives are connected in parallel and share one RCD, select an RCD
whose tripping current is not lower than 300 mA.

e Use Chint or Schneider RCDs (recommended).

8.1.4 AC Input Reactor

Selection

An AC input reactor is optional and mainly used to reduce harmonics in the input
current. Install an external reactor as needed in actual applications. The following
table lists the recommended manufacturers and models of input reactors.

Table 8-4 AC input reactor model selection

Servo drive
SV670-INT series Ao REE s Inductance
) Rated Input (mH)
Size Model Current (A)
Three-phase 200 V
Size A S1R6 1.1 MD-ACL-10-5-4T 5
S2R8 2.3 MD-ACL-10-5-4T 5
Size C S5R5 4.4 MD-ACL-10-5-4T 5
STR6 5.1 MD-ACL-10-5-4T 5
Size D S012 8.0 MD-ACL-10-5-4T 5
S018 8.7 MD-ACL-15-3-4T 3
Size E S022 11.0 MD-ACL-15-3-4T 3
S027 23.8 MD-ACL-40-1.45-4T 1.45
Three-phase 400 V
, T3R5 2.4 MD-ACL-10-5-4T 5
Size C T5R4 36 MD-ACL-10-5-4T 5
) T8R4 5.6 MD-ACL-10-5-4T 5
Size D
T012 8.0 MD-ACL-10-5-4T 5
T017 12.0 MD-ACL-15-3-4T 3
Size E T021 16.0 MD-ACL-40-1.45-4T 1.45
T026 21.0 MD-ACL-40-1.45-4T 1.45
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Dimensions

e Inovance input reactors
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Figure 8-1 Dimensions of 10 A to 15 A AC input reactors
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Figure 8-2 Dimensions of 40 A (1.45 mH) AC input reactors
Table 8-5 Dimensions of Inovance AC input reactors (unit: mm)

Model | A B [ c | o E F G H | J
MD-ACL-10-5-4T 150+2 | 155 8 160 80 10 85+2 | 1002 | 125+1 | @7x10
MD-ACL-15-3-4T 150+2 | 155 8 160 80 10 85+2 | 1002 | 125+1 | @7x10
MD-ACL-40-1.45-4T | 180+2 | 185 | 16 | 200 | 105 10 9542 | 117+2 | 1501 | @7x10

8.1.5 EMC filter

Selection

To comply with EN IEC 61800-3 requirements in terms of radiated and conducted
emission, install an EMC filter listed in the following table. EMC filter options are FN
2090 and FN 3287 series EMC filters manufactured by Schaffner. Select the EMC filter
according to the rated input current of the servo drive, as shown in the following

table.

-142-




Options

Table 8-6 Standard EMC filter model and appearance

Filter Model

Appearance

Schaffner

FN2090 series

FN3287 series

Table 8-7 Filter model selection (Schaffner)

Servo drive
SV6T0-INT series

Applicable Filter

Rated Input Current
Size Model
(A)
Single-phase 200 V
S A SIR6 23 FN 2090-3-06
S2R8 40 FN 2090-4-06
. S5R5 7.9 FN 2090-8-06
Size € STR6 9.6 FN 2090-10-06
Size D 012 128 FN 2090-16-06
Three-phase 200 V
. SIR6 11 FN 3287-10-44-C28-R65
Size A S2R8 23 FN 3287-10-44-C28-R65
, S5R5 44 FN 3287-10-44-C28-R65
Size € STR6 5.1 FN 3287-10-44-C28-R65
Size D S012 8.0 FN 3287-10-44-C28-R65
S018 8.7 FN 3287-10-44-C28-R65
Size E 5022 11.0 FN 3287-16-44-C33-R65
5027 238 FN 3287-25-33-C33-R65
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Servo drive
SV6T0-INT series . .
Applicable Filter
Rated Input Current
Size Model
(A)
Three-phase 400 V
Size C T3R5 2.4 FN 3287-10-44-C28-R65
. T5R4 36 FN 3287-10-44-C28-R65
Size D T8R4 5.6 FN 3287-10-44-C28-R65
€ T012 8.0 FN 3287-10-44-C28-R65
TO17 12.0 FN 3287-16-44-C33-R65
Size E T021 16.0 FN 3287-16-44-C33-R65
T026 21.0 FN 3287-25-33-C33-R65
Dimensions

o Dimensions of Schaffner FN 2090 series filters

e Dimensions of Schaffner FN 3287 series filters
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Figure 8-3 Dimensions of FN 2090 series filters (unit: mm)
Table 8-8 Dimensions of FN 2090 series filters (unit: mm)
Rated
Current A B ¢ D E F G H | J K L M N
(A)
3
4 85 54 303 | 648 | 498 | 75 | 27 | 123|208 | 199 | 53 | 63 | 07 |6.3x08
6
8 113.5+1 | 57.5%+1 [454+1| 94*1 | 56 | 103 | 25 | 124 | 324 | 155 | 44 | 6 1 |63x0.8
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Table 8-9 Dimensions of FN 3287 series filters (unit: mm)

Figure 8-4 Dimension drawing of FN 3287 series filters (unit:

mm)

Rated
Current A B C D E F G H Jx2 K LE1 M
(A)
10 180 40 112 153 0.8 170 20 4.5 94 11 68 M5
16 200 45 112 170 0.8 185 25 5.4 102 11 76 M5
25 205 45 132 173 0.8 190 25 5.4 113 13 83 M5

8.1.6 Magnetic Ring and ferrite clamp

The magnetic ring is intended to be installed on the input or output side of the drive.
Install the magnetic ring as close to the drive as possible. Installing the magnetic ring

on the input side can suppress the noise in the input power supply system of the

drive. When it is installed on the output side, it can reduce the interference generated

by the drive to external devices and the bearing current.

In applications with leakage current and signal cable interference, install a magnetic
ring or a ferrite clamp.

Selection

e Amorphous magnetic ring: featuring a high permeability within 1 MHz and
excellent anti-interference performance, but not as low-cost as the ferrite clamp.
See " Dimensions" on page 146.

o Ferrite clamp: featuring a good interference suppression performance within a
frequency band above 1MHz, applicable to low-power servo drives and signal
cables, low-cost and easy to install
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Magnetic Ring and Ferrite Clamp

Appearance

Dimensions

DY644020H
Magnetic ring

DY805020H
Ferrite clamp DYR-130-B

HT

Figure 8-5 Dimensions of the magnetic ring

Table 8-10 Dimensions of the magnetic ring

Model Size (ODXIDXHT) (mm)
DY644020H 64 X 40X 20
DY805020H 80 X 50X 20
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@13

31.0

32.0

33.0

Figure 8-6 Dimensions of the ferrite clamp

Table 8-11 Dimensions of the ferrite clamp

Model

Size (Length X OD X ID) (mm)

DYR-130-B

32.0 X 31X 13

8.2 Braking Resistor

When the motor torque direction is opposite to the direction of rotation, the energy is
fed back to the servo drive from the motor side, leading to bus voltage rise. Once the
bus voltage rises to the braking threshold, the excessive energy must be consumed by
a braking resistor. Otherwise, the servo drive will be damaged. The braking resistor
can be a built-in or an external one. The internal and built-in braking resistors must
not be used together. Specifications of the braking resistor are as follows.

Table 8-12 Specifications of the braking resistor

Specifications of Built-in Braking Resistor Min. Permissible
s Drive Model Resistance of External
ervo Drive Mode Processing Power (Pa A q
Resistance (Q) Power (Pr) (W) gW (Pa) Braking Resistor (Q)
W) (H02.21)
SV6TONS1R6I-INT -
SV67ONS2R8I-INT - 40
SV6TONS5R5I-INT 50 50 40
SV67ONSTR6I-INT 20
T E— 25 80 64
SV67ONSO12I-INT 15
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Specifications of Built-in Braking Resistor

Min. Permissible

Servo Drive Model Processing Power (Pa) Resist‘ance Of. External
Resistance (Q) Power (Pr) (W) w) Braking Resistor (Q)
(H02.21)

SV6TONSO18I-INT

SV6TONS022I-INT 20 100 80 20
SV6TONS027I-INT

SV6TONT5RAI-INT 100 60
SV6TONTSRAI-INT 80 64 45
SV6TONTO12I-INT 20 40
SV6TONTO1T7I-INT 35
SV6TONTO21I-INT 35 100 80 .
SV6TONTO261-INT

Note

o The built-in regenerative resistor is not available in standard S1R6 or S2R8 models.
You can install an external regenerative resistor as needed or contact Inovance to
order customized S1R6 and S2R8 models that carry the built-in regenerative

resistor.

o The processing power (P a) of the built-in regenerative resistor is affected by the
ambient temperature and actual load rate of the drive.

The kinetic energy generated upon braking of a reciprocating motor is converted into
electric energy that fed back to the bus capacitor. When the bus voltage rises above
the braking voltage threshold, the braking resistor starts consuming the excessive
energy fed back by the motor. The motor speed curve is as shown in "Figure 8-7 " on

page 148.

Energy calculation

Motor speed

Decelerate
r—

—]

Decelera

N/

Motor reciprocating period T

Figure 8-7 Motor speed curve

Timet

The built-in braking resistor is not available in SV67T0NS1R6I-INT and SV670NS2R8I-
INT models. An external braking resistor is needed when the rotational energy of the

motor and the load exceeds the values listed in the following table.
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Drive Model

Regenerative Energy That
Can Be Absorbed (W)

Remarks

SV670NS1R6I-INT

13.15

SV6TONS2R8I-INT

26.29

The input voltage of the main
circuit power supply is 220 VAC.

o The following table shows the energy generated by a 200 V motor in decelerating

from the rated speed to a standstill during no-load operation.
Values inside the parentheses "()" are for the motor with a brake.

Table 8-13 200 V motor energy data

EO Generated Max. Braking Ene
. ) i . x. Braking Ener
Capacity Servo Motor Model Rotor Inertia During Decelerating Absorb gd b &Y
sorbe
(kw) S e J (10 “kgm?) from Rated Speed to R y(J)
i
a Standstill (J) P €
0.05 MS1H1-05B30CB-A330Z-INT 0.026 0.13
' MS1H1-05B30CB-A332Z-INT (0.028) (0.14)
01 MS1H1-10B30CB-A330Z-INT 0.041 0.20 93
' MS1H1-10B30CB-A332Z-INT (0.043) (0.21) ’
02 MS1H1-20B30CB-A330R-INT 0.0938 0.46
’ MS1H1-20B30CB-A332R-INT (0.106) (0.52)
04 MS1H1-40B30CB-A330R-INT 0.145 0.72 1859
: MS1H1-40B30CB-A332R-INT (0.157) (0.78) :
0.55 MS1H1-55B30CB-A330R-INT 0.55 2.72 32.42
MS1H1-75B30CB-A330R-INT 0.68 3.36
0.75 32.42
MS1H1-75B30CB-A332R-INT (0.71) (3.51)
1 MS1H1-10C30CB-A330R-INT 0.82 4.05 304
MS1H1-10C30CB-A332R-INT (0.87) (4.30) ’
1 MS1H2-10C30CB-A331R-INT 1.78 8.80 2.4
MS1H2-10C30CB-A334R-INT (2.6) (12.86) ’
15 MS1H2-15C30CB-A331R-INT 2.35 11.6 47.68
’ MS1H2-15C30CB-A334R-INT (3.17) (15.68) ’
20 MS1H2-20C30CB-A331R-INT 2.92 14.44 78,19
’ MS1H2-20C30CB-A334R-INT (3.74) (18.49) ’
MS1H2-25C30CB-A331R-INT 3.49 17.26
2.5 114.43
MS1H2-25C30CB-A334R-INT (4.3) (21.26)
MS1H2-30C30CB-A331R-INT 6.4 31.65
3.0 114.43
MS1H2-30C30CB-A334R-INT (9.38) (46.38)
MS1H2-40C30CB-A331R-INT 9 4451
4.0 114.43
MS1H2-40C30CB-A334R-INT (11.98) (59.24)
MS1H2-50C30CB-A331R-INT 116 57.36
5.0 114.43
MS1H2-50C30CB-A334R-INT (14.58) (72.10)
MS1H3-85B15CB-A331R-INT 13.56 16.45
0.85 32.42
MS1H3-85B15CB-A334R-INT (15.8) (17.3)
13 MS1H3-13C15CB-A331R-INT 19.25 22 4768
’ MS1H3-13C15CB-A334R-INT (21.5) (22.86) :
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EO Generated

Max. Braking Energy

Capacity Servo Motor Model Rotor Inertia During Decelerating
. 4 7 Absorbed by
(kw) MG e J (10 * kgm 4) from Rated Speed to )
i Capacitor E ¢ (J)
a Standstill (J)
18 MS1H3-18C15CB-A331R-INT 24.9 30.78 78.19
’ MS1H3-18C15CB-A334R-INT (27.2) (33.63) ’
MS1H3-29C15CB-A331R-INT 44.7 55.26
2.9 114.43
MS1H3-29C15CB-A334R-INT (52.35) (64.72)
MS1H3-44C15CB-A331R-INT 64.9 80.23
4.4 114.43
MS1H3-44C15CB-A334R-INT (72.55) (89.69)
01 MS1H4-10B30CB-A330Z-INT 0.102 0.50 93
’ MS1H4-10B30CB-A332Z-INT (0.104) (0.51) ’
02 MS1H4-20B30CB-A331R-INT 0.22 1.09 93
’ MS1H4-20B30CB-A334R-INT (0.23) (1.14) ’
04 MS1H4-40B30CB-A331R-INT 0.43 2.13 18.59
’ MS1H4-40B30CB-A334R-INT (0.44) (2.18) ’
0.55 MS1H4-55B30CB-A331R-INT 1.12 5.54 32.42
MS1H4-75B30CB-A331R-INT 1.46 7.22
0.75 32.42
MS1H4-75B30CB-A334R-INT (1.51) (7.47)
MS1H4-10C30CB**31R-INT 1.87 9.25
1.0 " 3242
MS1H4-10C30CB**34R-INT (1.97) (9.74)

e The following table shows the energy generated by a 400 V motor in decelerating

from the rated speed to a standstill during no-load operation.
Values inside the parentheses "()" are for the motor with a brake.

Table 8-14 400 V motor energy data

Braking Energy E O
. . G ted Duri Max. Braki
Capacity Servo Motor Model Rotor Inertia enerated buring ax. braking Ener'gy
4 2 Decelerating from | Absorbed by Capacitor
(kW) MSIH*-*#rwkk _kwwnx J(10 kgm )
Rated Speed to a Ec(J)
Standstill (J)
10 MS1H2-10C30CD-A331R-INT 178 8.8 3601
’ MS1H2-10C30CD-A334R-INT (2.6) 12.86 '
15 MS1H2-15C30CD-A331R-INT 2.35 11.62 B
’ MS1H2-15C30CD-A334R-INT (3.17) (15.68) ’
20 MS1H2-20C30CD-A331R-INT 2.92 14.44 6431
' MS1H2-20C30CD-A334R-INT (3.74) (18.49) ’
25 MS1H2-25C30CD-A331R-INT 3.49 17.26 6431
’ MS1H2-25C30CD-A334R-INT (4.3) (21.26) ’
10 MS1H2-30C30CD-A331R-INT 6.4 31.65 6431
’ MS1H2-30C30CD-A334R-INT (9.38) (46.38) :
MS1H2-40C30CD-A331R-INT 9 44.51
4.0 105.47
MS1H2-40C30CD-A334R-INT (11.98) (59.24)
MS1H2-50C30CD-A331R-INT 116 57.36
5.0 154.35
MS1H2-50C30CD-A334R-INT (14.58) (72.10)

-150-




Options

Braking Energy E O
. X Generated During Max. Braking Energy
Capacity Servo Motor Model Rotor Inertia - :
e rrrrrrr tren 4 2 Decelerating from | Absorbed by Capacitor
(kw) MSLH**#xkx _xxx J (10 * kgm %)
Rated Speed to a Ec(J)
Standstill (J)
MS1H3-85B15CD-A331R-INT 13.56 16.76
0.85 36.01
MS1H3-85B15CD-A334R-INT (15.8) (19.53)
13 MS1H3-13C15CD-A331R-INT 19.25 23.8 5373
’ MS1H3-13C15CD-A334R-INT (21.5) (26.58) ’
18 MS1H3-18C15CD-A331R-INT 24.9 30.78 6431
’ MS1H3-18C15CD-A334R-INT (27.2) (33.63) ’
29 MS1H3-29C15CD-A331R-INT 44.7 55.26 6431
' MS1H3-29C15CD-A334R-INT (52.35) (64.72) ’
MS1H3-44C15CD-A331R-INT 64.9 80.23
44 105.47
MS1H3-44C15CD-A334R-INT (72.55) (89.69)
MS1H3-55C15CD-A331R-INT 86.9 107.43
55 154.35
MS1H3-55C15CD-A334R-INT (94.55) (116.89)
MS1H3-75C15CD-A331R-INT 127.5 157.62
7.5 154.35
MS1H3-75C15CD-A334R-INT (135.15) (167.08)

If the total braking time T is known, you can determine whether an external braking
resistor is needed and the power required using the following flowchart and formula.

Selection of the braking resistor for a servo rotary motor
o Without external load torque
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Braking
resistoris
not required

Determine reciprocating
period T(s)

———————————— According to actual conditions

]

Determine motor speed
V(m/s)

from the commissioning software

1

Determine load and
motor inertia ratio (N)

Through the section on inertia

]

identification of the Function Guide

Calculate braking energy
E,()

E,=(N+1) E,=(N+1) X JX\2+182

J: no-load moment of inertia of motor shaft
V: motor speed

]

N: Load-motor inertia ratio

Determine energy absorbed
by capacitor E (J)

777777777777 According to the table above

I

Braking
resistor is
required

braking resistor - ——-—-

Calculate

power P, ° T

Use built-in
braking
resistor

-

End

Use external
braking
resistor

Derate by 70%
and use ext.
braking resistor
P

r

]

Figure 8-8 Flowchart for selecting the braking resistor
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Note

Take the process in which the motor decelerates from 3000 RPM to 0 RPM as an
example. Assume that the load inertia is (N x Motor inertia), then the braking
energy is (N + 1) x E o when the motor decelerates from 3000 RPM to 0 RPM. The
energy consumed by the braking resistoris (N + 1) x Eo - E ¢ (E c represents the
energy absorbed by the capacitor). Suppose the reciprocating cycle is T, then the
power of the regenerative resistor needed is 2 x [(N+ 1) x Eo- Ec]/T. See "Table 8-
13" on page 149 and "Table 8-14 " on page 150 for values of Egpand E c.

Determine whether to use the regenerative resistor according to the preceding
figure and select a built-in or an external regenerative resistor as needed. Then, set
H02.25 accordingly.

The resistor with aluminum case is recommended.

Take the H1 series 750 W model as an example. Assume that the reciprocating
cycle (T) is 2s, the maximum speed is 3000 RPM, and the load inertia is (4 x Motor
inertia), then the required power of the braking resistor is as follows:

IX[N+L)XEE]  2X[(4+1)X6.824-32.422]
o™ T B 2

=1.698W

The calculated result is smaller than the processing capacity (P ais 40 W) of the
built-in braking resistor, so a built-in braking resistor is enough.

If the inertia ratio in the preceding example is changed to 10 x motor inertia, and
other conditions remain the same, the power of the braking resistor required will
be as follows:

2X[(N+1) X E,-E ] 2X [(10+1) X 6.824-32.422]

P= = =42.642W
b T 2

The calculation result is larger than the processing capacity (P ais 40 W) of the
built-in braking resistor, so an external braking resistor is required. The
recommended power of the external braking resistoris P =+ (1 - 70%) = 142.14 W.

vt Related parameters:

X Change
Parameter Hex Name Value Default Unit
Mode
H02.21 2002-16h | Permissible 10 to 1000Q 40 Q Unchangea
minimum ble
resistance of
braking resistor
H02.24 2002-19h | Resistor heat 10% to 100% 30 % Real-time
dissipation
coefficient
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Parameter Hex Name Value Default Unit Change
Mode
H02.25 2002-1Ah | Braking resistor 0: Built-in 3 - Real-time
type 1: External, natural cooling
2: External, forced air cooling
3: No resistor needed
H02.26 2002-1Bh | Power of external | 1 W-65535W 40 w Real-time
braking resistor
H02.27 2002-1Ch | Resistance of 150 to 1000Q 50 Q Real-time
external braking
resistor
» Braking resistor not needed
When E 1is smaller than E ¢, no braking resistor is required because the braking
energy can be absorbed by the bus capacitor. In this case, set H02.25 to 3.
s Using the built-in braking resistor
When Ppis smaller than Paand E 1 is greater than E ¢, use the built-in braking
resistor. In this case, set H02.25 to 0.
When using the built-in braking resistor, connect terminals P® and D with a
jumper bar.
= Using an external braking resistor
When P is greater than P, use an external braking resistor. Set H02.25 to 1 or
2 based on the cooling mode of the braking resistor.
Use the external braking resistor with 70% derated, that is, P requals to P /(1 -
70%), and ensure the resistance of the braking resistor is higher than the
minimum allowed resistance allowed by the servo drive. Remove the jumper
bar between terminals P® and D, and connect the external braking resistor
between terminals P® and C.
Set H02.25 to 1 or 2 based on the cooling mode of the braking resistor. Check
and set the following parameters.
¥¢ Related parameters:
Parameter Hex Name Value Default Unit Change
Mode
H02.21 2002-16h | Permissible 10 to 1000Q 40 Q Unchangea
minimum ble
resistance of
braking resistor
H02.26 2002-1Bh | Power of external | 1 W-65535W 40 w Real-time
braking resistor
H02.27 2002-1Ch | Resistance of 15Q to 1000Q 50 Q Real-time
external braking
resistor
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ACaution

Set the power and resistance of the external regenerative resistor in H02.26 and
HO02.27.

Ensure the resistance of the external regenerative resistor is higher than or equal
to the permissible minimum resistance.

When the regenerative resistor is used at its rated power rather than the
processing power (average value) in environments within the specified
temperature range, the temperature of the resistor will rise to above 120°C under
continuous braking. To ensure safety, cool the resistor down through forced air
cooling, or use a resistor equipped with a thermal switch. For the load
characteristics of the regenerative resistor, consult with the manufacturer.

Set the heat dissipation coefficient based on the heat dissipation condition of
the external braking resistor.

Y¢ Related parameters:

) Change
Parameter Hex Name Value Default Unit
Mode
H02.24 2002-19h | Resistor heat 10% to 100% 30 % Real-time
dissipation
coefficient
Note

Higher resistor heat dissipation coefficient indicates higher braking efficiency.

External load torque applied, motor in generating state

When the motor direction of rotation is the same with the shaft direction of
rotation, the motor outputs energy to the outside. In some applications where the
motor direction of rotation is opposite to the shaft direction of rotation, the motor
is in the generating state and feeds the electric energy back to the servo drive.

When the load is in the generating state continuously, it is recommended to adopt
the common DC bus mode.
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Motor speed
| | |
| | |
| | |
| | |
| | |
T T T
| | |
| | |
| | |
| | |
External | | |
load torque | | |
| | |
| | |
| | |
| | |
~ ~——
| | |
| | |
| | |
| | |
Motor output ! ! !
torque : : :
| | |
| | |
| | |
\/\l |
| | | |
| | | |
Il {} L |
Generating  Motoring Generating Motoring

Figure 8-9 Example of the curve with external load torque

Take H1 series 750 W models (rated torque: 2.39 N-m) as an example. When the
external load torque is 60% of the rated torque and the motor speed reaches 1500
RPM, the power fed back to the drive is (60% x 2.39) x (1500 x 21/60) = 225 W. As
the braking resistor needs to be derated by 70%, the power of the external braking
resistor is 225/(1 - 70%) = 750 W, with resistance being 50 Q.

Selection of the braking resistor for a direct drive motor
o Without external load torque
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Determine reciprocating
period T(s)

]

Determine motor speed
V(m/s)

1

Determine load-motor

inertia ratio (N)

]

Calculate braking energy

1

]

Determine energy absorbed

by capacitor E.(J)

Braking
resistor is
not required

I

No

Braking
resistor is
required

According to actual conditions

According to actual conditions or
from the commissioning software

Through the section on inertia
identification of the Function Guide
E= (E-E,-E)

E: feedback energy at deceleration (J)

E,: energy consumed by motor windings (J)
E.: energy consumed by friction (J)

According to the table above

Calculate

braking resistor

power P,

Use built-in
braking
resistor

-

End

Use external
braking
resistor

Derate by 70%
and use ext.
braking resistor
P

r

Figure 8-10 Flowchart for selecting the braking resistor

Note

Determine whether to use the regenerative resistor and select a built-in or an

external one as needed, and then set H02.25 accordingly.

The resistor with aluminum case is recommended.

= Calculate the feedback energy at each deceleration
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Ej= 2 X (M,#M) X (V2V,)

E s: Feedback energy during deceleration (J)
M m: Motor rotor mass (kg)
M : Load mass (kg)
V1: Speed before deceleration (m/s)
V2 : Speed after deceleration (m/s)
= Determine the energy consumed by the motor

E,=3X1,2X (R,+2) Xt,

E m: Energy consumed by the motor winding (J)
I'm: Current at deceleration (A)

Rm: Motor phase resistance (Q)

t4: Deceleration time (s)

= Determine the energy consumed by friction (the friction consumption of a
direct drive motor is not great, and can be ignored if the working
conditions permit)

1
E= el XT X (V-V,) Xt,

Ef: Energy consumed by friction (J)
T+: Friction resistance (N)
V1: Speed before deceleration (m/s)
V2 : Speed after deceleration (m/s)
tq: Deceleration time (s)
= Determine the energy consumed by the drive
E=E.E,E,
E 1: Energy consumed by the drive (J)

= Determine the energy consumed by the braking resistor

» E1>Ec:The braking resistor is required.
s E1<Ec:The braking resistor is not required.

= Calculate the power of the braking resistor
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P,=2X (E-E) =T
P=P,+03

Pb: Power to be handled by the braking resistor (W)

P r: Recommended braking resistor power (W)

T: Motor cyclic operation period (s)

0.3: Resistor heat dissipation coefficient (setpoint of H02.24)

m Take the S5R5 model as an example:
Assume that the reciprocating period T=2s, the maximum operating speed is 8
m/s, deceleration ends at 0Om/s in 0.05 s, load mass is three times of motor
mass, and friction torque is 2.5 N-m. When motor mass is 0.6 kg, phase
resistance is 1.53 Q and force constant is 23.5 N/Arms, then:

The deceleration current can be obtained by monitoring HOb.24 (RMS of phase
current) at deceleration:

Im=15(A)

Energy calculation:
E= %x (1+3) X0.6X8=76.8 (J)
E,=3+15+ 1723 X0.05=25.82 (J)
= 12 5%8%0.05=0.5(J)

2
E,=E-E,-E,=50.48 (J)

Because E 1 >E ¢, you need to use a braking resistor. The power of the braking
resistor:
P=2X (50.48-32.42) +2=18.06 (W)

Because P, <P 5 (the power that can be handled by a built-in braking resistor)
resistor, you can use a built-in braking resistor

e External load torque applied, motor in generating state
When the motor direction of rotation is the same with the shaft direction of
rotation, the motor outputs energy to the outside. In some applications where the
motor direction of rotation is opposite to the shaft direction of rotation, the motor
is in the generating state and feeds the electric energy back to the servo drive.

When the load is in the generating state continuously, it is recommended to adopt
the common DC bus mode.
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Motor speed
| | |
| | |
| | |
| | |
| | |
T T T
| | |
| | |
| | |
| | |
External | | |
load torque | | |
| | |
| | |
| | |
| | |
~ ~——
| | |
| | |
| | |
| | |
Motor output ! ! !
torque : : :
| | |
| | |
| | |
\/\l |
| | | |
| | | |
Il {} L |
Generating  Motoring Generating Motoring

Figure 8-11 Example of the curve with external load torque

8.3 Shield bracket

To reduce electromagnetic interference, an EMC bracket and clamp are used with the

drive cables.
uﬂ\‘!ﬁ@

Figure 8-12 Shield bracket

8.4 Absolute Encoder Batteries

EMC filter selection

Select an appropriate battery according to the following table.
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Table 8-15 Description of the absolute encoder battery

temperature (°C)

Rating
Specification Item . Typical Condition
Min. Max.
Value

External battery W
voltage (V) 3.2 3.6 5 In standby state
Circuit fault
voltage (V) - 2.6 - In standby state
Battery alarm
voltage (V) 2.85 3 3.15 -

5 In normal

Output: 3.6V, c . i i operation
2500 mAh urren

consumed by the . 10 . Ir;}s';?nflbty St;tf_’“
circuit (UA) shatt at standst

80 In standby state,

i i shaft rotating
Ambient
o 0 - 40
temperature (°C) Same as the
Storage motor.
-20 - 60

The preceding values are obtained under an ambient temperature of 20°C.

Note

o [1]: The "standby state" means the encoder counts the multi-turn data by using
the power from the external battery when the servo drive power supply is not
switched on. In this case, data transceiving stops.

o [2]: During normal operation, the absolute encoder supports one-turn or multi-
turn data counting and transceiving. Power on the servo drive after connecting the
absolute encoder properly. The encoder starts data transceiving after a short
delay of about 5s upon power-on. The motor speed must be lower than or equal
to 10 rpm during transition from the standby state to the normal operation state
(upon power-on). Otherwise, Er.740 (Encoder fault) may occur. In this case, you
need to power off and on the servo drive again.
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9 Maintenance

9.1 Routine Maintenance Items

Standard operating conditions:
Average annual ambient temperature: 30°C Average load rate: < 80% Daily operating
time: <20 h

9.1.1 Routine Inspection

Check the following items during routine inspection.

Table 9-1 Routine checklist

No. Routine Inspection Yes
1 The ambient temperature and humidity are normal. O
There is no dust or unwanted objects in the servo drive.
2 There is no abnormal vibration or noise. O
3 The voltage of the power supply is normal. O
4 There is no strange smell. O
5 There are no fibers adhered to the air inlet. O
6 There is no intrusion of unwanted object on the load O
end.
9.1.2 Routine Cleaning
Check the following items during routine cleaning.
Table 9-2 Routine cleaning list
No. Routine Cleaning Yes
1 Clean the dust on the equipment surface, especially O
the metallic dust.
) Keep the front end of the servo drive and the 0
connectors clean.
Note

o Switch off the power supply before cleaning the equipment. Clean the equipment
with a blower gun or a piece of dry cloth.

« To prevent equipment discoloration or damage, do not use gasoline, diluents,
alcohol, or acidic/alkaline detergent for cleaning.
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9.2 Periodic Inspection Items

9.2.1 Periodic Inspection Items

Table 9-3 Periodic checklist

No. Item Yes
1 The screws used to fix the couplings between O
devices are in place.
There is no sign of overheating. (]
3 Terminal blocks are in good condition without any O
sign of damage.
4 The clamping units of terminal blocks are in place. O

9.2.2 Periodic Maintenance

The electrical and electronic parts inside the servo drive may be mechanically worn
out and degraded. To keep the servo drive in good condition, perform parts
replacement based on the replacement cycles listed in the following table. Contact
Inovance or Inovance agent before replacement to double check whether the part
needs to be replaced.

Object

Type

Standard Replacement Interval

Remarks

Power bus
capacitor

About 8 years (ambient
temperature: 30°C; load rate:
80%; uptime per day: 20 hours;
standard environment*)

Fan

5 years (ambient temperature:
30°C; load rate: 80%; uptime per
day: 20 hours; standard
environment!t)

Servo
drive

Control circuit
aluminum
electrolytic
capacitor

About 10 years (ambient
temperature: 30°C; load rate:
80%; uptime per day: 20 hours;
standard environment)

Pre-charge relay

100000 operations (depending on
the operating conditions)

Pre-charge
resistor

20000 operations (depending on
the operating conditions)

Dynamic brake
relay

Dynamic brake

resistor

About 1000 times (rated motor
speed; interval: 5 min; inertia: 20
times)

The standard replacement
interval is for reference only.
If any device/component
works improperly before the
replacement interval expires,
replace it immediately.
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Note

[1]: For details on the standard environment, see "2.1.2 Installation Environment Require-
ments" on page 37.
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10 Service and Support

Downloads
More product manuals, leaflets, brochures, certificates, 2D/3D drawings and other
information can be downloaded in the following way:
Visit https://www.inovance.com and do keyword search in Service and Support >
Downloads.

Contact us

We are honored to have you as our client. You can submit basic information to us in
the following way, so that we can reach you as soon as possible. We are committed to
your privacy. We will never share your information with any third party.

Visit https://www.inovance.com , select Service and Support > Contact us, and submit
your information.

-165-


https://www.inovance.com
https://www.inovance.com

PS00009739A00

Shenzhen Inovance Technology Co., Ltd.

www.inovance.com

Suzhou Inovance Technology Co., Ltd.

www.inovance.com

‘HN"W"‘H"‘ Copyright © Shenzhen Inovance Technology Co., Ltd.

Add.: Inovance Headquarters Tower, High-tech Industrial Park,
Guanlan Street, Longhua New District,
Shenzhen 518000, P.R. China

Tel: (0755) 2979 9595 Fax: (0755) 2961 9897

Add.: No.52, Tian'e Dang Road, Wuzhong District,
Suzhou 215104, P.R. China
Tel: (0512) 6637 6666 Fax: (0512) 6285 6720



	Preface 
	Fundamental Safety Instructions 
	1 SV670-INT Series 
	1.1 Product Information 
	1.1.1 Model Number and Nameplate 
	1.1.2 Components [P] 
	1.1.3 Components [N] 
	1.1.4 Product Dimensions 

	1.2 Specifications 
	1.2.1 Electrical Specifications 
	1.2.2 Technical Specifications [P] 
	1.2.3 Technical Specifications [N] 
	1.2.4 Communication Technical Data 
	1.2.5 Dynamic Brake Characteristics 
	1.2.6 Load Moment of Inertia 


	2 Installation 
	2.1 Installation of the Servo Drive 
	2.1.1 Pre-Inspection 
	2.1.2 Installation Environment Requirements 
	2.1.3 Installation Clearance 
	2.1.4 Installation Dimensions [P] 
	2.1.5 Installation Dimensions [N] 
	2.1.6 Installing the Drive 

	2.2 Installation of Optional Parts 
	2.2.1 Instructions for Installing the Fuse and Circuit Breaker 
	2.2.2 Instructions for Installing the AC Input Reactor 
	2.2.3 Instructions for Installing the EMC Filter 
	2.2.4 Instructions for Installing the Magnetic Ring and Ferrite Clamp 
	2.2.5 Instructions for Installing the Shield Bracket 


	3 system Connection 
	3.1 System Composition 
	3.2 System Wiring Diagram [P] 
	3.3 System Wiring Diagram [N] 

	4 Electrical Wiring Diagram 
	4.1 Electrical Wiring Diagram [P] 
	4.2 Electrical Wiring Diagram [N] 

	5 Wiring Terminals 
	5.1 Main Circuit Terminals 
	5.1.1 Terminal Layout 
	5.1.2 Wiring Precautions and Requirements 
	5.1.3 Wiring Examples 
	5.1.3.1 Wiring of the Power Supply 
	5.1.3.2 Wiring of the Grounding Cable 

	5.1.4 Cable Requirements 
	5.1.5 Cable Length 

	5.2 Description of Control Terminal (CN1) 
	5.2.1 Terminals [P] 
	5.2.2 Terminals [N] 
	5.2.3 Wiring Precautions and Requirements 
	5.2.4 Wiring Examples 
	5.2.4.1 DI/DO Signals 
	5.2.4.2 Encoder Frequency-Division Output Signals 
	5.2.4.3 AI/AO Signals 
	5.2.4.4 Position Reference Input Signal [P] 

	5.2.5 Cable Requirements 

	5.3 Encoder Terminal (CN2) 
	5.4 Communication Terminals CN3 and CN4 [P] 
	5.4.1 Terminal Layout 
	5.4.2 Wiring Precautions and Requirements 
	5.4.3 Wiring Examples 
	5.4.3.1 CAN Communication Connection Example 
	5.4.3.2 RS485 Communication Connection Example 

	5.4.4 Cable Requirements 

	5.5 Communication Terminals CN3 and CN4 [N] 
	5.5.1 Terminal Layout 
	5.5.2 EtherCAT Communication Connection Example 
	5.5.3 Cable Requirements 

	5.6 Description of Communication Terminal (CN5) 
	5.7 CN6 STO Safety Terminal 
	5.8 Description of the 2nd Encoder Terminal (CN7) 
	5.9 Wiring of the External Braking Resistor 

	6 Certification and Standard Requirements 
	6.1 CE Certification 
	6.1.1 Requirements for Compliance with EMC 
	6.1.2 Requirements for Compliance with LVD 

	6.2 UL/cUL Certification 
	6.3 KC Certification 
	6.4 UKCA Certification 

	7 Solutions to Common EMC Problems 
	7.1 Residual Current Device Malfunction 
	7.2 Harmonic Suppression 
	7.3 Control Circuit Interference 
	7.3.1 High-speed Pulse Interference [P] 
	7.3.2 Interference with Control Circuit Wiring 
	7.3.3 Common I/O Signal Interference 

	7.4 Communication Interference 
	7.4.1 RS485&CAN Communication Interference [P] 
	7.4.2 EtherCAT Communication Interference [N] 


	8 Options 
	8.1 Peripheral Electrical Components 
	8.1.1 Fuse 
	8.1.2 Electromagnetic Contactor 
	8.1.3 Breaker 
	8.1.4 AC Input Reactor 
	8.1.5 EMC filter 
	8.1.6 Magnetic Ring and ferrite clamp 

	8.2 Braking Resistor 
	8.3 Shield bracket 
	8.4 Absolute Encoder Batteries 

	9 Maintenance 
	9.1 Routine Maintenance Items 
	9.1.1 Routine Inspection 
	9.1.2 Routine Cleaning 

	9.2 Periodic Inspection Items 
	9.2.1 Periodic Inspection Items 
	9.2.2 Periodic Maintenance 


	10 Service and Support 

